
PCC**C

WARNING

TO AVOID PROPERTY DAMAGE, PERSONAL INJURY OR DEATH DO NOT USE
THIS UNIT IF ANY PART OF THE UNIT HAS BEEN UNDER WATER. IMMEDIATELY
CALL A QUALIFIED SERVICE TECHNICIAN TO INSPECT THE UNIT AND TO
REPLACE ANY PART OF THE CONTROL SYSTEM.

You have purchased a single package cooling unit.  It is approved for an outdoor instal-
lation only and is designed to provide many years of safe and dependable service with
proper installation, use, and maintance.  Take time to familiarize yourself with the infor-
mation concerning unit installation, features, operation, and maintenance contained within
this manual.  Refer to the Product Data Book applicable to your model* for the needed
clearance around the unit.
Please take the time to fill out your owner’s registration card and mail it today. This will
assist us in contacting you should any service or warranty information change in the
future. When filling in the registration card, be sure to include the Model, Manufacturing
and Serial Numbers, plus the installation date. If the registration card cannot be located,
please call 1-877-254-4729 to register the unit.
Your warranty certificate is also supplied with the unit. Read the warranty carefully and
note what is covered. Keep the warranty certificate in a safe place, so you can find it, if
necessary.  Before using this manual, check the serial plate for proper model identifica-
tion.

Installer - Affix this manual, the Installation Guide, and Specifications Sheet
adjacent to the appliance.

Owner - Keep all product literature in a safe place for future reference.

Single Package Cooling Unit
User’s Information Manual

THE INSTALLATION AND SERVICING OF THIS
EQUIPMENT MUST BE PERFORMED BY QUALIFIED,

EXPERIENCED TECHNICIANS ONLY.

®

Part No. 10500222
Printed in USA

®is a trademark of Maytag Corporation and is used under
license to Goodman Company, L.P.  All rights reserved.

 2001-2004 Goodman Company, L.P.
Effective: May 2004

Due to policy of continual product improve-
ment, the right is reserved to change

specifications and design without notice.

*NOTE:  Please contact your distributor or our website
www.amana-hac.com

for the applicable product data book referred to in this manual.
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This unit is built to provide many years of safe and dependable service provided it is properly installed and maintained. However, abuse
and/or improper use can shorten the life of the unit and create hazards for you, the homeowner.

UNIT LOCATION

This unit is approved for outdoor installation only.  Gutters or deflec-
tors must be installed on the roof to prevent water from shedding on
the unit.

While not all types of installations can be described in this manual, it
is important to take safety measures in the surrounding area of the
unit.
1. An area must be available to reach the unit in a clear and

unobstructed path.
2. Establish a regular service and maintenance schedule to

insure efficient and safe operation of the unit.

INDOOR HUMIDITY

Relative humidity is the amount of water vapor in the air relative to
the amount the air can hold at the same temperature. Example: At
40% relative humidity, the air could hold 2-1/2 times as much mois-
ture (2.5 x 40 = 100%) before becoming saturated.
The colder the air; the less moisture it can hold. As air is warmed, its
ability to hold moisture is increased. Example: A winter day, outdoor
temperature 10°F, and relative humidity of 70%. If that air enters a
home and is warmed to 72°F, the relative humidity will drop to 6%
(very dry) if no more moisture is added.

Relative humidity is important to your health and home as proper
humidification helps cut down on incidence of respiratory illness and
helps keep air cleaner and fresher.
A good relative humidity is one just high enough to barely start con-
densation along the lower edges or lower corners of the windows.
More than that can be damaging.
Frequent fogging or excessive condensation on inside windows in-
dicates the indoor humidity level is too high for outdoor weather con-
ditions. Damage to the building may result if the condition persists.
(Condensation on inside of storm windows indicates loose inside
windows. Adding weather-stripping to tighten inside windows usu-
ally corrects this problem.)
The following table shows the recommended maximum indoor hu-
midity in relationship to the outdoor temperatures.

Outdoor
Temperature

(ºF)

Maximum
Indoor
%RH

+20 35
-10 30
0 25

-10 20
-20 15

WARNING

TO AVOID PROPERTY OR EQUIPMENT DAMAGE, PERSONAL INJURY OR DEATH, THE FOLLOWING INSTRUCTIONS MUST BE OBSERVED REGARDING UNIT
LOCATION, CLEARANCES, AIR REQUIREMENTS AND OPERATING PROCEDURES. CERTAIN MECHANICAL AND ELECTRICAL SKILLS AND TOOLS ARE REQUIRED TO 
PROPERLY PERFORM MAINTENANCE ON THE UNIT.  PERSONAL INJURY OR DEATH MAY RESULT IF INSTALLED OR SERVICED BY UNQUALIFIED PERSONS. CALL
THE INSTALLING DEALER OR PLACE OF PURCHASE FOR MAINTENANCE OR SERVICING.

ATTENTION INSTALLING PERSONNEL
As a professional installer you have an obligation to know the product better than the customer.  This includes all

safety precautions and related items.

Prior to actual installation, thoroughly familiarize yourself with this Instruction Manual. Pay special attention to all safety
warnings. Often during installation or repair it is possible to place yourself in a position which is more hazardous than

when the unit is in operation.

Remember, it is your responsibility to install the product safely and to know it well enough to be able to instruct a
customer in its safe use.

Safety is a matter of common sense...a matter of thinking before acting. Most dealers have a list of specific good
safety practices...follow them.

The precautions listed in this Installation Manual are intended as supplemental to existing practices.   However, if there
is a direct conflict between existing practices and the content of this manual, the precautions listed here take

precedence.

RECOGNIZE THIS SYMBOL AS A SAFETY PRECAUTION.
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THERMOSTAT

This unit will not operate properly without a good quality, correctly
installed thermostat. It is very important that the thermostat be lo-
cated where it can get the best “sensing” average room tempera-
ture. Be sure the thermostat is not exposed to hot or cold drafts or to
hot or cold spots on the wall, such as those received from outside
walls, walls with pipes inside, or from openings into the attic.
No matter the type or style, thermostat operation is basically the
same.  The most widely used types will control both heating and
cooling functions and will have a Fan Switch with Auto and ON set-
tings. On Auto, the Circulating Air Blower will cycle on/off, but if
switched to ON it will run constantly.
There are thermostats that automatically switch from Heating to
Cooling, or with night setbacks. The night setback, or multiple set-
back type, will lower the temperature at night or during the day when
the building is unoccupied.

COMPRESSOR PROTECTION DEVICES

The PCC**C compressor includes components which are designed
to protect the compressor against abnormal operating conditions.
These components do not affect the operation of the indoor blower.

INDOOR AIR CIRCULATING BLOWER

Keep the blower access door and access panel in place except for
inspection and maintenance.

System
Switch

Fan
Switch Action

OFF AUTO None

COOL AUTO
System only cools, fan
cycles off and on.

COOL ON
System only cools, fan
runs all the time.

HEAT AUTO System only heats, fan
cycles off and on.

HEAT ON System only heats, fan
runs all the time.

OFF ON No heating or cooling, 
fan runs all the time.

Fan Switch
Cool/Heat

Switch

Cool/Heat
Temperature
Control Dials

Thermostat

Figure 1 - Typical Thermostat

CAUTION

THIS UNIT MUST NOT BE USED AS A "CONSTRUCTION HEATER" DURING THE FINISHING PHASES OF CONSTRUCTION ON A NEW STRUCTURE. THIS TYPE OF USE
MAY RESULT IN PREMATURE FAILURE OF THE UNIT DUE TO EXTREMELY LOW RETURN AIR TEMPERATURES AND EXPOSURE TO VERY DIRTY ATMOSPHERES.

1. Turn on the electrical power supply to the unit.
2. Place the room thermostat selector switch in the COOL or HEAT position (or AUTO if available, and if automatic changeover from

cooling to heating is desired).
3. Set the room thermostat to the desired temperature.

WARNING

TO PREVENT PERSONAL INJURY OR DEATH, ALWAYS DISCONNECT THE ELECTRICAL POWER BEFORE INSPECTING OR SERVICING THE UNIT. SINCE ALL OF THE
COMPRESSOR PROTECTION DEVICES RESET AUTOMATICALLY, THE CONTACTOR AND OUTDOOR FAN MAY BE ENERGIZED WHEN RESET.

NOTE: These units are not designed to provide mechanical cooling at outdoor temperatures below 50°F. If low ambient cooling is needed,
consult a qualified servicer.

CONDENSATE DRAIN

An external condensate drain trap is required for this unit. Contact
your distributor for details. This external trap provides superior water
drainage from the unit.   For proper unit operation, the trap must be
filled either before a cooling startup or during a unit “cycle-off” after
20 minutes of running on first cycle.    This drain can be extended
using 3/4” PVC piping.

2-1/2" of
3/4" PVC

Condensate
Drain Trap

90° ELL

1-1/2" Minimum
drop at outlet

Figure 2 - Condensate DrainTrap Installation
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REPLACING OR CLEANING FILTER

IMPORTANT NOTE: Never operate unit without a filter installed as
dust and lint will build up on internal parts resulting in loss of effi-
ciency, equipment damage and possible fire.
A return air filter is not supplied with this unit; however, there must be
a means of filtering the return air. The filter(s) may be located in the
return air duct(s). Consult with your installing dealer for the actual
location of the return air filter(s) in your unit.
See the Product Data Book applicable to your model* for filter sizes.
A dirty filter is the most common cause of inadequate heating or
cooling performance. Filter inspection should be made at least ev-
ery two months; more often if necessary because of local conditions
and usage.
Dirty throwaway filters should be discarded and replaced with a new,
clean filter. Dirty permanent filters should be washed with water, thor-
oughly dried and sprayed with a filter adhesive before being rein-
stalled. (Filter adhesives may be found at many hardware stores.)
Permanent filters should last several years. However, should one
become uncleanable, it should be replaced.
When installing a new filter or reinstalling an old one, always make
certain the air flow arrows on the filter point in the proper direction.

CLEAN OUTSIDE COIL (QUALIFIED SERVICER ONLY)

WARNING

TO AVOID PERSONAL INJURY OR DEATH DUE TO ELECTRICAL SHOCK,
DISCONNECT THE ELECTRICAL POWER BEFORE CLEANING THE COIL(S).

The coil with the outside air flowing over it should be inspected an-
nually and cleaned as frequently as necessary to keep the finned
areas free of lint, hair and debris.

INDOOR AIR CIRCULATING BLOWER MOTOR LUBRICATION

The air circulating blower motor bearings are permanently lubricated
and do not require additional oiling.

OUTDOOR COIL FAN MOTOR LUBRICATION

The fan motor is permanently lubricated and does not require addi-
tional oiling.

COMPRESSOR

The compressor motor is hermetically sealed and does not require
additional oiling.
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Most questions can be answered by your local dealer.  If you have other matters that cannot be resolved locally, or you need additional
information regarding other heating and cooling products offered by us - please call:

Ask your participating dealer about our extended service plan. It adds to the strong warranty with
additional parts and labor coverage.

 2001-2004 Goodman Company, L.P.
Effective:  May 2004

CONSUMER INFORMATION LINE
AMANA TOLL FREE

1-877-254-4729 (U.S. only)
email us at: customerservice@goodmanmfg.com

fax us at: (731) 856-1821
(Not a technical assistance line for dealers.)

Outside the U.S., call 1-713-861-2500.
(Not a technical assistance line for dealers.)

Your telephone company will bill you for the call.

*NOTE:  Please contact your distributor for the applicable
product data book referred to in this manual.


