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Installer - Affix this manual, Installation Guide, and Warran-
ty adjacent to the appliance.

Owner - Read and keep all product literature in a safe 
place for future reference.

WARNING

If the information in these instructions is not followed exact-
ly, a fire or explosion  may result causing property damage, 
personal injury or loss of life.
•	 To prevent the risk of property damage, personal injury, 

or death, do not store  combustible materials or use gas-
oline or other flammable liquids or vapors in the  vicinity 
of this appliance.

•	 WHAT TO DO IF YOU SMELL GAS:
•	 Do not try to light any appliance.
•	 Do not touch any electrical switch; do not use any 

phone in your building.
•	 Immediately call your gas supplier from a neighbor’s 

phone. Follow the gas supplier’s instructions.
•	 If you cannot reach your gas supplier, call the fire 

department.
•	 Installation and service must be performed by a quali-

fied installer, service agency or the gas supplier. ONLY 
individuals meeting the requirements of an “entry level 
technician” as specified by the air conditioning and refrig-
eration institute (ARI) may use this information. Attempt-
ing to install or repair this unit without such background 
may result in product damage, personal injury, or death

WARNING

Should overheating occur or the gas supply fail To shut off, 
turn off the manual gas shutoff valve External to the fur-
nace before turning off the Electrical supply.

WARNING

To prevent possible property damage, personal Injury or 
death due to electrical shock, the Furnace must be located to 
protect the electrical Components from water.

WARNING

Product contains fiberglass wool. Disturbing the Insulation 
in this product during installation,Maintenance or repair will 
expose you toFiberglass wool. Breathing this may cause lung 
Cancer. (Fiberglass wool is known to the state of California 
to cause cancer.) To reduce exposure Or for further informa-
tion, consult material Safety data sheets available from the 
address Shown below.

RECOGNIZE THIS SYMBOL
AS A SAFETY PRECAUTION 

QUEBEC DISCLOSURE REGARDING AVAILABILITY OF 
REPLACEMENT PARTS, REPAIR SERVICES AND INFORMATION 
FOR MAINTENANCE AND REPAIR: Daikin Comfort Technologies 
Manufacturing, Inc. (Daikin) does not guarantee the availability 
of (1) replacement parts; (2) repair services; and (3) information 
necessary to maintain or repair products, within the meaning of 
section 39.1 of the Consumer Protection Act, CQLR, c P-40.1 and 
section 79.18 of the Regulation respecting the application of 
the Consumer Protection Act, CQLR, c P-40.1, r. 3.

AVIS POUR LE QUÉBEC CONCERNANT LA DISPONIBILITÉ DES 
PIÈCES DE RECHANGE, DES SERVICES DE RÉPARATION ET DES 
RENSEIGNEMENTS POUR L’ENTRETIEN ET LA RÉPARATION : 
Daikin Comfort Technologies Manufacturing, Inc. (Daikin) ne 
garantit pas la disponibilité (1) des pièces de rechange, (2) 
des services de réparation et (3) des renseignements pour 
l’entretien et la réparation, au sens de l’article 39.1 de la 
Loi sur la protection du consommateur, RLRQ c P-40.1 et de 
l’article 79.18 du Règlement d’application de la Loi sur la 
protection du consommateur, RLRQ c P-40.1, r 3.

WARNING

Do not bypass safety devices.

Only personnel that have been trained to install, adjust, 
service, maintenance or repair (hereinafter, “service”) 
the equipment specified in this manual should service the 
equipment.

This equipment is not intended for use by persons 
(including children) with reduced physical, sensory or 
mental capacities, or lack of experience and knowledge, 
unless they have been given supervision or instruction 
concerning use of the appliance by a person responsible 
for their safety. 

Children should be supervised to ensure that they do not 
play with the equipment.

The manufacturer will not be responsible for any injury 
or property damage arising from improper supervision, 
service or service procedures. If you service this unit, you 
assume responsibility for any injury or property damage 
which may result. In addition, in jurisdictions that require 
one or more licenses to service the equipment specified in 
this manual, only licensed personnel should service the 
equipment. Improper supervision, installation, adjustment, 
servicing, maintenance or repair of the equipment specified 
in this manual, or attempting to install, adjust, service 
or repair the equipment specified in this manual without 
proper supervision or training may result in product 
damage, property damage, personal injury or death.

WARNING
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Dear Homeowner, please recognize the following safety in-
formation. This information will alert you to the potential for
personal injury.

WARNING  - Indicate hazards or unsafe practic-
es which COULD result in severe personal injury or death.

WARNING

THIS PRODUCT CONTAINS OR PRODUCES A CHEMICAL OR
CHEMICALS WHICH MAY CAUSE SERIOUS ILLNESS OR
DEATH AND WHICH ARE KNOWN TO THE STATE OF
CALIFORNIA TO CAUSE CANCER, BIRTH DEFECTS OR OTHER
REPRODUCTIVE HARM.

WARNING

TO AVOID POSSIBLE EQUIPMENT DAMAGE, PERSONAL
INJURY, FIRE OR DEATH, THE FOLLOWING INSTRUCTIONS
MUST BE OBSERVED REGARDING UNIT LOCATION, AIR
REQUIREMENTS AND OPERATING PROCEDURES.

WARNING

HEATING UNIT SHOULD NOT BE UTILIZED WITHOUT
REASONABLE, ROUTINE, INSPECTION, MAINTENANCE AND
SUPERVISION. IF THE BUILDING IN WHICH ANY SUCH DEVICE
IS LOCATED WILL BE VACANT, CARE SHOULD BE TAKEN
THAT SUCH DEVICE IS ROUTINELY INSPECTED, MAINTAINED
AND MONITORED. IN THE EVENT THAT THE BUILDING MAYBE
EXPOSED TO FREEZING TEMPERATURES AND WILL BE
VACANT, ALL WATER-BEARING PIPES SHOULD BE DRAINED,
THE BUILDING SHOULD BE PROPERLY WINTERIZED, AND
THE WATER SOURCE CLOSED. IN THE EVENT THAT THE
BUILDING MAY BE EXPOSED TO FREEZING TEMPERATURES
AND WILL BE VACANT, ANY HYDRONIC COIL UNITS SHOULD
BE DRAINED AS WELL AND, IN SUCH CASE, ALTERNATIVE
HEAT SOURCES SHOULD BE UTILIZED.

Important note to the owner regarding product 
limited warranty
Your limited warranty certificate is supplied as a separate
document with the unit installed by your contractor. Read
the limited warranty certificate carefully to determine what 
is and is not covered and keep the warranty certificate in a
safe place. If you are unable to locate the warranty certif-
icate please contact your installing contractor or contact 
customer service (877-254-4729) to obtain a copy.

Before using this manual, check the serial plate for proper
model identification.

The installation and servicing of this equipment must be
performed by qualified, experienced technicians only.

Unit location
1.	 1. The furnace area and the vicinity of any other gas 

appliances must be kept clear and free of combustible 
materials, gasoline, and other flammable vapors and 
liquids. Also, do not store or use flammable items such 
as paint, varnish, or lacquer in the area.

2.	 Do not store or use chlorine or fluorine products 
(bleaches, cements, strippers, aerosols) near the unit. 
They can corrode the heat exchanger.

3.	 Do not use the furnace closet as storage for brooms, 
mops, brushes and oily rags or cloths. The area must 
be kept clear, clean and free of lint. Furnace must be 
kept free and clear of exposed or loose insulation ma-
terials in the area of installation. Examine the furnace 
area when the furnace or additional insulation is added 
since some insulation materials may be combustible.

4.	 Make sure the furnace is always connected to an 
approved vent, in good condition, to carry combustion 
products outdoors.

5.	 Familiarize yourself with the controls that shut off the 
gas and electrical power to the furnace. If the furnace 
is to be shut down at the end of the heating season, 
turn off both the gas and electrical power. For safety, 
always turn the gas and electrical power off before per-
forming service or maintenance on the furnace.

6.	 Establish a regular maintenance schedule to insure 
efficient and safe operation of the furnace. The furnace 
should be checked at the beginning of each heating 
and cooling season by a qualified service technician.

WARNING

TO AVOID PERSONAL INJURY OR FIRE, MINIMUM
CLEARANCES TO COMBUSTIBLE SURFACES MUST BE
FOLLOWED.

7.	 Make certain the required clearances for the furnace 
are always maintained. These clearances are listed on 
the furnace clearance label. If any question develops, 
contact the installer of the furnace or another qualified 
servicer.
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Unit installation
Examine the furnace installation to determine the following:
1.	 All flue product carrying passages external to the fur-

nace (i.e. chimney, vent connector) are clear and free 
of obstructions.

2.	 The vent connector is in place, slopes upward and is 
physically sound without holes or excessive corrosion.

3.	 The return air duct connection is physically sound, 
sealed to the furnace casing, and terminates outside 
the space containing the furnace.

4.	 The physical support of the furnace is sound without 
sagging, cracks, or gaps around the base so as to pro-
vide a seal between the support and the base.

5.	 There are no obvious signs of deterioration of the 
furnace.

6.	 Check for proper burner flame performance. Flame 
should extend directly outward from burners without 
curling, floating, or lifting off.

Air Requirements

WARNING

TO AVOID PROPERTY DAMAGE, PERSONAL INJURY OR
DEATH, SUFFICIENT FRESH AIR FOR PROPER COMBUSTION
AND VENTILATION OF FLUE GASES MUST BE SUPPLIED.
MOST HOMES REQUIRE OUTSIDE AIR BE SUPPLIED INTO THE
FURNACE AREA.

Improved construction and additional insulation in 
homes have reduced the heat loss and made these 
homes much tighter around doors and windows 
so that air infiltration is minimal. This creates a 
problem to supply ventilation and/or combustion 
air for gas fired or other fuel burning applianc-
es. Any use of appliances that pull air out of the 
house (clothes dryers, exhaust fans, fireplaces, 
water heaters, non-direct vent furnaces, etc.) 
could reduce combustion air to the furnace.

If fuel-burning appliances are starved for air, the 
flue gases produced may not vent outdoors prop-
erly. These flue gases may include carbon monox-
ide.

Carbon monoxide or “CO” is a colorless and odorless gas
produced when fuel is not burned completely or when the
flame does not receive sufficient oxygen.

Be aware of these air starvation signals which indicate
conditions that may result in carbon monoxide or that
carbon monoxide may be present: 

Carbon monoxide producing devices (such as an automobile, space
heater, gas water heater, etc.) should not be operated in enclosed areas
such as unventilated garages, utility rooms or parking areas because of
the danger of carbon monoxide (CO) poisoning resulting from the exhaust
emissions. If a furnace or air handler is installed in an enclosed area such
as a garage, utility room or parking area and a carbon monoxide producing
device is operated therein, there must be adequate, direct outside
ventilation.

CARBON MONOXIDE POISONING HAZARD
Special Warning for Installation of Furnace or Air Handling Units in
Enclosed Areas such as Garages, Utility Rooms or Parking Areas

This ventilation is necessary to avoid the danger of CO poisoning which
can occur if a carbon monoxide producing device continues to operate in
the enclosed area. Carbon monoxide emissions can be (re)circulated
throughout the structure if the furnace or air handler is operating in any
mode.

B10259-216

CO can cause serious illness including permanent brain
damage or death.

Los equipos ó aparatos que producen monóxido de carbono
(tal como automóvil, calentador de gas, calentador de

carbono (CO) que resulta de las
emisiones de gases de combustión.

agua por medio de
gas, etc) no deben ser operados en áreas cerradas debido al riesgo
de envenenamiento por monóxido de

Si el equipo ó aparato se opera en
dichas áreas, debe existir una adecuada ventilación directa al exterior.

Advertencia especial para la instalación de calentadores ó manejadoras
de aire en áreas cerradas como estacionamientos ó cuartos de servicio.

B10259-216

RIESGO DE INTOXICACIÓN POR MONÓXIDO DE CARBONO

El monóxido de carbono puede causar enfermedades severas
como daño cerebral permanente ó muerte.

Las emisiones de monóxido de carbono pueden circular a través
del aparato cuando se opera en cualquier modo.

Avertissement special au sujet de l'installation d'appareils de chauffage
ou de traitement d'air dans des endroits clos, tets les garages, les
locaux d'entretien et les stationnements.

B10259-216

RISQUE D'EMPOISONNEMENT AU MONOXYDE DE CARBONE

Evitez de mettre en marche les appareils produisant du monoxyde
de carbone (tels que les automobile, les appareils de chauffage
autonome,etc.) dans des endroits non ventilés tels que les
d'empoisonnement au monoxyde de carbone. Si vous devez faire
fonctionner ces appareils dans un endroit clos, assures-vous
qu'il y ait une ventilation directe provenant de l'exterier.

Le monoxyde de carbone peut causer des maladies graves telles que
des dommages permanents au cerveau et meme la mort.

Les émissions de monoxyde de carbone peuvent etre recircules dans les
endroits clos, si l'appareil de chauffage ou de traitement d'air sont
en marche.

Cette ventilation est nécessaire pour éviter le danger d'intoxication
au CO pouvant survenir si un appareil produisant du monoxyde
de carbone continue de fonctionner au sein de la zone confinée.

Esta ventilación es necesaria para evitar el peligro de envenenamiento
por CO, que puede ocurrir si un monóxido
de carbono sigue operando en el lugar cerrado.

dispositivo que produce

1.	 Headaches, Nausea, Dizziness, Flu-like symptoms.
2.	 Excessive humidity, heavily frosted windows or a moist 

“clammy” feeling in the home.
3.	 Smoke from a fireplace will not draw up the chimney.
4.	 Flue gases that will not draw up the appliance vent 

pipe.
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Combustion air
The air for combustion and ventilation can also (where local
codes permit) be obtained from the surrounding unconfined
space or louvered closet door. Observe the following pre-
cautions concerning air availability:
•	 When a furnace is installed in a closet and the closet 

door is louvered, DO NOT OBSTRUCT LOUVERS. 
Louvers must be open and clear to provide combustion 
air to the furnace.

•	 When a furnace is installed in a confined space with-
in a home and the air for combustion and ventilation 
enters the space through ducts from the outside, be 
sure to routinely check the entering and outlet, grilled 
openings to verify that they are always clear and clean.

•	 Do not partition off a small area around the furnace 
utilizing a non-louvered door. This could obstruct the 
combustion air from reaching the furnace.

Indoor humidity
Relative humidity is the amount of water vapor in the air rel-
ative to the amount the air can hold at the same tempera-
ture. The colder the air; the less moisture it can hold. As air 
is warmed, its ability to hold moisture is increased. Relative
humidity is important to your health and home as proper
humidification helps reduce respiratory difficulties and 
helps improve the indoor air quality.

A good relative humidity is one just high enough to barely
start condensation along the lower edges or lower corners
of the windows. More than that can be damaging. 

Frequent fogging or excessive condensation on inside 
windows indicates the indoor humidity level is too high for 
outdoor weather conditions. Damage to the building may 
result if the condition persists. Condensation on inside 
of storm windows indicates a poor seal inside windows. 
Adding weather-stripping to tighten inside windows usually 
corrects this problem.

The following table shows the recommended maximum 
indoor humidity in relationship to the outdoor temperatures.

Outdoor 
Temperature

Humidity
Single-Paned Glass Double-Paned Glass

+30°F 30% 50%
+20°F 20% 40%
+10°F 15% 35%

0°F 10% 30%
-10°F 5% 25%
-20°F 5% 20%
-30°F 3% 18%

 
Propane (lp) gas installations only
For furnaces operating on propane gas, please review the
following warnings before use.

WARNING

TO AVOID PROPERTY DAMAGE, PERSONAL INJURY OR
DEATH, DUE TO EXPLOSION OR FIRE, INSTALL A GAS
DETECTING WARNING DEVICE. SINCE THE ODORANT IN
PROPANE GAS CAN BE REDUCED BY IRON OXIDE (RUST), A
GAS DETECTING WARNING DEVICE IS THE ONLY RELIABLE
METHOD TO DETECT PROPANE GAS LEAKS.

WARNING

IF THE GAS FURNACE IS INSTALLED IN A BASEMENT, AN
EXCAVATED AREA OR CONFINED SPACE, IT IS STRONGLY
RECOMMENDED TO CONTACT A PROPANE SUPPLIER TO
INSTALL A GAS DETECTING WARNING DEVICE IN CASE OF A
GAS LEAK.
•	 SINCE PROPANE GAS IS HEAVIER THAN AIR, ANY LEAKING 

GAS CAN SETTLE IN ANY LOW AREAS OR CONFINED SPAC-
ES.

•	 PROPANE GAS ODORANT MAY FADE, MAKING THE GAS 
UNDETECTABLE

WARNING

AN UNDETECTED GAS LEAK WILL CREATE A DANGER OF
EXPLOSION OR FIRE. IF THE PRESENCE OF GAS IS
SUSPECTED, FOLLOW THE INSTRUCTIONS ON THE COVER
OF THIS MANUAL. FAILURE TO DO SO COULD RESULT IN
SERIOUS PERSONAL INJURY OR DEATH.

Thermostat functions
There are many types and styles of thermostats but opera-
tion is usually similar. BE SURE TO BECOME FAMILIAR
WITH YOUR THERMOSTAT. The simplest type of ther-
mostat only starts and stops the furnace to maintain the 
desired room temperature. The most widely used types will
control both heating and cooling functions and will have a
Fan Switch with Auto and ON settings. On Auto, the cir-
culating air blower will cycle on/off with the furnace but if 
switched to ON it will run continuously regardless of wheth-
er or not heating or cooling is being provided.

In addition, there are thermostats which automatically 
switch from heating to cooling mode and those with night 
set back capability. The night set back, or multiple set back, 
type allows for a different temperature at night or during the 
day when no one is at home. Programmable thermostats 
will allow for more control and tailoring of the heating and 
cooling functions. The level of this control depends on the 
typeof thermostat applied.

System 
Switch

Fan 
Switch Action

OFF AUTO None
COOL AUTO System only cools, fan cycles off and on.
COOL ON System only cools, fan runs all the time.
HEAT AUTO System only heats, fan cycles off and on.
HEAT ON System only heats, fan runs all the time.
OFF ON No heating or cooling, fan runs all the time.
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Furnace operation

WARNING

ELECTRICAL COMPONENTS ARE CONTAINED IN BOTH
COMPARTMENTS. TO AVOID PERSONAL INJURY,
ELECTRICAL SHOCK OR DEATH, DO NOT REMOVE ANY
INTERNAL COMPARTMENT COVERS. CONTACT A QUALIFIED
SERVICER AT ONCE IF AN ABNORMAL CONDITION IS
NOTICED.

Keep both doors in place except for inspection and mainte-
nance. An interlock switch prevents furnace operation if the
blower door is not in place.

Lockout reset
Furnace lockout is characterized by a non-functioning 
furnace
(circulator blower may be running continuously) providing
a diagnostic LED code. Lockout results when a furnace
control detects abnormal conditions. If the furnace is
in “lockout”, it may be reset by any of the following meth-
ods:
1.	 One hour automatic reset. Control will automatically 

reset itself and attempt to resume normal operations 
following a one hour lockout period.

2.	 Power interruption. Interrupt 115 volt power to the fur-
nace for greater than 20 seconds.

3.	 Thermostat cycle. Interrupt thermostat signal to the 
furnace for between 0 and 20 seconds.

If the condition which originally caused the lockout still 
exists, the control will return to lockout. If your furnace fre-
quently locks out, a problem exists which must be correct-
ed. Contact a qualified servicer.

Routine maintenance
Maintenance is to be performed by a qualified service tech-
nician only. User maintenance is to be restricted to frequent
air filter changes and to ensure the warnings and notices
found elsewhere in this manual be followed. We rec-
ommend that at a minimum system maintenance be 
performed by a qualified service technician prior to the 
beginning of each heating season, and if equipped with air 
conditioning, prior to air conditioning season.

WARNING

PERSONAL INJURY OR DEATH MAY RESULT FROM
IMPROPER MAINTENANCE PERFORMED BY UNTRAINED
PERSONNEL. CALL YOUR INSTALLING DEALER OR OTHER
QUALIFIED SERVICE COMPANIES TO PERFORM THE
MAINTENANCE INSPECTION.

WARNING

TO PREVENT PERSONAL INJURY OR DEATH DUE TO
ELECTRIC SHOCK, DISCONNECT ELECTRICAL POWER
BEFORE SERVICING THIS UNIT.

Annual inspection
The furnace should be inspected by a qualified installer, or
service agency at least once per year. This check should 
be performed at the beginning of the heating season by a 
qualified technician. This will insure that all furnace compo-
nents are in proper working order and that the heating sys-
tem functions appropriately. Particular attention should be 
paid to the following items. Repair or service as necessary.

•	 Flue pipe system. Check for blockage and/or leakage. 
Check the outside termination and the connections at 
and internal to the furnace.

•	 Combustion air intake pipe system (where applicable). 
Check for blockage and/or leakage. Check the outside 
termination and the connection at the furnace.

•	 Heat exchanger. Check for corrosion and/or buildup 
within the heat exchanger passageways.

•	 Burners. Check for proper ignition, burner flame, and 
flame sense. Flames should extend directly outward 
from burners without curling, floating or lifting off.

•	 Wiring. Check electrical connections for tightness and/ 
or corrosion. Check wires for damage.

•	 Drainage system. Check for blockage and/or leakage. 
Check hose connections at and internal to furnace.

•	 Filters. Check that filters are clean and in the proper 
placement in the furnace or duct system.

Motors
The combustion air motor and indoor blower motor are per-
manently lubricated and require no further lubrication.

Filters

WARNING

TO AVOID PROPERTY DAMAGE, PERSONAL INJURY OR
DEATH, DISCONNECT ELECTRICAL POWER BEFORE
REMOVING FILTERS OR PERFORMING ANY OTHER
MAINTENANCE. NEVER OPERATE FURNACE WITHOUT A
FILTER INSTALLED BECAUSE DUST AND LINT WILL BUILD UP
ON INTERNAL PARTS RESULTING IN LOSS OF EFFICIENCY,
EQUIPMENT DAMAGE OR POSSIBLE FIRE.
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A return air filter is not supplied with this furnace and can-
not be installed inside the cabinet; however, a means of 
filtering all of the return air (intake) must be provided. Your 
installer will supply filters at the time of installation. Become 
familiar with filter location and procedures for removing, 
cleaning and replacing them.

Filters must be inspected, cleaned or changed every two
months or as required. As a homeowner, it is your personal
responsibility to keep air filters clean. Remember that dirty
filters are the most common cause of inadequate heating or
cooling performance.

Filter removal
Depending on the installation, differing filter arrangements
can be applied. Filters can be located in a central return
grille or a side panel external filter rack (upflow only). To
remove filters from an external filter rack, follow the direc-
tions provided with external filter rack kit

Horizontal Unit Filter Removal
Filters in horizontal installations are located in the central
return register or the ductwork near the furnace.

To remove:
1.	 Turn OFF electrical power to furnace.
2.	 Remove filter(s) from the central return register or 

ductwork.
3.	 Replace filter(s) by reversing the procedure for remov-

al.
4.	 Turn ON electrical power to furnace.

To remove all other filter configurations, consult with the 
installing contractor.

Troubleshooting / before you request a service 
call
If your furnace is not operating or is performing improperly,
take time to perform the following checks before requesting
service. A couple of simple checks may allow you to avoid 
a service call. If the following steps do not resolve the prob-
lem, contact a qualified servicer for further troubleshooting
and/or repairs. Do not attempt troubleshooting beyond that
which is outlined in the following bullet points. Do not at-
tempt repairs yourself.
•	 Check thermostat for proper operation. Verify that it is 

set on HEAT and that temperature (above room tem-
perature) setting is appropriate.

•	 Check the electrical panel for tripped circuit breakers or 
failed fuses. Reset the circuit breakers or replace fuses 
as necessary.

•	 Check for dirty filter(s). This in the most common cause 
of improper furnace operation. Check your filter(s) 
at least once a month and replace or clean filters as 
necessary.

•	 Check for blocked return air or supply air grilles 
throughout your home. Grilles may be blocked by 
furniture, drapery, clothes, carpeting, etc. Clear any 
blockage.

•	 Check intake and vent terminations on high efficiency 
furnaces to make sure they are not blocked.

Safety Labels

NOTE: If safety labels are missing or illegible, contact the 
installing dealer or our Customer Service Department for 
ordering information.
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device which automatically lights the burner.

MANUAL GAS

in the safety. information above

systéme de contrôle et toute commande qui ont été

instructions intitulées Comment couper l'admission

1. Régler le thermostat à la température la plus bassé.

l'eau, même partiellement. Faire inspecter l'appareil

2. Régler le thermostat à la température la plus basse.

Do not try to light any appliance.

qu'à la main. Ne jamais emploer d'outil à cette fin.

if service is to be performed.

hand, don't try to repair it, call a qualified service

7. Push gas control lever

service technician or gas company.

muni d'un dispositif d'allumage qui allume

the appliance and to replace any part of the control

certains gaz sont plus lourds que l'air et

appelez le service des incendies.»

ROBINET A GAZ

qualifié ou le fournisseur de gaz.

C. Use only your hand to push in or turn the gas control lever.

AVERTISSEMENT:

to

Immediately call your gas supplier from a neighbor's

S'il n'y a pas d'odeur de gaz, passer à l'etàpe suivante.

9. Turn on all electric

BEFORE OPERATING

POUR COUPER L'ADMISSION

par un technicienqualifié et remplacer toutr partie du

Do not force.



power to the appliance.

tente de forcer la manette ou de la réparer peut

automatiquement le brûleur. Ne pas tenter

MANUAL GAS

Ne pas tenter d'allumer d'appareils.

exactly,a fire or

Ne pas forcer.
4. Remettre en place le panneau d'accés.

do not use any phone in your building.

allumer le brûleur manuellement.

2. Set the thermostat to lowest setting.

TO TURN OFF GAS TO APPLIANCE

Passer à l'etape B des instructions de securite

5. Pousse le levier du contrÔle du gaz a

7. Pousse le levier du contrôle du gaz à

B. smell all around the appliance

GAS

Cet appareil ne comporte pas de veilleuse. Il est

"ON".

Appelez immédiatement votre fournisseur de gaz depuis

4. Cet appareil menager etant dote d'un systeme

with an ignition device which automatically lights

3. Pousse le levier du contrôle du gaz à

de gaz de l'appareil et appeler un technicien

3. Push the gas control lever to Position.

position.

ARRÊTEZ
.

8. Remettre en place le panneau d'accés.

to light the burner by hand.

OPERATING INSTRUCTIONS

smell for gas, including near the floor. If you

"OFF"

QUE FAIRE S'IL Y A UNE ODEUR DE GAZ

technician. Forceor attemptedrepair mayresult ina fire

11. If the appliance will not operate,

call the firedepartment.

plongées dans l'eau.»

un voisin. Suivez les instructions du fournisseur de gaz

this label.

d'allumer le brûleur manuellement.

"ON/MARCHE"

MANUEL, EN POS

explosion may result causing property

renifler tout autour de l'appariel pour decéler

"OFF/ ARRET"

corporelles ou la perte de vies humaines.

d'allumage automatique, ne pas essayer à

4. Replace control access panel.

"ON/MARCHE"

follow the instructions "To Turn

la lettre les instructions dans le presént manuel

D. Donot use thisappliance if anypart hasbeenunderwater.

position.

6. Attendre cinq (5) minutes pour laisser echapper tout le

LEVER SHOWN

WHAT TO DO IF YOU SMELL GAS

5. Push the gas control lever to Position.

"OFF/ ARRET"

settle on the floor.

section supérieure de cette étiquette.

D. Ne pas se servir de cet appareil s'il aété plongé dans

provoquer uneexplosionouunincendie.»

INLET

LEVER SHOWN

des téléphones dans le bâtiment.

8. Replace access panel.

Do not try to light the burner by hand.

damage, personal injury or

area for gas. Be sure to smell next to the floor

Never use tools. If thelever will not pushinor turnby

READ BEFORE OPERATING

Si lamanette restecoincée, netenter pasdela

EN MARCHELIRE

INLET

position.

peuvent s'accumuler au niveau du sol.

réparer; appelezun technicienqualifié. Quiconque

Si vousnepouvezrejoindrelefournisseur degaz,

1. Set the thermostat to lowest setting.

4. This appliance is equipped with an ignition

10. Set thermostat to desired setting.

A.

DU GAZ

STOP.

LIRE AVANT DE METTRE

C. Nepousser ou tourner lamanetted'admissiondugaz

gaz. Renifler tout autour de l'appareil, y compris prés du

IN "ON" POS

10. Régler le thermostat à la température désirée.

loss of life.

If youcannot reachyour gassupplier,

Off Gas To Appliance" and call your

plancher, pour déceler une odeur de gaz. Si c'est le cas,

0140F01904 - A

Do not touch any electric switch;

6. Wait five (5) minutes to clear out any gas. Then

because some gas is heavier than air and will

1. Lisez les instructions de sécurité dans la

then smell gas, Follow

3. Couper l'alimentation électrique de l'appareil.

Ne toucher à aucun interrupteur; ne pas vous servir

9. Mettre l'appareil sous tension.

MISE EN MARCHE

une odeur de gaz. Renifler prés du plancher, car

ARRÊTEZ.

If you do not follow these instructions

sur la portion superieure de cette etiquette.

3. Turn off all electric power to the appliance.

faut procéder à des operations d'entretien.

gas, go to next step.

or explosion.

FOR YOUR SAFETY

entraînant des dommages matériels, des lesions

2. Turn off all electric power to the appliance

A. This appliance does not have a pilot. It is equipped

the burner. Do not try

ARRIVEE

DEGAZDEL'APPAREIL

phone. Followthegassupplier's instructions.

on this label if you don't smell

systemandanygascontrol whichhasbeenunderwater.

Quiconque ne respecte pas à

2. Couper l'alimentation électrique de l'appareil s'il

"ON/MARCHE"

MANUAL GAS

0140F01904 - A

risque de déclencher un incendie ou une explosion

DU GAZ

INLET

ARRIVEE

GAS

MANUAL GAS

IN "ON" POS
LEVER SHOWN

MANUEL, EN POS

DU GAZ

ARRIVEE

IN "ON" POS

DU GAZ

GAS

INLET

IN "ON" POS

ARRIVEE

ROBINET A GAZ

GAS

1. Read the safety infrmation above on

"OFF"

Immediatelycall aqualifiedservicetechnician to inspect

LEVER SHOWN

STOP. "B"

11. Si l'appareil ne se met pas en marche, suivre les

B. AVANT DE LE FAIRE FONCTIONNER,

Do not force.



8

 ® / TM 2026 Amana. Manufactured under license by Daikin. Limited warranty provided by the
manufacturer. All trademarks are the property of their respective owners. 

Our continuing commitment to quality products may mean a change in specifications without 
notice. 

 © 2026 Daikin Comfort Technologies Manufacturing, Inc. 
19001 Kermier Rd., Waller, TX 77484

www.daikincomfort.com

CUSTOMER FEEDBACK
Daikin is very interested in all product comments.
Please fill out the feedback form on the following link:
https://daikincomfort.com/contact-us
You can also scan the QR code on the right to be directed to the feedback page.


