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IMPORTANT INFORMATION

Pride and workmanship go into every product to provide our customers with quality products. Itis possible, however,
that during its lifetime a product may require service. Products should be serviced only by a qualified service technician
who is familiar with the safety procedures required in the repair and who is equipped with the proper tools, parts, testing
instruments and the appropriate service manual. REVIEW ALL SERVICE INFORMATION IN THE APPROPRIATE
SERVICE MANUAL BEFORE BEGINNING REPAIRS.

IMPORTANT NOTICES FOR CONSUMERS AND SERVICERS
RECOGNIZE SAFETY SYMBOLS, WORDS AND LABELS

— 4\ WARNING

This unit should not be connected to, or used in conjunction with, any devices that are not design certified for use with
this unit or have not been tested and approved by the manufacturer. Serious property damage or personal injury, reduced
unit performance and/or hazardous conditions may result from the use of devices that have not been approved or certified
by the manufacturer.

— 4\ WARNING

Only personnel that have been trained to install, adjust,
service or repair (hereinafter, “service”) the equipment

— 4\ WARNING

Do not store combustible materials or use gasoline
or other flammable liquids or vapors in the vicinity

specified in this manual should service the equipment.
The manufacturer will not be responsible for any injury
or property damage arising from improper service or
service procedures. If you service this unit, you assume
responsibility for any injury or property damage which
may result. In addition, in jurisdictions that require one
or more licenses to service the equipment specified in
this manual, only licensed personnel should service the
equipment. Improper installation, adjustment, servicing
or repair of the equipment specified in this manual, or
attempting to install, adjust, service or repair the
equipment specified in this manual without proper
training may result in product damage, property
damage, personal injury or death.

of this appliance as property damage or personal
injury could occur. Have your contractor point out
and identify the various cut-off devices, switches,
etc., that serves your comfort equipment.

— 4) WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing or installing this unit. Multiple power sources
may be present. Failure to do so may cause property damage, personal injury or death.

To locate an authorized servicer, please consult your telephone book or the dealer from whom you purchased this

product. For further assistance, please contact:

CONSUMERINFORMATIONLINE-DAIKINBRAND PRODUCTS
TOLL FREE 1-855-770-5678 (U.S. only)
email us at: customerservice@daikindaikinac.com
fax us at: (713) 856-1821
(Not a technical assistance line for dealers.)
Outside the U.S., call 1-713-861-2500

(Not a technical assistance line for dealers.)
Your telephone company will bill you for the call.



IMPORTANT INFORMATION

SAFE REFRIGERANT HANDLING

While these items will not cover every conceivable situation, they should serve as a useful guide.

— 4\ WARNING

Refrigerants are heavier than air. They can "push out"
the oxygen in your lungs or in any enclosed space.To

avoid possible difficulty in breathing or death:

* Never purge refrigerant into an enclosed room or
space. By law, all refrigerants must be reclaimed.

* Ifanindoor leak is suspected, thoroughly ventilate
the areabefore beginning work.

« Liquid refrigerant can be very cold. To avoid possible
frostbite or blindness, avoid contact with refrigerant
and wear gloves and goggles. If liquid refrigerant
does contact your skin or eyes, seek medical help
immediately.

« Always follow EPA regulations. Never burn refrig-
erant, as poisonous gas will be produced.

— 4\ WARNING

To avoid possibleinjury, explosion or death, practice
safe handling of refrigerants.

— 4\ WARNING

The compressor POE oil for R-410A units is
extremely susceptible to moisture absorption and
could cause compressor failure. Do not leave system
open to atmosphere any longer than necessary

for installation.

— 4\ WARNING

To avoid possible explosion:

* Never apply flame or steam to a refrigerant cylinder.
If you must heat a cylinder for faster charging,
partially immerse it in warm water.

* Never fill a cylinder more than 80% full of liquid
refrigerant.

* Never add anything other than R-22 to an R-22
cylinder or R-410A to an R-410A cylinder. The service
equipment used must be listed or certified for the type
of refrigerant used.

» Store cylinders in a cool, dry place. Never use a
cylinder as a platform or a roller.

— 4\ WARNING

To avoid possible explosion, use only returnable (not

disposable) service cylinders when removing refrig-

erant from a system.

» Ensure the cylinder is free of damage which could
lead to a leak or explosion.

» Ensure the hydrostatic test date does not exceed
5 years.

» Ensure the pressure rating meets or exceeds 400
Ibs.

When in doubt, do not use cylinder.

— 4\ WARNING

System contaminants, improper service procedure
and/or physical abuse affecting hermetic compressor
electrical terminals may cause dangerous system

venting.

The successful development of hermetically sealed refrigera-
tion compressors has completely sealed the compressor's
moving parts and electric motor inside a common housing,
minimizing refrigerant leaks and the hazards sometimes
associated with moving belts, pulleys or couplings.

Fundamental to the design of hermetic compressors is a
method whereby electrical current is transmitted to the
compressor motor through terminal conductors which pass
through the compressor housing wall. These terminals are
sealedin a dielectric material which insulates them from the
housing and maintains the pressure tight integrity of the
hermetic compressor. The terminals and their dielectric
embedment are strongly constructed, but are vulnerable to
careless compressor installation or maintenance proce-
dures and equally vulnerable to internal electrical short
circuits caused by excessive system contaminants.

In either of these instances, an electrical short between the
terminal and the compressor housing may result in the loss
of integrity between the terminal and its dielectric embed-
ment. This loss may cause the terminals to be expelled,
thereby venting the vaporous and liquid contents of the
compressor housing and system.

Aventing compressor terminal normally presents no danger
to anyone, providing the terminal protective cover is properly
in place.

If, however, the terminal protective cover is not properly in
place, a venting terminal may discharge a combination of
(@ hotlubricating oil and refrigerant

(b) flammable mixture (if system is contaminated
with air)
in a stream of spray which may be dangerousto anyoneinthe
vicinity. Death or serious bodily injury could occur.

Under no circumstances is a hermetic compressor to be
electrically energized and/or operated without having the
terminal protective cover properly in place.

See Service Section S-17 for proper servicing.



PRODUCT IDENTIFICATION

D 300 400 3 B * * A *
1 2 3 456 789 10 11 12 14 15 16
Revision Levels
Major & Minor
Brand Factory-Installed Options
D Daikin X No Options
A Non-powered convenience outlet
Configuraton B Powered convenience outlet
C Standard Efficiency (6 - 25 Tons) C Low-ambient kit
S Standard Efficiency (3 - 5 Tons) D Return air smoke detector
T  High Efficiency (3 - 5 Tons) E  Supply air smoke detector
F Non-powered convenience outlet;
Application Low-ambient kit
C Cooling? G Non-powered convenience outlet;
G Gas Heat Return air smoke detector
H Heat Pump! H Non-powered convenience outlet;
Supply air smoke detector
Nominal Cooling Capacity J Non-powered convenience outlet;
036 3 Tons 102 8% Tons 300 25 Tons Return & Supply air smoke detectors
048 4 Tons 120 10 Tons K Non-powered convenience outlet;
060 5 Tons 150 12% tons Low-ambient kit; Supply air smoke detector
072 6 Tons 180 15 Tons L Non-powered convenience outlet;
090 7% Tons 240 20 Tons Low-ambient kit
Return & Supply air smoke detectors
Nominal Heating Capacity M Powered convenience outlet;
Gas/Electric A/C H/P Factory-Installed Electric Heat Low-ambient kit
045 45,000 BTU/h XXX No Heat N Powered convenience outlet;
090 90,000 BTU/h 010 10kw 030 30kwW Return air smoke detector
115 115,000 BTU/h 015 15kwW 031 30kwW O Powered convenience outlet;
140 140,000 BTU/h 016 15kwW 045 45kW Return & Supply air smoke detectors
210 210,000 BTU/h 018 18 kw 046 45 kW P Powered convenience outlet;
350 350,000 BTU/h 020 20kw 060 60 kW Supply air smoke detector
400 400,000 BTU/h 025 25kwW Q Powered convenience outlet; Low-ambient
See product specifications for heat size(s) available for each capacity. kit; Return air smoke detector
R Powered convenience outlet; Low-ambient
Voltage kit; Supply air smoke detector
1 208-230/1/60 4 460/3/60 T Powered convenience outlet; Low-ambient
3 208-230/3/60 7 575/3/60 kit; Return & Supply air smoke detectors
U Non-powered convenience outlet;
Supply Fan/Drive Type/Motor Low-ambient kit; Return air smoke detector
B Belt Drive (single speed) V Two-Speed Belt Drive (also designates 6-Ton V  Low-ambient kit; Return air smoke detector
D Direct Drive (3-5 Tons) with two-stage compressor) W  Low-ambient kit; Supply air smoke detector
W High Static (two-speed  H High Static (single-speed Belt Drive) Y Low-ambient kit; Return & Supply
Belt Drive air smoke detectors
Factory-Installed Options Z Return & Supply air smoke detectors
A Ultra Low-Leak Downflow Economizer R Ultra Low-Leak Downflow Economizer;
B DDC-BACnet protocol DDC-BACnet protocol; Factory-Installed Options
F  Ultra Low-Leak Downflow Economizer; Disconnect Switch (non-fused) X Standard Aluminized Heat Exchanger
DDC-BACnet protocol V Low-Leak Downflow Economizer S Stainless-Steel Heat Exchanger
H  Disconnect Switch (non-fused) W Low-Leak Downflow Economizer D Hinged Panels
] Ultra Low-Leak Downflow Economizer; Disconnect Switch (non-fused) K Stainless-Steel Heat Exchanger;
Disconnect Switch (non-fused) X No Options Hinged Panels
M  Disconnect Switch (non-fused); DDC-BACnet protocol B Phase Monitor
) Stainless Steel Heat Exchanger; Phase Monitor
Note: Not all options available for all products. M Hinged Panel; Phase Monitor
L  Stainless-Steel Heat Exchanger;

1X= No Options in character 13th

Hinged Panels; Phase Monitor




PRODUCT IDENTIFICATION

Factory-Installed Options

¢ Stainless-Steel Heat Exchanger (Gas units only): A tubular heat exchanger made of 409-type stainless steel is installed in the unit.

¢ Low-Ambient Kit: Allows for cooling operation at lower outdoor temperatures. On the 3- to 6-ton units, cooling operation is extended
from 60°F ambient temperature to 35°F outside air temperature. On 7% -20 ton units, cooling operation is extended from 35°F
ambient temperature to 0°F outside air temperature. For 25 ton units, cooling operation is extended from 24°F ambient temperature
to 0°F outside air temperature.

¢ Economizers (Downflow): Based on air conditions, can provide outside air to cool the space.

e Electric Heat Kits (AC and heat pump units only): Available in all voltage options.

¢ Non-powered Convenience Outlet: A 120V, 15A, GFCl outlet makes it easier for technicians to service the unit once an electrician runs
power to the outlet.

¢ Powered Convenience Outlet: A 120V, 15A, GFCl outlet powered with a transformer built into the unit. When a factory-installed powered
convenience outlet is installed in the equipment, the unit MCA (Min. Circuit Ampacity) will increase by 7.2A/6.5A for 208/230V units,
increase by 3.3A for 460V units, and by 2.6A for 575V units. The MOP (Max. Overcurrent Protection) device must be sized accordingly.

¢ Disconnect Switch (non-fused; 3-phase units only): A disconnect switch is installed in the unit and factory wiring will be complete from
the switch to the unit. Please note that for air conditioning (DSC units) and heat pump models (DSH units), the appropriate electric heat
kit must be ordered to be factory-installed along with the disconnect switch (non-fused) when it is ordered. Please note that for models
with a powered convenience outlet option and a disconnect switch (non-fused) option, the power to the powered convenience outlet
will be shut off when the disconnect switch (non-fused) is in the off position.

e Return Air and/or Supply Air Smoke Detectors: Return air and/or supply air smoke detectors are installed in the unit.

¢ Hinged Access Panels: Allows access to unit’s major components. Combined with latches for easy access to control box, compressor,
filters and blower motor. Available on all units.

¢ Two-speed indoor fan blower models are available on 6, 7%, 8%, 10, 12}, 15, 20 & 25 ton units. Section 6.4.3.10.b of ASHRAE Standard
90.1-2010 and Section 6.5.3.2.1.a of ASHRAE Standard 90.1-2013 require a minimum of two fan speeds. Section 140.4(m)1 of California
Energy Commission Title 24 2013 contains a similar provision. When the units with the two-speed indoor fan blowers operate on a call
for the first stage of cooling, the fan operates at low speed, which is 66% of full speed. When the units operate on a call for the second
stage of cooling, the fan operates at full speed. In heating operation, the fan operates at full speed. During ventilation operation, the fan
operates at low speed.

¢ Phase Monitor: Phase monitor (3 phase only), available for 3 - 25 ton DS, DC and DT series models. Phase monitor shall provide protection
for motors and compressors against problems caused by phase loss, phase reversal and phase unbalance. Phase monitor is equipped with
an LED that provides an ON or FAULT indicator.

¢ DDC Controller: DDC communicating controller, available for 3 - 25 ton DS, DC and DT series models with on-board BACnet®
communication interface.

¢ High static belt drive, single and two-speed models




PRODUCT IDENTIFICATION

DCCH* XXX XXX

Daikin Commercial Package Coolers

Model #

Description

DCC180XX{3,4,7]BXXXAA
DCC240XX{3,4,7]BXXXAA

Daikin Commercial Package Cooler, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Initial
release of Daikin models with 5mm condenser coils.

DCC240XXX3,4,7]BXXAB,AC]

Daikin Commercial Package Cooler, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Release
of models with new compressor.

DCC180XXq3,4, 7]V XXXAA
DCC240XXX3,4, TIVXXXAA
DCC300XXX3,4, TIVXXXAA

Daikin Commercial Package Cooler, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. 2-Speed Belt Drive.
Initial release of Daikin models with 2 Speed Evaporator Fan Motor (California Title 24).

DCC180XXX[4/7]BXXXAB Daikin Commercial Package Cooler, R-410A, 460V & 575V 3 Phase. Belt Drive. Release of models with condenser
DCC240XXX4/7]BXXXAB motor updates.
DCC180XX1{4/7]VXXXAB Daikin Commercial Package Cooler, R-410A, 460V & 575V 3 Phase. 2-Speed Belt Drive. Release of models with
DCC240XX{4/7]VXXXAB condenser motor updates.

DCC240 BEXXAB Daikin Commercial Package Cooler,R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Factory

Installed Options (Ultra Low Leak Downflow Economizer, DDC-BACnet Protocol)

DCC240XX{3,4,7]VXXXBA

Daikin Commercial Package Cooler, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. 2-Speed Belt Drive.
Release of models with new compressor.

DCC300XX{3,4,7]BXXXAA

Daikin Commercial Package Cooler,R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Initial
release of 25 Ton Daikin models.

DCC300XXq3,4, 7]BXXXAB

Daikin Commercial Package Cooler,R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Release
of models with 1st stage of Low Ambient control as standard.

DCC240XXX4BXXYAC

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Ambient Kit.
Return & Supply Air Smoke Detectors)

DCC240XXX4BXXA[AB,AC]

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive.
Conwenience Outlet)

Factory Installed Options (Non-Powered

DCC2400604BXXB[AB,AC]

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive.
Convenience Outlet)

Factory Installed Options (Powered

DCC1800317BXXCAB

Daikin Commercial Package Cooler, R-410A, 575V 3 Phase. Belt Drive.
Ambient Kit)

Factory Installed Options (Electric Heat, Low

DCC300XXx4BXXDAB

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive.
Detector)

Factory Installed Options (Return Air Smoke

DCC240XXX3BXXQ[AA,AB]

Daikin Commercial Package Cooler, R-410A, 208/230V 3 Phase. Belt Drive. Factory Installed Options (Powered
Conwenience Outlet, Low Ambient Kit, Return Air Smoke Detector)

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Return & Supply Air

DCC240XXX4BXXZAC
Smoke Detector)
DCC30050MAVXKY AA Dalk{n Commerual Package Cooler, R-410A ,460V 3 Phase. 2-Speed Belt Drive. Factory Installed Options (Low
Ambient Kit, Return & Supply Smoke Detectors)
DCC2400313BAXCIAA, AB] Daikin Cpmmerual Pa(‘:kage'COOIer, R-410A, 208/230V 3 Phase. Belt Drive. Factory Installed Options (Downflow
Economizer, Low Ambient Kit)
DCC3000464BAXNAB Daikin Commerma! Package Cooler, R—410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low Leak
Downflow Economizer, Powered Convenience Outlet, Return Air Smoke Detector)
DCC24050(3,4,7]BBXXAA Daikin Commercial Package Cooler, R-410A, 208-230V, 460V, 575V 3 Phase. Belt Drive. Factory Installed Options

(DDC Control)

DCC(180-240)XXX(3,4]BHXXAA, AB, AC]

Daikin Commercial Package Cooler, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory Installed Options
(Disconnect Switch)

DCC(180,240)[031,XXX[3,4]BHXA[AB, AC]
DCC30000603BHXAAB

Daikin Commercial Package Cooler, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory Installed Options
(Disconnect Switch, Non-powered Convenience Outlet))

DCC180XXX3BHXBAA

Daikin Commercial Package Cooler, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Disconnect
Switch, Powered Convenience Outlet))

DCC[180,240]0604BJXF[AB,AC]

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Downflow
Economizer, Disconnect Switch, Non-Powered Convenience Outlet, Low Ambient Kit)

DCC180XXX4BJXOAB

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Downflow
Economizer, Disconnect Switch, Powered Convenience Outlet, Return/Supply Air Smoke Detector)

DCC3000604BJIXXAB

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Downflow
Economizer, Disconnect Switch)

These units have R410A refrigerant



PRODUCT IDENTIFICATION

DCCH XXX XXX

Daikin Commercial Package Coolers

Model # Description

Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options. ( Disconnect Switch

DCC2400604BHXAAC (non-fused), Standard Aluminized Heat Exchanger, Non-powered convenience outlet)

DCC1800464BVDZAR Daikin C.ommefmal Package Cooler, R-410A, flGOV 3 Phase. Belt Drive. Factory Installed Options. ( Low-Leak Downflow
Economizer, Hinge Panels, Return & Supply air smoke detectors)

DCC1800464BVDIAR Daikin C.ommefmal Package Cooler, R-410A, 469V 3 Phase. Belt Drive. Factorly Installed Options. ( Low-Leak Downflow
Economizer, Hinge Panels,Non-powered convenience outlet; Return & Supply air smoke detectors)
Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Two Speed Belt Drive. Factory Installed Options. ( Low-

DCC180XXX4VVDLAB Leak Downflow Economizer, Hinge Panels(3-12 1/2),Non-powered convenience outlet; Low ambient Kit; Return & Supply
air smoke detectors)

DCC3000314HXXXAB Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options. (Standard Aluminized
Heat Exchanger)

DCC240XXXABXXZAC Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Return & Supply air
smoke detectors)

DCCIB0XXXABBXXAR Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (DDC-BACnet
protocol)

DCC300XXXABEXXAR Daikin Commerma_l Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low-Leak
Downflow Economizer; DDC-BACnot protocol)
Daikin Commercial Package Cooler, R-410A, 230V 3 Phase. Two Speed Belt Drive. Factory Installed Options. ( Low-

DCC240XXX3VDXXBA Leak Downflow Economizer, Hinge Panels(3-12 1/2),Non-powered convenience outlet; Low ambient Kit; Return & Supply
air smoke detectors)

DCCLB0XXXIBXXXAB Daikin Commercial Package Cooler, R-410A, 208/230V 3 Phase. Belt Drive. Factory Installed Options (Standard

DCC240XXXIBXXXAC Aluminized Heat Exchanger)

DCC300XXX3BXXXAC g

DCC180XXX4BXXXAC - . . . -

DCC240XXXABXXXAD 5:;!?['15 )(C(;(r)g:eer;lal Package Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Standard Aluminized

DCC300XXX4BXXXAD 9

DCC300XXXAVVXCAA Daikin Cpmmermal chkagg Cooler, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak Downflow
Economizer,Low-ambient kit)

DCC240XXX4WXXXBA Daikin Commercial Package Cooler, R-410A, 460V 3 Phase. High Static Two-Speed Belt Drive.

These units have R410A refrigerant




PRODUCT IDENTIFICATION DCG** XXX *XXX

Daikin Commercial Package Gas Units

Model #

Description

DCG180350[3,4,7]BXXXAA
DCG240400[3,4,7]BXXXAA

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Initial
release of Daikin models with 5mm condenser coils.

DCG1803503VAXXAA

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Factory
installed options (Ultra Low Leak Downflow Economizer)

DCG2404004BXXYAC

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Factory
installed options (Low-Ambient Kit, Return & Supply Air Smoke Detectors)

DCG240400[3,4,7]BXXXAB

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Release
of models with new compressor.

DCG180350[3,4, 7]V XXXAA
DCG240400[3,4, 7]V XXXAA
DCG300400[3,4,7]VXXXAA

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. 2-Speed Belt Drive.
Initial release of Daikin models with 2 Speed Evaporator Fan Motor (California Title 24).

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Low-Leak Downflow

DCG3004004BVXXAB .
Economizer)
DCG180350[4/7]BXXXAB Daikin Commercial Package Gas, R-410A, 460V & 575V 3 Phase. Belt Drive. Release of models with condenser motor
DCG240400[4/7]BXXXAB updates.
DCG180350[4/7]VXXXAB Daikin Commercial Package Gas, R-410A, 460V & 575V 3 Phase. 2-Speed Belt Drive. Release of models with
DCG240400[4/7]VXXXAB condenser motor updates.
Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Factory
DCG2404003BJSZAB installed options (Ultra Low-Leak Downflow Economizer, Disconnect Switch (non-fused), Stainless Steel Heat

Exchanger, Return & Supply Air Smoke Det

DCG240400[3,4,7]VXXBA

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. 2-Speed Belt Drive.
Release of models with new compressor.

DCG3004007BXSXAB

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Factory
installed options (Stainless Steel Heat Exchanger)

DCG300400[3,4,7]BXXXAA

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Initial
release of 25 Ton Daikin models.

DCG300400[3,4, 7]BXXXAA

Daikin Commercial Package Gas, R-410A, 208V-230 3 Phase, 460V 3 Phase and 575V 3 Phase. Belt Drive. Release
of models with 1st stage of Low Ambient control as standard.

DCG1803503BXXB[AA,AB]

Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Powered

DCG2404004BXXBAC Conwenience Outlet)

DCG2404003B XXDAB Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Return Air Smoke
Detector)

DCG1803503BXEAA Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Supply Air Smoke
Detector)

DCG1803503B XXHAA Daikin Qommerual Package Gas R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Non-Powered
Conwenience Outlet, Supply Air Smoke Detector)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Powered Convenience

DCG2404004BXXQAB Outlet, Low Ambient Kit, Return Air Smoke Detector)

DCG3004004VXXYAA D_alkln Commercial Package Gas, R-410A, 460V 3 Phase. 2-Speed Belt Drive. Factory installed options (Low Ambient
Kit, Return & Supply Smoke Detector)

DCG2404003BXSDAB Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Stainless Steel

Heat Exchanger, Return Air Smoke Detector)

DCG180350[3,4, 7]BXSXAA
DCG2404003BXSXAA, AB]

Daikin Commercial Package Gas, R-410A, 208-230V,460V & 575V 3 Phase. Belt Drive. Factory installed options
(Stainless Steel Heat Exchanger)

DCG1803504VVXXAB

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. 2-Speed Belt Drive. Factory installed options (Low Leak
Downflow Economizer)

DCG180350[3,7]BAX{AA,AB]
DCG240400[3,4,7]BAX{AA,AB,AC]

Daikin Commercial Package Gas, R-410A, 208-230V, 460V & 575V 3 Phase. Belt Drive. Factory installed options
(Downflow Economizer)

DCG1803504BAXAAB
DCG240400[3,4]BAXA[AA,AB,AC]

Daikin Commercial Package Gas, R-410A,208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Non Powered Convenience outlet)

DCG1803503BAXCAA

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Low Ambient Kit)

DCG1803503BAXDAA

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Return Air Smoke Detector)

DCG2400400[3,4,7]BBXXAA

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (DDC Control)

DCG1803503BHXXAA
DCG[240,300]4004BHX]AB, AC]

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Disconnect Switch)

DCG1803504BHXAAB

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Disconnect Switch, Non
Powered Convenience Outlet)

These units have R410A refrigerant
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Daikin Commercial Package Gas Units

Model # Description
DCG180350[3,4]BIJXBAB Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
DCG2404004BJXBAC Economizer, Disconnect Switch, Powered Convenience Outlet)
DCG2404004BIXEAC Daikin Cpmmer0|al Package_Gas, R-410A, 460V 3 Phgse. Belt Drive. Factorylmstallled options (Low Leak Downflow
Economizer, Disconnect Switch, Non-Powered Conwvenience Outlet, Low Ambient Kit)
Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Disconnect
DCG1803503BHXFAA ) . ) ;
Switch (non fused), Non-Powered Conwvenience Outlet, Low Ambient Kit.)
DCG180350[3,4]BIXGAA Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
DCG2404004BJIXG[AB,AC] Economizer, Disconnect Switch, Non-Powered Convenience Outlet, Return Air Smoke Detector)
DCG1803504BJXOAB Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Downflow Economizer,
DCG2404004BJIXOAB Disconnect Switch, Powered Convenience Outlet, Return/Supply Air Smoke Detector)

DCG2404004BJIXR[AB,AC]

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Downflow Economizer,
Disconnect Switch, Powered Conwvenience Outlet, Low Ambient Kit, Supply Air Smoke Detector)

DCG180350[3,4]BIXNAA Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
DCG2404003BJIXN[AA,AB] Economizer, Disconnect Switch, Powered Convenience Outlet, Return Air Smoke Detector)
DCG1803504BXXDAB Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Return Air Smoke
Detector)
DCG1803503VV XDAA Daikin Commerma! Package Ga_s, R-410A, 208-230V 3 Phase. 2-Speed Belt Drive. Factory installed options (Low Leak
Downflow Economizer, Return Air Smoke Detector)
DCG1803504BVXXAC Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Low Leak Downflow
DCG2404004BVXXAC Economizer)
DCG1803503BXXB[AA,AB] Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Powered
DCG2404004BXXBAC Conwvenience Outlet)
DCG2404003BXXDAB Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Return Air Smoke
Detector)
DCG1803503BXXEAA Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Supply Air Smoke
Detector)
DCG1803503BXXHAA Daikin (?ommermal Package Qas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Non-Powered
Convenience Outlet, Supply Air Smoke Detector)
DCG2404004BXXDAC Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options Return Air Smoke
Detector)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Powered Conwvenience
DCG2404004BXXQAB Outlet, Low Ambient Kit, Return Air Smoke Detector)
DCGI004004VXXY AA Dglkln Commercial Package Gas, R-410A, 460V 3 Phase. 2-Speed Belt Drive. Factory installed options (Low Ambient
Kit, Return & Supply Smoke Detector)
Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Ultra Low Leak
DCG2404003BJXUAB Downflow Economizer, Disconnect Switch (Non Fused), Non Powered Conwvenience Outlet, Low Ambient Kit, Return Air
Smoke Detector)
DCG2404003BXSDAB Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Stainless Steel

Heat Exchanger, Return Air Smoke Detector)

DCG180350[3,4,7]BXSXAA
DCG2404003BXSXAA,AB]

Daikin Commercial Package Gas, R-410A, 208-230V,460V & 575V 3 Phase. Belt Drive. Factory installed options
(Stainless Steel Heat Exchanger)

DCG1803504VVXXAB

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. 2-Speed Belt Drive. Factory installed options (Low Leak
Downflow Economizer)

DCG180350[3,7]BAX]AA,AB]
DCG240400[3,4, 7]BAX{AA AB,AC]

Daikin Commercial Package Gas, R-410A, 208-230V, 460V & 575V 3 Phase. Belt Drive. Factory installed options
(Downflow Economizer)

DCG1803504BAXAAB
DCG240400[3,4]BAXA[AA,AB,AC]

Daikin Commercial Package Gas, R-410A,208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Non Powered Convenience outlet)

DCG1803503BAXCAA

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Low Ambient Kit)

DCG1803503BAXDAA

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Return Air Smoke Detector)

DCG2400400[3,4,7]BBXXAA

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (DDC Control)

DCG1803503BHXXAA
DCG[240,300]4004BHX{AB,AC]

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Disconnect Switch)

DCG1803504BHXAAB

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Disconnect Switch, Non:
Powered Convenience Outlet)

DCG2404007VHXA[AB,BA]

Daikin Commercial Package Gas, R-410A, 575V 3 Phase. 2-Speed Belt Drive. Factory installed options (Disconnect
Switch, Non-powered Convenience Outlet)

These units have R410A refrigerant
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Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Disconnect Switch,

DCG2404003BHXB[AA,AB
[AAAB] Powered Convenience Outlet)
DCG1803504VHXEAR Dal!(ln Commerc!al Package Gas, R-410A, 460V 3 Phase. 2-Speed Belt Drive. Factory installed options (Disconnect
Switch,Supply Air Smoke Detector)
DCG1803504BHXNAB Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Disconnect Switch,
DCG2404004BHXNAB Powered Convenience Outlet, Return Air Smoke Detector)
DCG2404003BIXAAB Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory installed options (Downflow

Economizer, Disconnect Switch, Non-Powered Conwvenience Outlet)

DCG180350[3,4]BIXBAB
DCG2404004BJIXBAC

Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Disconnect Switch, Powered Convenience Outlet)

DCG2404004BIXFAC

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Low Leak Downflow
Economizer, Disconnect Switch, Non-Powered Convenience Outlet, Low Ambient Kit)

DCG180350[3,4]BIXGAA
DCG2404004BJIXG[AB,AC]

Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Disconnect Switch, Non-Powered Convenience Outlet, Return Air Smoke Detector)

DCG1803504BJXOAB
DCG2404004BJXOAB

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Downflow Economizer,
Disconnect Switch, Powered Convenience Outlet, Return/Supply Air Smoke Detector)

DCG2404004BJIXR[AB,AC]

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Downflow Economizer,
Disconnect Switch, Powered Convenience Outlet, Low Ambient Kit, Supply Air Smoke Detector)

DCG180350[3,4]BIXNAA
DCG2404003BIXN[AA,AB]

Daikin Commercial Package Gas, R-410A, 208-230V & 460V 3 Phase. Belt Drive. Factory installed options (Downflow
Economizer, Disconnect Switch, Powered Convenience Outlet, Return Air Smoke Detector)

DCG1803503VVXDAA

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. 2-Speed Belt Drive. Factory installed options (Low Leak
Downflow Economizer, Return Air Smoke Detector)

DCG[240, 300] 4003BJXGAB

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low-Leak
Downflow economizer, Standard Aluminized Heat Exchanger, Non-powered convenience outlet; Return air smoke
detector)

DCG1803504BVXXAC Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory installed options (Low Leak Downflow
DCG2404004BVXXAC Economizer)
DCG2404003BAXXAR Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low Leak

Downflow Economizer)

DCG[240,300]4003BIXGAB

Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low Leak
Downflow Economizer, Disconnect Switch (Non-Fused), Non-Powered Convenience Outlet, Return Air Smoke Detector

Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Disconnect Switch

DCG1803504BHXOAB L R .
(non-fused) Standard Aluminized Heat Exchanger, Powered convenience outlet; Return & Supply air smoke detectors)
DCG2404004BXXZAC Daikin Commercial Package Gas, R—410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Standard Aluminized
Heat Exchanger, return & Supply air smoke detectors)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low-Leak
DCG1803504BJIXDAB Downflow Economizer; Disconnect switch (non-fused), Standard Aluminized Heat Exchanger, Return air smoke
detector)
DCG2404004BHSAAC Daikin Commerglal Package Gas, R-410A, 460V 3 Phase. Belt Dnye. Factory Installed Options (Disconnect Switch
(non-fused), Stainless Steel Heat Exchanger, Non-powered convenience outlet)
Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak
DCG1803503BWXDAA Downflow Economizer: Disconnect Switch (non-fused), Standard Aluminized Heat Exchanger, Return air smoke
detector)
DCG3004004BIIXAR Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low-Leak
Downflow Economizer; Disconnect switch (non-fused), Stainless Steel Gas Heat Exchanger; Phase Monitor)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak Downflow
DCG2404004BWXHAC Economizer; Disconnect Switch (non-fused), Standard Aluminized Heat Exchanger, Non-powered conwvenience outlet;
Supply air smoke detector)
DCG2404004BVSXAC Daikin C‘ommerqal Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak Downflow
Economizer, Stainless Steel Heat Exchanger)
DCG3004004BHDXAR Daikin Commgrmal Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Disconnect switch
(non-fused), Hinge Panels (3-12 1/2)
Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Low-leak
DCG1803503BWDGAA Downflow Economizer; Disconnect Switch (non-fused), Hinge Panels (3-12 1/2 Tons), Non-powered convenience outlet;
Return air smoke detector)
DCG1803503HXXAA Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Blower Belt

Assembly)
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DCG**XXX**XXX

Daikin Commercial Package Gas Units

Model # Description
DCG1803503HHKBAA Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Disconnect Switch
DCG2404003HHKBAB (non-fused) , Hinge Panels (3-12 1/2 Tons), Powered convenience outlet)
DCG3004004BVDBAB Daikin C.ommemal Package Gas, R-410A, 460V 3 Phase. Bglt Drive. Factory Installed Options Low-Leak Downflow
Economizer, Hinge Panels (3-12 1/2 Tons), Powered convenience outlet)
Daikin Commercial Package Gas, R-410A, 208-230V 3 Phase. Belt Drive. Factory Installed Options (Disconnect Switch
DCG1803503BHDDAA (non-fused) , Hinge Panels (3-12 1/2 Tons), Return air smoke detector)
DCG1803504BEXXAB Daikin Commerma_l Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low-Leak
Downflow Economizer)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Disconnect Switch (non-
DCG2404004BHDGAC fused), Hinge Panels (3-12 1/2), Non-powered convenience outlet; Return air smoke detector)
DCG1803504BXXCAB Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low Ambient Kit)
DCG2404004BHDIAC Daikin Cqmmermal Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Install_ed Options (Disconnect Switch (non-
fused), Hinge Panels (3-12 1/2),Non-powered convenience outlet; Return & Supply air smoke detectors)
DCG1803503BHXIAA Daikin Commercial Package_ Gas, R-410A, 460V 3 Phase. I_3e|t Drive. Factory Installed Options (Disconnect Switch (non-
fused),Non-powered convenience outlet; Return & Supply air smoke detectors)
DCG1803503BHXGAA Daikin Commercial Packagg Gas, R-410A, 460V 3 Phase. Eelt Drive. Factory Installed Options (Disconnect Switch (non-
fused),Non-powered convenience outlet; Return & Supply air smoke detectors)
DCG1803503BHSGAA Daikin Commer0|al Package Gas, R-410A, 460V 3 Phase. Bglt Drive. Factory Installed Optlpns (Disconnect Switch (non-
fused),Stainless Steel Heat Exchanger, Non-powered convenience outlet; Return & Supply air smoke detectors)
DCG2404004VEDDBA Daikin Commercial Pacl_(age Gas, R-410A, 460V 3 Ph_ase. Two Speed Belt Drive. Fac.tory Installed Options (Ultra Low-
Leak Downflow Economizer; DDC-BACnet protocol, Hinge Panels (3-12 1/2), Return air smoke detector)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low Leak
DCG2404004BRXDAC Downflow Economizer; Disconnect switch (nonfused); DDC- BACnet protocol, Return air smoke detector)
Daikin Commercial Package Gas, R-410A, 230V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low Leak
DCG2404003VRXXBA Downflow Economizer; Disconnect switch (nonfused); DDC- BACnet protocol)
DCG2404004BFXXAC Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Ultra Low-Leak
DCG3004004BFXXAB Downflow Economizer; DDC-BACnet protocol)
DCG1803504BVXZAB
DCG1803503VHX Dal'kln Commercial Package Gas, R-410A{ 230V 3 Phase. Two Speed Belt Drive. Factory Installed Options (Disconnect
Switch( Non-fused), Non-powered Convenience outlet)
DCG1803504BBXXAB Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options ( DDC-BACnet protocol)
Daikin Commercial Package Gas, R-410A, 230V 3 Phase. Two Speed Belt Drive. Factory Installed Options (Disconnect
DCG1803503VHDDAA Switch( Non-fused),Hinge Panels (3-12 1/2 Tons), Return air smoke detector)
Daikin Commercial Package Gas, R-410A, 230V 3 Phase. Two Speed Belt Drive. Factory Installed Options (HGRH DDC
DCG1803503VIDDAA Controls, Hinge Panels (3 12 1/2 Tons), Return air smoke detector)
DCG2404003BXXXAC Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Standard Aluminized
Heat Exchanger)
DCG2404004BXXXAD Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options ( Standard Aluminized
Heat Exchanger)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Two Speed Belt Drive. Factory Installed Options (Ultra-Low-
DCG2404004VFMCBA Leak Downflow Economizer; DDC-BACnhet protocol, Hinge Panels (3-12 1/2 Tons), Low Ambient kit)
DCG3004003WHD Da'lkln Commergal Package Gas, ‘R—410A, 230V 3 Phase. High Static-Two Speeq Belt Drive. Factory 'Installed Options
(Disconnect Switch( Non-fused),Hinge Panels (3-12 1/2 Tons), Powered Convenience Outlet; Return air smoke detector)
DCG1803503VHDNAA Dal'kln Commercial Pz?lckage Gas, R-410A, 230V 3 Phase. Two Spegd Belt Drive. Factory Installed Options (Disconnect
Switch( Non-fused),Hinge Panels (3-12 1/2 Tons), Powered Convenience Outlet; Return air smoke detector)
Daikin Commercial Package Gas,R-410A,460V 3 Phase Two Speed Belt Drive. Factory Installed Options (Disconnect
DCGLE03504VHSNAB Switch (Non-Fused), Stainless Steel Heal Exchanger, Powered Convenience outlet)
Daikin Commercial Package Gas,R-410A,460V 3 Phase High Static Two Speed Belt Drive. Factory Installed Options
DCG2404004WHSNBA (Disconnect Switch (Non-Fused), Stainless Steel Heal Exchanger, Powered Convenience outlet)
DCG1803503VVXXAA Daikin Commercial Package Gas, R-410A, 230V 3 PhaseTwo Speed Belt Drive. Factory Installed Options (Low Leak
Down Flow Economizer)
DCG2404004VHBXEBA Dal'kln Commercial Package Ggs, R-410A, 460V 3 PhaseTwo Speed Belt Drive. Factory Installed Options (Disconnect
Switch (non-fused), Phase Monitor)
DCGL803503VWXBAA Daikin Commercial F’ackage Gas, R-419A, 230V 3 PhaseTwo Speed Belt I_Drlve. Factory Installed Options (Low Leak
Down Flow Economizer, Disconnect Switch (non-fused), Powered Convenience Outlet)
DCG2404003VWXBBA Daikin Commercial Package Gas, R-410A, 230V 3 PhaseTwo Speed Belt Drive. Factory Installed Options (Low Leak

Down Flow Economizer, Disconnect Switch (non-fused), Powered Convenience Outlet)

These units have R410A refrigerant
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Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak Downflow

DCG1803504VVKFAB Economizer, Stainless Steel Heat Exchanger; Hinged Panels, Powered Convenience Outlet)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak Downflow

DCG1803504VVXDAB Economizer, Hinge Panels, Stadard Aluminized Heat Exchanger, Return Air Smoke Detector)
Daikin Commercial Package Gas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Low-Leak Downflow

DCG2404004VVXDBA Economizer, Hinge Panels, Stadard Aluminized Heat Exchanger, Return Air Smoke Detector)

DCG1803503WVDXAA Daikin Commerma'l Packgge Gas, R-410A, 230V 3 Phase. High Static Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer, Hinged Panels)

DCG1803504WVDXAB Daikin Commerma_l Packgge Gas, R-410A, 460V 3 Phase. High Static Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer, Hinged Panels)

DCG1803504WVXBBA Daikin Commerma_l Package Gas, R—419A, 460V 3 Phase.High Static Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer, Powered convenience outlet)

DCG2404004WVXBBA Daikin Commerma'l Packgge Gas, R-410A, 460V 3 Phase. High Static Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer, Hinged Panels)

DCG2404004WVXBBA Daikin Commerma'l Package Gas, R-4IQA, 460V 3 Phase.High Static Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer, Powered convenience outlet)

DCG3004004WVXBAA Daikin Commerma_l Package Gas, R-4IQA, 460V 3 Phase.High Static Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer, Powered convenience outlet)

DCG2404004VHXABA Daikin Commercial Package Qas, R-410A, 460V 3 Phase. Belt Drive. Factory Installed Options (Disconnect Switch (non-
fused), Non-powered Convenience Outlet)

DCG3004004W XXXAA Daikin Commercial Package Gas, R-410A, 460V 3 Phase. High Static Two-Speed Belt Drive.

DCG2404004W XXXBA Daikin Commercial Package Gas, R-410A, 460V 3 Phase. High Static Two-Speed Belt Drive.

DCG3004004W HXXAA Da_lkln Commer(_:lal Package Gas, R-410A, 460V 3 Phase. High Static Two-Speed Belt Drive. Factory Installed Options
(Disconnect Switch (non-fused))

DCG2404007VVXXBA Daikin Commerma_l Package Gas, R-410A, 575V 3 Phase. Two-Speed Belt Drive. Factory Installed Options (Low-Leak
Downflow Economizer)

DCGLB03507W XXXAB Da'ukln Commercial Package Gas, R-410A, 575V 3 Phase.High Static Two-Speed Belt Drive. Factory Installed Options
(Hinged Panels)

DCG2404003WXDXBA Da_lkln Commergal Package Gas, R-410A, 280V 3 Phgse. High Static Two-Speed Belt Drive. Factory Installed Options
(Disconnect Switch (non-fused), Non-powered Convenience Outlet)

DCG1803503WXDXAA Da_lkln Commergal Package Gas, R-410A, 280V 3 Phgse. High Static Two-Speed Belt Drive. Factory Installed Options
(Disconnect Switch (non-fused), Non-powered Convenience Outlet)

DCG1803504VHXBAB Dal'kln Commercial Package Gas, R-{llOA, 460V 3 Phase. Two-Speed Belt Drive. Factory Installed Options (Disconnect
Switch )non-fused); Powered Convenience Outlet)

DCG2404003WXMCBA Daikin Commercial Package Gas, R-410A, 280V 3 Phase. High Static Two-Speed Belt Drive. Factory Installed Options

(Hinged Panel; Phase Monitor, Low Ambient Kit)
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UNIT LOCATION

& VARNING

To PREVENT POSSIBLE EQUIPMENT DAMAGE, PROPERTY DAMAGE,
PERSONAL INJURY OR DEATH, THE FOLLOWING BULLET POINTS MUST BE

OBSERVED WHEN INSTALLING THE UNIT.

ALL INSTALLATIONS:

ImporTANT NoTE: Unitshould be energized 24 hours prior
to compressor start up to ensure crankcase heater
has sufficiently warmed the compressors. Compres-
sor damage may occur if this step is not followed.

NOTE: This appliance is a dedicated downflow design.
Properinstallation of the unit ensures trouble-free operation.
Improper installation can result in problems ranging from
noisy operation to property or equipment damages, danger-
ous conditionsthat could resultin injury or personal property
damage and that are not covered by the warranty. Give this
booklet to the user and explain it's provisions. The user
should retain these instructions for future reference.

* For proper flame pattern within the heat exchanger and
proper condensate drainage, the unit must be mounted
level.

¢ The flue outlet must be at least 12 inches from any
opening through which flue gases could enter a building,
and at least three feet above any forced air inlet located
within ten feet. The economizer/manual fresh air intake/
motorized fresh air intake and combustion air inlet
mounted on the unit are not affected by this restriction.

¢ Donotlocate the unitinan areawhere the outdoor air (i.e.
combustion air for the unit) will be frequently contami-
nated by compounds containing chlorine or fluorine.
Common sources of such compounds include swimming
pool chemicals and chlorine bleaches, paint stripper,
adhesives, paints, varnishes, sealers, waxes (which are
notyetdried) and solvents used during constructionand
remodeling. Various commercial and industrial processes
may also be sources of chlorine/fluorine compounds.

* To avoid possible illness or death of the building occu-
pants, do NOT locate outside air intake device (econo-
mizer, manual fresh air intake, motorized fresh air intake)
too close to an exhaust outlet, gas vent termination, or
plumbing vent outlet. For specific distances required,
consult local codes.

¢ Allow minimum clearances from the enclosure for fire
protection, proper operation, and service access (see
unit clearances). These clearances must be perma-
nently maintained.

* The combustion air inlet and flue outlet on the unit must
never be obstructed. If used, do not allow the econo-
mizer/manualfresh airdamper/ motorized fresh airdamper
to become blocked by snow or debris. In some climates
or locations, it may be necessary to elevate the unit to
avoidthese problems.

¢ Whenthe unitis heating, the temperature of the return air
entering the unit must be between 50° F and 100° F.

GROUND LEVEL INSTALLATIONS ONLY:

¢ When the unitis installed on the ground adjacent to the
building, a level concrete (or equal) base is recom-
mended. Prepare a base that is 3" larger than the
package unit footprint and a minimum of 3” thick.

* The base should also be located where no runoff of water
from higher ground can collect in the unit.

RooF Top INSTALLATIONS ONLY:

¢ Toavoid possible property damage or personalinjury, the
roof must have sufficient structural strength to carry the
weight of the unit(s) and snow or water loads as required
by local codes. Consult a structural engineer to deter-
mine the weight capabilities of the roof.

¢ The unit may be installed directly on wood floors or on
Class A, Class B, or Class C roof covering material.

¢ Toavoid possible personalinjury, a safe, flat surface for
service personnel should be provided.

¢ Asindicated onthe unitdata plate, aminimum clearance
of 36” to any combustible material is required on the
furnace access side of the unit. All combustible mate-
rials must be kept out of this area.

* This 36" clearance must also be maintained to insure
proper combustion air and flue gas flow. The combustion
airintake and furnace flue discharge must not be blocked
for any reason, including blockage by snow.

¢ Adequate clearances fromthe furnace flue discharge to
any adjacent public walkways, adjacent buildings, build-
ing openings or openable windows must be maintainedin
accordance with the latest edition of the National Fuel
Gas Code (ANSI1Z2223.1)

* Minimum horizontal clearance of 48" from the furnace flue
discharge to any electric meters, gas meters, regulators
and relief equipmentis required.

UNIT PRECAUTIONS
. Do not stand or walk on the unit.

* Do not drill holes anywhere in panels or in the base
frame of the unit(except where indicated). Unitaccess
panels provide structural support.

» Donotremove any access panels until unit has been
installed on roof curb or field supplied structure.

Do not roll unit across finished roof without prior
approval of owner or architect.

»  Donotskid orslide on any surface as this may damage
unit base. The unit must be stored on a flat, level
surface. Protect the condenser coil because it is
easilydamaged.

13



PRODUCT DESIGN

Roor CURB INSTALLATIONS ONLY:

Curb installations must comply with local codes and should
be doneinaccordance with the established guidelines of the
National Roofing Contractors Association.

Proper unit installation requires that the roof curb be firmly
and permanently attached to the roof structure. Check for
adequate fastening method prior to setting the unit on the
curb.

Full perimeter roof curbs are available from the factory and are
shipped unassembled. Field assembly, squaring, leveling
and mounting on the roof structure are the responsibility of the
installing contractor. Allrequired hardware necessary forthe
assembly of the sheet metal curb is included in the curb
accessory.

& VARNING

To PREVENT POSSIBLE EQUIPMENT DAMAGE, PROPERTY DAMAGE,
PERSONAL INJURY OR DEATH, THE FOLLOWING BULLET POINTS MUST BE

OBSERVED WHEN INSTALLING THE UNIT.

¢ Sufficientstructural support mustbe determined prior to
locating and mounting the curb and package unit.
¢ Ductwork must be constructed using industry guide-
lines. The duct work must be placed into the roof curb
before mounting the package unit. Our full perimeter
curbs include duct connection frames to be assembled
with the curb. Cantilevered type curbs are not available
from the factory.
¢ Curbinsulation, cantstrips, flashing and general roofing
material are furnished by the contractor.
The curbs must be supported on parallel sides by roof
members. The roof members must not penetrate supply and
return ductopening areas as damage to the unitmightoccur.

NOTE: The unitand curb accessories are designed to
allow vertical duct installation before unit placement. Duct
installation after unit placement is not recommended.

&\ cruTon

ALL CURBS LOOK SIMILAR. TO AVOID INCORRECT CURB POSITIONING,
CHECK JOB PLANS CAREFULLY AND VERIFY MARKINGS ON CURB
ASSEMBLY. INSTRUCTIONS MAY VARY IN CURB STYLES AND SUPERCEDE
INFORMATION SHOWN.

See the manual shipped with the roof curb for assembly and
installation instructions.

14

CLEARANCES

36" MINIMUM
ROOF OVERHANG

*In situations that have multiple units, a 48" minimum
clearance is required between the condenser coils.

UNIT CLEARANCES

Adequate clearance around the unitshould be keptfor safety,
service, maintenance, and proper unitoperation. A clearance
of 75” on the service side of the unit is required to facilitate
possible blower assembly, shaft, wheel replacement, coill,
heatexchanger, electric heatand gas furnace removal. This
unit must not be installed beneath any obstruction. This unit
should be installed remote from all building exhausts to inhibit
ingestion of exhaust air into the unit’s fresh air intake.

ProTrUSION

Inspect curb to ensure that none of the utility services
(electric) routed through the curb protrude above the curb.

&\ cruTon

IF PROTRUSIONS EXIST, DO NOT ATTEMPT TO SET UNIT ON CURB.
INFORMATION SHOWN.

ELECTRICAL WIRING

&\ WARNING
HIGH VOLTAGE !

DISCONNECT ALL POWER BEFORE SERVICING OR
INSTALLING THIS UNIT. MULTIPLE POWER SOURCES MAY
BE PRESENT. FAILURE TO DO SO MAY CAUSE PROPERTY
DAMAGE, PERSONAL INJURY OR DEATH.

ull




PRODUCT DESIGN

&\ WARNING
HIGH VOLTAGE !

To AVOID PERSONAL INJURY OR DEATH DUE TO ELECTRICAL
SHOCK, DO NOT TAMPER WITH FACTORY WIRING. THE
INTERNAL POWER AND CONTROL WIRING OF THESE UNITS
ARE FACTORY-INSTALLED AND HAVE BEEN THOROUGHLY
TESTED PRIOR TO SHIPMENT. CONTACT YOUR LOCAL
REPRESENTATIVE IF ASSISTANCE IS REQUIRED.

¥

&\ cruTion

TO PREVENT DAMAGE TO THE WIRING, PROTECT WIRING FROM SHARP
EDGES. FOLLOW NATIONAL ELECTRICAL CODE AND ALL LOCAL CODES
AND ORDINANCES. DO NOT ROUTE WIRES THROUGH REMOVABLE
ACCESS PANELS.

&\ cruTon

CONDUIT AND FITTINGS MUST BE WEATHER-TIGHT TO PREVENT WATER
ENTRY INTO THE BUILDING.

For unit protection, use a fuse or HACR circuit breaker that
is in excess of the circuit ampacity, but less than or equal to
the maximum overcurrent protection device. DO NOT EX-
CEED THE MAXIMUM OVERCURRENT DEVICE SIZE
SHOWN ON UNIT DATAPLATE.

Allline voltage connections must be made through weather-
proof fittings. All exterior power supply and ground wiring
must be in approved weatherproof conduit.

The main power supply wiring to the unit and low voltage
wiring to accessory controls must be done in accordance
with these instructions, the latest edition of the National
Electrical Code (ANSI/NFPA 70), and all local codes and
ordinances. All field wiring shall conform with the tempera-
ture limitations for Type T wire (63°F/35°C rise).

The main power supply shall be three-phase, three wire. The
unit is factory wired for the voltage shown on the unit’s data
plate.

NOTE: If supply voltage is 208V, all leads on primary of
transformer TRANS1 must be moved from the 230V to the
208V tap.

Main power wiring should be sized for the minimum wire
ampacity shown on the unit's database. Size wires in
accordance with the ampacity tables in Article 310 of the
National Electrical Code. Iflongwires are required, itmay be
necessary to increase the wire size to prevent excessive
voltage drop. Wires should be sized for a maximum of 3%

voltage drop.
&\ cruton

To AvOID PROPERTY DAMAGE OR PERSONAL INJURY DUE TO FIRE, USE

ONLY COPPER CONDUCTORS.

&\ cruTion

To PREVENT IMPROPER AND DANGEROUS OPERATION DUE TO WIRING
ERRORS, LABEL ALL WIRES PRIOR TO DISCONNECTION WHEN SERVICING
CONTROLS. VERIFY PROPER OPERATION AFTER SERVICING.

NOTE: A weather-tight disconnect switch, properly sized
for the unit total load, must be field or factory installed. An
external field supplied disconnect may be mounted on the
exterior panel.

Ensure the data plate is not covered by the field-supplied
disconnect switch.
» Some disconnect switches are not fused. Protect the
power leads atthe point of distribution in accordance with
the unit data plate.

» The unit must be electrically grounded in accordance
with local codes or, in the absence of local codes, with
the latest edition of the National Electrical Code (ANSI-
NFPA70). Agroundlugis provided for this purpose. Size
grounding conductor in accordance with Table 250-95 of
the National Electrical Code. Do not use the ground lug
for connecting a neutral conductor.

» Connect power wiring to the electrical middle contactor
within the main control box of power block, if equipped.

Line voltage connects
to middle contactor —j
on 460v and 575v
Gas Packs

(or power block

if equipped)

Ground
Lug

Power Block
(Coolers &

230V Gas Packs
Only)

Line voltage connects
to power block on
Coolers and the 230v

Gas Packs Low Voltage

1 Terminal Strip

Field wiring enters _ _ _

from this direction Thermostat wiring

for all units
A connect to low
L voltage strip

15



PRODUCT DESIGN

POWERANDLOWVOLTAGEBLOCKLOCATIONS

Field connection

Route field for
control wiring control wiring
through T at
grommet terminal block
Field
connection
for
line voltage
Field wiring _LOlV )
enters from | >
this direction _ HIGH { K\U

Ground Lug

25TONPOWERANDLOWVOLTAGEBLOCKLOCATIONS

&\ WARNING

FAILURE OF UNIT DUE TO OPERATION ON IMPROPER LINE VOLTAGE OR
WITH EXCESSIVE PHASE UNBALANCE CONSTITUTES PRODUCT ABUSE MAY
CAUSE SEVERE DAMAGE TO THE UNIT ELECTRICAL COMPONENTS.

AREAS WiTHOUT CoNVENIENCE OUTLET

Itis recommended that an independent 115V power source
be broughtto the vicinity of the roof top unit for portable lights
and tools used by the service mechanic.

NOTE: Refertolocal codes for requirements. These outlets
can also be factory installed.

UNITS INSTALLED ON RooF Tops

Main power and low voltage wiring may enter the unitthrough
the side or through the roof curb. Install conduit connectors
atthe desired entrance locations. External connectors must
be weatherproof. All holes in the unit base must be sealed
(including those around conduit nuts) to prevent water leak-
age into building. All required conduit and fittings are to be
field supplied.

Supply voltage to roof top unit must not vary by more than
10% of the value indicated on the unit data plate. Phase
voltage unbalance must not exceed 2%. Contact your local
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power company for correction of improper voltage or phase
unbalance.

Low
VOLTAGE

HIGH VOLTAGE ~ TVTRANCE

| ENTRANCE\@ 7 J\?
i -
Wﬁ : 1 . . . ) A ‘ . ‘ a1
—l 3-2/5"

—  12-1/8"

ELECTRICALENTRANCELOCATIONS

Unitis equipped with a Low Voltage Terminal Block and has
Single Point wiring to the contactor.

Low VoLTAaGeE CoNTROL WIRING

1. A 24V thermostat must be installed for unit operation. It
may be purchased with the unit or field -supplied. Ther-
mostats may be programmable or electromechanical as
required.

2. Locate thermostat or remote sensor in the conditioned
space where it will sense average temperature. Do not
locate the device where it may be directly exposed to
supply air, sunlight or other sources of heat. Follow
installation instructions packaged with the thermostat.

3. Use #18 AWG wire for 24V control wiring runs not
exceeding 75 feet. Use #16 AWG wire for 24V control
wiring runs not exceeding 125 feet. Use #14 AWG wire
for 24V control wiring runs not exceeding 200 feet. Low
voltage wiring may be National Electrical Code (NEC)
Class 2 where permitted by local codes.

4. Route thermostat wires from sub-base terminals to the
unit. Control wiring should enter through the duct panel
(dimple marks entrance location). Connect thermostat
and any accessory wiring to low voltage terminal block
TB1 in the main control box.

NOTE: Field-supplied conduit may need to be installed
depending on unit/curb configuration. Use #18 AWG solid
conductor wire whenever connecting thermostat wires to
terminals on sub-base. DO NOT use larger than #18 AWG
wire. A transition to #18 AWG wire may be required before
entering thermostat sub-base.

NOTE: Referto unitwiring diagrams for thermostat hookups.



SYSTEM OPERATION

DCG** XXX XXX

I -0~ vour saFeTY REaD BEFORE OPERATING

PN e B

If you do not follow these instructions exactly,
a fire or explosion may result causing property
damage, personal injury or loss of life.

A. This appliance does not have a pilot. It
is equipped with an ignition device which
automatically lights the burners. Do not
try to light the burners by hand.

B. BEFORE OPERATING smell around
the appliance area for gas. Be sure to
smell next to the floor because some gas
is heavier than air and will settle on the
floor.
WHAT TO DO IF YOU SMELL GAS
- Do not try to light any appliance.
- Do not touch any electric switch;
do not use any telephone in your
building.
- Immediately call your supplier
from a neighbor's phone. Follow
the gas suppliers instructions.

1. STOP! Read the safety information
above on this label.

2. Set the thermostat to lowest setting.

3. Turn off all electric power to the
appliance.

4. This appliance is equipped with an
automatic ignition system which
automatically lights the burners. Do not
try to light the burners by hand.

5. Remove control access panel.
6. Move the gas control switch or knob

to "OFF".

GAS CONTROL
SWITCH SHOWN
IN "ON" POSITION

GAS CONTROL
KNOB

1. Set the thermostat to its lowest setting.

2. Turn off all electric power to the
appliance if service is to be performed.

3. Remove control access panel.

-If you cannot reach your gas supplier,
call the fire department.

C. Use only your hand to move the gas
control switch or knob. Never use
tools. If the gas control switch or knob
will not operate, don't try to repair it,
call a qualified service technician.
Force or attempted repair may result in
a fire or explosion.

D. Do not use this appliance if any part

has been under water. Immediately call
a qualified service technician to inspect
the appliance and to replace any part of
the control system and any gas control

which has been under water.

I or=rATinG INsTRuCTONS [

7. Wait five (5) minutes to clear out any
gas. If you then smell gas, STOP!
Follow "B" in the safety information
above on this label. If you don't smell
gas, go to the next step.

8. Move the gas control switch or knob
to "ON".
9. Replace control access panel.

10. Turn on all electric power to the
appliance.

11. Set the thermostat to the desired
setting.

12. If the appliance will not operate,
follow the instructions "To Turn Off Gas
To Appliance" and call your service
technician or gas supplier.

GAS
CONTROL -
SWITCH - “L'%
SHOWN /‘ ,

IN "ON" | @A‘m
POSITION N D

4. Move the gas control switch or knob
to "OFF". Do not force.

5. Replace control access panel.

WARNING: Improper
installation, adjustment,
alteration, service or
maintenance can
cause injury or
property damage.
Refer to the user's
information manual
provided with this
furnace. For assistance
or additional information
consult a qualified
installer, service agency
or the gas supplier.

This furnace must be
installed in accordance
with the manufacturers
instructions and local
codes. In the absence
of local codes, follow
the National Fuel Gas

Code, ANSI 2223.1.

For outdoor
installation only.

WARNING: If not
installed, operated
and maintained in
accordance with the
manufacturer's
instructions, this
product could expose
you to substances
in fuel combustion
which can cause
death or serious
illness and which
are known to the
State of California to
cause cancer, birth
defects or other
reproductive harm.
This product contains
fiberglass insulation.
Fiberglass insulation
contains a chemical
known by the State of
California to cause
cancer.

or any other appliance.

FOR YOUR SAFETY Do not store or use gasoline or
other flammable vapors and liquids in the vicinity of this

B14933-239
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SYSTEM OPERATION DCC/DCG***XXX**XXX

Typical Package Cooling or Package Gas

j
v
%)

T

i

Indoor Outdoor
Coil Coil
===
BEE Thermostatic 11
Expansion
Valve
& —
\. | < —\_! J
Restrictor
- ,2 Orifice
g™
- LT |_-I

Either a thermostatic expansion valve or restrictor orifice assembly may be used depending on model, refer to the parts
catalog for the model being serviced.

Restrictor Orifice Assembly in Cooling Operation

B B

7

Inthe cooling mode the orifice is pushed into its seat forcing refrigerant to flow through the metered hole in the center of the
orifice.
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SYSTEM OPERATION

Direct Spark Ignition (DSI) Systems

DCG units are equipped with a direct spark ignition system.
Ignition is provided by 22,000 volt electronic spark. A flame
sensorthen monitors for the presence of flame and closes the
gas valve if flame is lost.

The system may be controlled by most good heating and
cooling thermostats with an adjustable heat anticipator.

NOTE: Some night setback thermostats that do not have a
common terminal use a power robbing circuit in the off cycle
to maintain the batteries. This type of thermostat may
interfere with the operation of the ignition control module and
should not be used.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing

or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

v

ANSI Z21.20 AU”OMATIG IGN TION SVSTZV
24VAC; SADH7 ACGre A VAX

O BREAK FOR TWO STAGE
COMPRESSOR
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)
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SYSTEM OPERATION

GAS SUPPLY PIPING

& VARNING

TO PREVENT PERSONAL INJURY OR DEATH DUE TO IMPROPER
INSTALLATION, ADJUSTMENT, ALTERATION, SERVICE OR MAINTENANCE,
REFER TO THIS MANUAL. FOR ADDITIONAL ASSISTANCE OR
INFORMATION, CONSULT A QUALIFIED INSTALLER, SERVICE AGENCY OR
THE GAS SUPPLIER.

IMPORTANT NOTE: This unit is factory set to operate on
natural gas at the altitudes shown on the rating plate.

&\ VARNING

TO PREVENT PROPERTY DAMAGE, PERSONAL INJURY OR DEATH WHEN
EITHER USING PROPANE GAS ALONE OR AT HIGHER ALTITUDES, OBTAIN
AND INSTALL THE PROPER CONVERSION KIT(S). FAILURE TO DO SO CAN
RESULT IN UNSATISFACTORY OPERATION AND/OR EQUIPMENT DAMAGE.
HIGH ALTITUDE KITS ARE FOR U.S. INSTALLATIONS ONLY AND ARE NOT
APPROVED FOR USE IN CANADA.

The rating plate is stamped with the model number, type of
gas and gas input rating. Make sure the unit is equipped to
operate on the type of gas available. Conversion to propane
(LP) gas is permitted with the use of the factory authorized
conversion kit (see the unit Spec Sheet Manual for the
appropriate kit). For High Altitude derates, refer to the latest
edition of the National Fuel Gas Code NFPA54/ANSI 2223.1.

INLET GAS PRESSURE

NATURAL || Min. 50"w.c, Max. 10.0" w.C,
PROPANE || Min.11.0' W.C., Max 14.0"W.C.

Inlet Gas Pressure Must Not Exceed the Maximum Value Shown in
Table Above.

The minimum supply pressure should not vary from that
showninthe table above because this could preventthe unit
from having dependable ignition. In addition, gasinputto the
burners must not exceed the rated input shown on the rating
plate. Overfiring of the unit could result in premature heat
exchanger failure.

PirpiNG

IMPORTANT NOTE: Toavoid possible unsatisfactory opera-
tion or equipment damage due to under firing of equipment,
do not undersize the natural/propane gas piping from the
meter/tank to the unit. When sizing a trunk line, include all
appliances on that line that could be operated simulta-
neously.

The rating plate is stamped with the model number, type of
gas and gas input rating. Make sure the unit is equipped to
operate onthetype of gas available. The gasline installation
must comply with local codes, or in the absence of local
codes, with the latest edition of the National Fuel Gas Code
NFPA54/ANSI Z2223.1.
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Natural Gas Connection

Natural Gas Capacity of Pipe
in Cubic Feet of Gas Per Hour (CFH)
Length of Nominal Black Pipe Size (inches)

Pipe in Feet 1/2 3/4 1 114112
10 132 278 520 1050 1600
20 92 190 350 730 1100
30 73 152 285 590 980
40 63 130 245 500 760
50 56 115 215 440 670
60 50 105 195 400 610
70 46 96 180 370 560
80 43 90 170 350 530
90 40 84 160 320 490
100 38 79 150 305 460

Pressure= .50 PSIG or less and Pressure Drop of 0.3" W.C.
(Based on 0.60 Specific Gravity Gas)

BTUH Fumace Input

CFH=
Heating Value of Gas (BTU/Cubic Foot

Refer to the Proper Piping Practice drawing for the general
layout at the unit. The following rules apply:

1. Use blackiron pipe and fittings for the supply piping. The
use of aflex connector and/or copper piping is permitted
as long as it is in agreement with local codes.

2. Usepipe jointcompound on male threads only. Pipe joint
compound must be resistant to the action of the fuel
used.

3. Use ground joint unions.

4. Install a drip leg to trap dirt and moisture before it can
enter the gas valve. The drip leg must be a minimum of
three inches long.

5. Use two pipe wrenches when making connection to the
gas valve to keep it from turning.

6. Install a manual shut-off valve in a convenient location
(within six feet of unit) between the meter and the unit.

7. Tighten all joints securely.

8. Theunitmustbe connectedto the building piping by one
of the following methods:

* Rigid metallic pipe and fittings

» Semirigid metallic tubing and metallic fittings (Aluminum
alloy tubing must not be used in exterior locations)

» Listed gas appliance connectors used in accordance
with the terms of their listing that are completely in the
same room as the equipment

* Inthe prior two methods above the connector or tubing
must be protected from physical and thermal damage.
Aluminum alloy tubing and connectors mustbe coated to
protect against external corrosion when in contact with
masonry, plaster orinsulation or are subjectto repeated
wettings by liquids (water - not rain water, detergents or
sewage).



SYSTEM OPERATION

GAS INLET LOCATION (3/4” NPT)

o 0o\ 0 0
(] 1 (]
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o '
IR e : 1% - 55
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HOOD LOCATED
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DURING SHIPPING
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O]
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CLEARANCE

FOR REMOVAL OF
ACCESS PANELS \

N T‘ & DRIPLEG
'53
MANUAL |

SHUT OFF | ROUND

G
VALVE —— JOINT

Proper Piping Practice

NOTE: The unit gas supply entrance is factory sealed with
plugs. Keep plugs in place until gas supply is ready to be
installed. Once ready, replace the plugs with the supplied
grommets and install gas supply line.

Gas Piping CHECKs

&\ cruTion

TO PREVENT PROPERTY DAMAGE OR PERSONAL INJURY DUE TO FIRE,
THE FOLLOWING INSTRUCTIONS MUST BE PERFORMED REGARDING GAS
CONNECTIONS AND PRESSURE TESTING:

o THE UNIT AND ITS GAS CONNECTIONS MUST BE LEAK TESTED
BEFORE PLACING IN OPERATION. BECAUSE OF THE DANGER OF
EXPLOSION OR FIRE, NEVER USE A MATCH OR OPEN FLAME TO TEST
FOR LEAKS. NEVER EXCEED SPECIFIED PRESSURES FOR TESTING.
HIGHER PRESSURE MAY DAMAGE GAS VALVE AND CAUSE
OVERFIRING WHICH MAY RESULT IN PREMATURE HEAT EXCHANGE
FAILURE.

e THIS UNIT AND ITS SHUT-OFF VALVE MUST BE DISCONNECTED FROM
THE GAS SUPPLY DURING ANY PRESSURE TESTING OF THAT SYSTEM
AT TEST PRESSURES IN EXCESS OF 1/2 PSIG (3.48 kPA).

o THIS UNIT MUST BE ISOLATED FROM THE GAS SUPPLY SYSTEM BY
CLOSING ITS MANUAL SHUT-OFF VALVE DURING ANY PRESSURE
TESTING OF THE GAS SUPPLY PIPING SYSTEM AT TEST PRESSURES
EQUAL TO OR LESS THAN 1/2 PSIG (3.48 KPA).

&\ WARNING

To AVOID PROPERTY DAMAGE OR PERSONAL INJURY, BE SURE THERE IS
NO OPEN FLAME IN THE VICINITY DURING AIR BLEEDING.

There will be air in the gas supply line after testing for leaks
onanewi nstallation. Therefore, the air must be bled fromthe
line by loosening the ground joint union until pure gas is
expelled. Tighten union and wait for five minutes until all gas
has been dissipated in the air. Be certain there is no open
flame inthe vicinity during air bleeding procedure. The unitis
placed in operation by closing the main electrical disconnect
switch for the unit.

PROPANE GAS INSTALLATIONS

&\ WARNING

To AvVOID PROPERTY DAMAGE, PERSONAL INJURY OR DEATH DUE TO
FIRE OR EXPLOSION CAUSED BY A PROPANE GAS LEAK, INSTALL A GAS
DETECTING WARNING DEVICE. SINCE RUST CAN REDUCE THE LEVEL OF
ODORANT IN PROPANE GAS, A GAS DETECTING WARNING DEVICE IS THE
ONLY RELIABLE WAY TO DETECT A PROPANE GAS LEAK. CONTACT A
LOCAL PROPANE GAS SUPPLIER ABOUT INSTALLING A GAS DETECTING
WARNING DEVICE.

IMPORTANT NOTE: Propane gas conversion kits must be
installed to convert units to propane gas.

All propane gas equipment must conform to the safety
standards of the National Board of Fire Underwriters (See
NBFU Manual 58). Line pressure 11.3 - 14" w.c.
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SYSTEM OPERATION

For satisfactory operation, propane gas manifold pressure
must be within 9.7 - 10.3 inches w.c. for high fire and within
6.7 - 7.3 inches w.c. low fire at the manifold with all gas
appliances in operation. Maintaining proper gas pressure
depends on three main factors:

1. Vaporizationrate, which depends on (a) temperature of
theliquid, and (b) wetted surface area of the container or
containers.

2. Proper pressure regulation.

3. Pressure dropinlines betweenregulators, and between
second stage regulator and the appliance. Pipe size
required will depend on length of pipe run and total load
of all appliances.

TYPICAL PROPANEPIPING

5 to 15 PSIG
(20 PSIG Max.)

First Stage

Continuous
11" W.C.

200 PSIG Second Stage

Regulato

Maximum

— 4\ WARNING

Although the unit itself cannot be installed in an

excavated or confined space, the gas piping may be

routed through such areas and we strongly

recommend that you contact your propane supplier

about installing a gas detecting warning device

that would alert you to a gas leak.

* Propane gas is heavier than air and any leaking gas
can settle in any low areas or confined spaces.

* Propane gas odorant may fade, making the gas
undetectable except with awarning device.

An undetected gas leak will create a danger of

explosion or fire. If you suspect the presence of gas,

follow the instructions on page 9. Failureto do so

could result in serious personal injury or death.

PROPANE TANK SIZING (MINIMUM)

TANK SIZE REQUIRED IF LOWEST OUTDOOR
MAXIMUM GAS |TEMPERATURE (AVG. FOR 24 HOURS) REACHES
NEEDED TO
VAPORIZE* 32°F | 20°F | 10°F 0°F -10°F | -20°F | -30°F
125K BTU/HR 115 115 115 250 250 400 600
(50 CFH) GAL GAL GAL | GAL GAL GAL GAL
250K BTU/HR 250 250 250 400 500 1000 | 1500
(100 CFH) GAL GAL GAL | GAL GAL GAL GAL
375K BTU/HR 300 400 500 500 1000 | 1500 | 2500
(150 CFH) GAL GAL GAL | GAL GAL GAL GAL
500K BTU/HR 400 500 750 1000 | 1500 | 2000 | 3500
(200 CFH) GAL GAL GAL | GAL GAL GAL GAL
750K BTU/HR 750 1000 | 1500 | 2000 | 2500 | 4000 | 5000
(300 CFH) GAL GAL GAL | GAL GAL GAL GAL

* AVERAGE RATE/HOUR WITHDRAWL IN 8 HOUR PERIOD

PROPANE GAS PIPING CHARTS

Sizing Between First and Second Stage Regulator
Maximum Propane Capacities listed are based on 1 PSIG Pressure Drop at 10
PSIG Setting. Capacities in 1,000 BTU/HR

TUBING TUBING SiZ€, 0.0, TYPEL NOMINAL PIPE SIZE
LENGTH,
FEET
3/8" 1/2" 5/8" 3/4" 7/8" 1/2" 3/4"
30 309 700 1,303 2,205 3,394 1,843 3,854
40 265 599 1,115 1,887 2,904 1,577 3,298
50 235 531 988 1,672 2,574 1,398 2,923
60 213 481 896 1,515 2,332 1,267 2,649
70 196 446 824 1,394 2,146 1,165 2,437
80 182 412 767 1,297 1,996 1,084 2,267
90 171 386 719 1,217 1,873 1,017 2,127
100 161 365 679 1,149 1,769 961 2,009
150 130 293 546 923 1,421 772 1,613
200 111 251 467 790 1,216 660 1,381
250 90 222 414 700 1,078 585 1,224
300 89 201 378 634 976 530 1,109
350 82 185 345 584 898 488 1,020
400 76 172 321 543 836 454 949

To convert to Capacities at 15 PSIG Settings -- Multiply by 1.130
To convert to Capacities at 5 PSIG Settings -- Multiply by 0.879

Sizing Between Single or Second Stage Regulator and Appliance*
Maximum Propane Capacities Listed are Based on 1/2" W.C. Pressure Drop at
11" W.C. Setting. Capacities in 1,000 BTU/HR
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TUBING |  TUBING SIZE, 0.0, TYPEL NOMINAL PIPE SIZE.
LENGTH,
FEET S {12 s |2 | 78 | 12 3/4" 1" 1-14" | 1-1/2"
10 49 110 206 348 539 291 608 1,146 2,353 3,525
20 34 76 141 239 368 200 418 788 1,617 2,423
30 27 61 114 192 296 161 336 632 1,299 1,946
40 23 52 97 164 253 137 284 541 1,111 1,665
50 20 46 86 146 224 122 255 480 985 1,476
60 19 42 78 132 203 110 231 436 892 1,337
80 16 36 67 113 174 94 198 372 764 1,144
100 14 32 59 100 154 84 175 330 677 1,014
125 12 28 52 89 137 74 155 292 600 899
150 11 26 48 80 124 67 141 265 544 815
200 10 22 41 69 106 58 120 227 465 697
250 9 19 36 61 94 51 107 201 412 618
300 8 18 33 55 85 46 97 182 374 560
350 7 16 30 51 78 43 89 167 344 515
400 7 15 28 47 73 40 83 156 320 479

*DATA IN ACCORDANCE WITH NFPA PAMPHLET NO. 54



SYSTEM OPERATION

RoorF Tor LOCATION AND INSTALLATION

The gas supply piping location and installation for roof top
units must be in accordance with local codes or, in the
absence of locals codes, with ordinances of the latest edition
of the National Fuel Gas Code (ANSI Z223.1).

A manual gas shut off valve must be field installed external to
the roof top unit. In addition, adrip leg must be installed near
the inlet connection. A ground joint union connection is
required between the external shut off valve and the unit
connection to the gas valve to permit removal of the burner
assembly for servicing.

1. Route gas piping to unit so that it does not interfere with
the removal of access panels. Supportand align piping to
prevent strains or misalignment of the manifold assem-
bly.

2. All units are furnished with standard female NPT pipe
connections. Connection pipe sizeis 3/4"NPT. The size
of the gas supply piping to the unit must be based on
length of run, number of units on the system, gas
characteristics, BTU requirement and available supply
pressure. All piping must be done in accordance with
local codes or, in the absence of local codes, with the
latest edition of the National Fuel Gas Code (ANSI
Z223.1). NOTE: The gas connection size atthe unit
does NOT establish the size of the supply line.

3. These units are designed for either natural or propane
(LP) gas and are specifically constructed at the factory
for only one of these fuels. The fuels are NOT inter-
changeable. However, the furnace can be converted in
the field from natural gas to LP gas with the appropriate
factory kit (see unit Spec Sheet Manual for the appropri-
ate kit). Only a qualified contractor, experienced with
natural and propane gas systems, should attempt con-
version. Kit instructions must be followed closely to
assure safe and reliable unit operation.

4. With all units on acommon line operating under full fire,
natural gas main supply pressure should be adjusted to
approximately 7.0"w.c., measured atthe unitgas valve.
If the gas pressure at the unitis greater than 10.5" w.c.,
the contractor must furnish and install an external type
positive shut off service pressure regulator. The unit will
not function satisfactorily if supply gas pressure is less
than 5.5" w.c. or greater than 10.5" w.c.. = NOTE: A
minimum horizontal distance of 48" between the regula-
tor and the furnace flue discharge is required.

5. With all units on a common line operating under full LP
gas main supply pressure should be at least 11.0" w.c.
and mustbe no greaterthan 14.0"w.c., measured atthe
unitgas valve. Unit will not function satisfactorily if supply
gaspressureislessthan11.0"w.c. or greaterthan 14.0"
w.C..

6. All pipe connections should be sealed with a pipe thread
compound, which is resistant to the fuel used with the
furnace. A soapy water solution should be used to check
all joints for leaks. A 1/8" NPT plugged tap is located on
the entering side of the gas valve for test gauge connec-
tion to measure supply (main) gas pressure. Another 1/
8"tapis provided onthe side of the manifold for checking
manifold pressure.

& VARNING

THIS UNIT AND ITS INDIVIDUAL SHUTOFF VALVE MUST BE
DISCONNECTED FROM THE GAS SUPPLY SYSTEM DURING ANY
PRESSURE TESTING OF THAT SYSTEM AT TEST PRESSURES IN EXCESS OF
1/2 PSIG (13.8” w.c.).

&\ cruTion

THIS UNIT MUST BE ISOLATED FROM THE GAS SUPPLY PIPING SYSTEM
BY CLOSING ITS INDIVIDUAL MANUAL SHUTOFF VALVE DURING ANY
PRESSURE TESTING EQUAL TO OR LESS THAN 1/2 PSIG.

7. There must be no obstruction to prevent the flow of
combustion and ventilating air. A vent stack is not
required and must never be used. The power ventor will
supply an adequate amount of combustion air aslong as
the air passageways are kept free of any obstructions
and the recommended external unit clearances are
maintained.

CIRCULATING AIR AND FILTERS
Ductwork

The supply duct should be provided with an access panel
large enough to inspect the air chamber downstream of the
heatexchanger. A cover should be tightly attached to prevent
air leaks.

Ductwork dimensions are shown in the roof curb installation
manual.

Ifdesired, supply and return duct connections to the unit may
be made with flexible connections to reduce possible unit
operating sound transmission.

VENTING
NOTE: Venting is self-contained.
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SYSTEM OPERATION

CONDENSATE DRAIN CONNECTION

ConNDENSATE DRAIN CONNECTION

A 1" female NPT drain connection is supplied on the side of
the unitand a 1" male NPT on the bottom of the drain pan for
condensate piping. An external trap must be installed for
proper condensate drainage.

Base Rail\

Open Vent 2" Mi

See*NOTE

Roof Curb

- NOTE: Trap should be deep enough to offset maximum
unit static difference. A minimum 4” trap is recommended.

Drain Plug

Drain Connection

Install condensate draintrap as shown. Use 1" drain line and
fittings or larger. Do not operate without trap.

HorizoNTAL DRAIN

Drainage of condensate directly onto the roof may be accept-
able; refertolocal code. Itis recommended that a small drip
pad of either stone, mortar, wood or metal be provided to
prevent any possible damage to the roof.

CLEANING

Duetothe factthatdrain pansin any air conditioning unit will
have some moisture inthem, algae and fungus will grow due
to airborne bacteria and spores. Periodic cleaning is neces-
sary to prevent this build-up from plugging the drain.

STARTUP, ADJUSTMENTS, AND CHECKS

&\ WARNING
HIGH VOLTAGE!

To AVOID PERSONAL INJURY OR DEATH DUE TO
ELECTRICAL SHOCK, BOND THE FRAME OF THIS UNIT TO
THE BUILDING ELECTRICAL GROUND BY USE OF THE
GROUNDING TERMINAL PROVIDED OR OTHER
ACCEPTABLE MEANS. DISCONNECT ALL POWER BEFORE

8

SERVICING OR INSTALLING THIS UNIT.
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&\ cruTion

To PREVENT PROPERTY DAMAGE OR PERSONAL INJURY, DO NOT START
THE UNIT UNTIL ALL NECESSARY PRE-CHECKS AND TEST HAVE BEEN
PERFORMED.

& VARNING

MOVING MACHINERY HAZARD!

TO PREVENT POSSIBLE PERSONAL INJURY OR DEATH, DISCONNECT
POWER TO THE UNIT AND PADLOCK IN THE “OFF” POSITION BEFORE
SERVICING FANS.

CONTRACTOR RESPONSIBILITY
The installing contractor must be certain that:

e Allsupply and return air ductwork is in place, properly
sealed, and corresponds with installation instructions.

. All thermostats are mounted and wired in accordance
with installation instructions.

e All electric power, all gas, hot water or steam line
connections, and the condensate drain installation
have been made to each unit on the job. These main
supply lines must be functional and capable of operat-
ing all units simultaneously.

e Requirements are met for venting and combution air.
e Airfilters are in place.

e Inputrate andtemperature rise are adjusted perrating
plate.

e Return air temperature is maintained between 55°F
(13°C)and 80°F (27°C).

Roor CurB INSTALLATION CHECK

Inspectthe roof curb for correctinstallation. The unitand curb
assembly should be level. Inspect the flashing of the roof
mounting curb to the roof, especially at the corners, for good
workmanship. Also check for leaks around gaskets. Note
any deficiencies in a separate report and forward to the
contractor.

OssTRuUCTIONS, FAN CLEARANCE AND WIRING

Remove any extraneous construction and shipping materials
that may be found during this procedure. Rotate all fans
manually to check for proper clearances and thatthey rotate
freely. Checkfor bolts and screws that may have jarred loose
during shipment to the job site. Retighten if necessary. Re-
tighten all electrical connections.

FieLo Duct CoNNECTIONS

Verify that all duct connections are tight and that there is no
air bypass between supply and return.

FiLTER SECTION CHECK

Removefilter section access panels and check thatfilters are
properly installed. Note airflow arrows on filter frames.



SYSTEM OPERATION

PRre-sTARTUP PRECAUTIONS
TRANSFORMER AND INDUCED DRAFT MOTOR
NOTE: On the 208/230 volt units only.

Ensure the transformer andinduced draft motor are setonthe
appropriate voltage taps. Both the transformer tap and
induced draft motor are set on 230v from the factory. To
change transformer and induced draft motor voltage to 208V,
move the black wire on the transformer from the 230V tap to
the 208V tap.

Itis important to your safety that the unit has been properly
grounded during installation. Check ground lug connection
in main control box for tightness prior to closing circuit
breaker or disconnect switch. Verify that supply voltage on
line side of disconnect agrees with voltage on unitidentifica-
tion plate.

System Voltage - That nominal voltage value assignedto a
circuit or system for the purpose of designating its voltage
class.

Nameplate Voltage - That voltage assigned to a piece of
equipment for the purpose of designating its voltage class
and for the purpose of defining the minimum and maximum
voltage at which the equipment will operate.

AIR FLOW ADJUSTMENTS

When the final adjustments are complete, the current draw
ofthe motor should be checked and comparedto the full load
current rating of the motor. The amperage must not exceed
the service factor stamped onthe motor nameplate. Thetotal
airflow mustnotbe less than that required for operation of the
electric heaters or the furnace.

If an economizer is installed, check the unit operating
balance with the economizer at full outside air and at
minimum outside air.

NOTE:Airflow setting below 300 CFM/Ton is not recom-
mended, as evaporator freezing or poor unit performance is
possible.Start-up Procedure and Checklist for 2 Speed Mod-
els.

SET EVAPORATOR FAN RPM

Actual RPM’s must be set and verified with a tachometer or
strobe light. With disconnect switch open, disconnect ther-
mostat wires from terminals Y and W. This will prevent
heating and mechanical cooling from coming on. Place a
jumperwire acrossterminals Rand G at TB1 terminal block.
Close disconnect switch; evaporator fan motor will operate
so RPM can be checked.

For gas heat units, the airflow must be adjusted so that the

air temperature rise falls within the ranges given stated on
Data Plate.

ELEcTRICAL INPUT CHECK

Make preliminary check of evaporator fan ampere draw and
verify that motor nameplate amps are not exceeded. A final
check of amp draw should be made upon completion of air
balancing of the duct system.

2 SPEED MODELS

NOTE: For 2 Speed Models, airflow adjustments must be
made with the evaporator motor operating at high
speed,i.e, 2nd stage cooling or in heat mode.

BELT DRIVE MODELS ONLY
The drive onthe supply fanis typically setinthe middle ofthe
RPM range. The drive motor sheave pitch diameter is field
adjustable for the required airflow.

Upon completion of the air flow balancing, we recommend
replacing the variable pitched motor sheave with a properly-
sized fixed sheave. A matching fixed sheave will provide
longer belt and bearing life and vibration free operation.
Initially, itis bestto have a variable pitched motor sheave for
the purpose of airflow balancing, but once the balance has
been achieved, fixed sheaves maintain alignment and mini-
mize vibration more effectively. For directdrive units, move fan
speed wire.

START-UP PROCEDURE AND CHECKLIST FOR 2 SPEED MODELS:
Models with a V in the 11th position of the model number.

For 2 speed models, the indoor blower will operate on low
speedwhenin“Fan Only” mode or while infirst stage “Cooling”
mode. Unitwill operate on high speedin “Heating” mode and
while in second stage “Cooling” mode.

The start-up procedure is the same as for “Air Conditioning
Start-up Procedure” with the understanding thatin Step 6, the
indoor blower will run at low speed (~1175 motor rpm) and in
Step 7, the indoor blower will operate at high speed (~1775
motor rpm).

NOTE: While in the Cooling Mode, to prevent frost from
forming on the evaporator while the unit is operating in
outdoor temperatures of 65°F or lower, itis recommended
that a low ambient kit (LAKT-**) is used. This is strongly
recommended for 2 Speed models due to the lower airflow
while in the first stage cooling. To further protect the
compressor from damage during low ambient conditions, a
Freezestat Kit (FSK***) can be added that turns the
compressor offwhen the evaporator temperature drops too
low.

BearING CHECK

Prior to energizing any fans, check and make sure that all
setscrews are tight so that bearings are properly secured to
shafts.
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SYSTEM OPERATION

GAS SYSTEM

Rollout
Protection
Control

Ignitor. Flame
) Sensor
Limit Control
MAXIMUM | NUMBER
MAXIMUM GAS ORIFICES
INPUT of
(8TUH) | BURNERs | BTUH/BURNER | NATURAL |  PROPANE (LP)
350,000 7 50,000 #30 #48
400,000 8 50,000 #30 #48

HEAT EXCHANGER AND BURNER ORIFICE
SPECIFICATIONS

NOTE: Gas appliances located more than 2000 feet above
sea level must be derated 4% per 1000 feet of total
elevation and that variance in gas heating value and
specific gravity require change in manifold pressure to
obtain rating, it is mandatory that the input be adjusted at
the installation site. All installations should be made as
outlined in the latest edition of the National Fuel Gas Code
ANSI Z223.1, section “Procedures To Be Followed To
Place An Appliance in Operation”. Refer also to the “User’s
Information Manual” supplied with the unit for additional
information on the gas furnace.

NORMAL SEQUENCE OF OPERATION

NOTE: The ignition control board blower off delay is factory
setat 150 seconds. This factory setting can also be setto 120
or 135 seconds by placing the jumper on the desired setting.

HEeATING

This unit has one (RS) Manual Reset Limit Control Switch.
Check the limitto make sure it has not tripped. The limit may
arrive at the job site tripped as a result of shipping shock.

If the ventor motor comes on, but the unit does not attempt
ignition, check if the ALS (Automatic Reset High Limit
Control Switch) requires resetting.

1. With electricity and gas turned on, the system switch in
the “HEAT” or “AUTQ"” position and the fan switch in the
“AUTQ” position, the thermostat will close the circuit
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between unit terminals R and W (R-W) when the tem-
perature falls below the thermostat setting.

2. D1onlICenergizesrelay IDMR.
3. Relay IDMR energizes the ventor motor IDM.

4. Operation of the vent motor closes the pressure switch
PS located in the burner compartment. the control then
initiates a 15-second pre-purge time delay. During this
period, the ventor motor will clear the combustion cham-
ber of any residual gas.

5. Afterthe pre-purge period, the ignition control energizes
the WI-C gas valve and simultaneously initiates a “three
(3)-try” spark ignition sequence.

6. Whenthe burners are ignited, a minimum four (4) micro-
amp DC current will flow through the flame between the
sensor electrode and the grounded burner.

7. When the controller proves that the flame has been
established, it will keep the gas valve energized and
discontinue the ignition spark. First stage manifold pres-
sure will be approximately 2.0" w.c. for natural gas and
7.0" w.c. for propane (LP).

8. Ifthe controlis unable to ignite the burners after itsinitial
attempt, it will initiate another purge and spark se-
guence. A third purge and spark sequence will be
initiated if the second attempt is unsuccessful. If the third
attemptis unsuccessful, the controller will close the gas
valve and lock itself out. It may be reset by momentarily
interrupting power. This may be accomplished by briefly
lowering the room thermostat set-point below room
temperature, or by shutting off the main power to the unit.
(See TP-105 for more details.)

9. Integrated ignition control will close its normally open
contacts after a delay of approximately 30 seconds. This
action energizes contactor BC and starts the supply fan
motor. Operation of the supply fan circulates air across
the heat exchanger and delivers heated air to the condi-
tioned space.

10. When the space temperature rises, the thermostat will
open R-W. Opening R-W will cause the gas valve to
close, and the furnace to shut down.

11. The furnace has three high temperature limit controls,
which can shutdown the burner. They do not shutdown
the ventor motor.

Unit Shutdown

1. Set the thermostat to lowest setting.
2. Turn off the electrical power supply to the unit.

3. Remove the heat exchanger door on the side of the unit
by removing screws.

4. Movethe gas control valve switch to the OFF position. Do
not force.

5. Close manual gas shut off valve external to the unit.
6. Replace the heat exchanger door on the unit.

7. If cooling and/or air circulation will be desired, turn ON
the electrical power.



SYSTEM OPERATION

AutomaTic REseT HigH LimiTt ConTROL (LS)

Located in the burner compartment on the heat exchanger,
its sensing element projects through the blower section
bulkhead and senses the temperature at the rear of the
furnace. Itwill cycle the furnace off if the temperature exceeds
100°F plus maximum rise.

AuxiLiARY REseT HicH LimiTt ConTrROL (ALS)

Located inthe blower compartment on the blower housing, it
senses air temperature within the blower compartment and
protects the filters from excessive temperature. It will shut
down the furnace if it senses excessive temperatures.

Elevated temperatures atthe control are normally caused by
blower failure. The reason for the opening should be deter-
mined and repaired prior to resetting.

MaNUAL ReseT FLAME RoLLouT ConTRoL (RS)

Located in the burner compartment at the top of the burner
assembly, it senses high temperature that could occur if the
heatexchangertubeswere plugged and the flame was rolling
outinstead of entering the tubes. Ithas a manual push-button
reset that cannot be actuated until the limit control has
cooled.

Thereasonforelevated temperatures atthe control should be
determined and repaired prior to resetting this manual reset
control.

&\ WARNING

To AVOID PROPERTY DAMAGE, PERSONAL INJURY OR DEATH DUE TO
FIRE OR EXPLOSION, A QUALIFIED SERVICER MUST INVESTIGATE THE
REASON FOR THE ROLLOUT PROTECTION DEVICE TO OPEN BEFORE

MANUALLY RESETTING THE ROLLOUT PROTECTION DEVICE.

NORMAL SEQUENCE OF OPERATION

CooLING
Begin with power turned off at all disconnects.

1. Turnthermostat system switch to “Cool,” and fan switch
to“Auto” and turn temperature setting as high asitwill go.

2. Inspect all registers and set them to the normal open
position.

3. Turn on the electrical supply at the disconnect.

4. Turn the fan switch to the “ON” position. The blower
should operate after a 7-second delay.

5. Turnthe fan switch to “Auto” position. The blower should
stop after a 65 second delay.

6. Slowly lower the cooling temperature until first stage
COOL (LOW COOL) starts. The blower, both fans, and
first stage compressor should now be operating. Allow
the unit to run 10 minutes, make sure cool air is being
supplied by the unit.

7. Lowerthe cooling temperature further until second stage
COOL (HIGH COOL) starts. The blower, both fans, and
both compressors should now be operating. Allow the
unit to run 10 minutes, make sure cool air is being
supplied by the unit.

8. Turn the temperature setting to the highest position,
stopping the unit. The indoor blower will continue to run
for 65 seconds.

9. Turnthe thermostat system switch to “OFF” and discon-
nect all power when servicing the unit.

& VARNING
HIGH VOLTAGE!

DISCONNECT ALL POWER BEFORE SERVICING OR
INSTALLING THIS UNIT. MULTIPLE POWER SOURCES MAY
BE PRESENT. FAILURE TO DO SO MAY CAUSE PROPERTY
DAMAGE, PERSONAL INJURY OR DEATH.

REeFrIGERATION CHECK

The unit is equipped with a thermal expansion valve as a
metering device.

Ensure the hold-down bolts on the compressor are secure
and have not vibrated loose during shipment. Check that
vibration grommets have been installed. Visually check all
piping for damage and leaks; repair if necessary. The entire
system has been factory charged and tested, making it
unnecessary to field charge. Factory charges are shown on
the unit's nameplate. To confirm charge levels or, if a leak
occurs and charge needs to be added to the system, it is
recommended to evacuate the system and recharge refriger-
ate to unitnameplate specifications. This unit has beenrated
in the cooling mode at the AHRI rated conditions of: Indoor
(80°db/67°wb)and outdoor (95° db). While operating at this
condition, the subcooling should range from 12° to 15° F for
eachrefrigeration circuit, for 15 and 20 ton models. Sucooling
for 25 ton models should be from 16° to 19° F for circuit 1, and
from 12° to 15° F for circuit 2.

FiNAL SysTEM CHECKS

1. Check to see if all supply and return air grilles are
adjusted and the air distribution system is balanced for
the best compromise between heating and cooling.

2. Checkforairleaksinthe ductwork. See Sections on Air
Flow Adjustments.

3. Make suretheunitisfree of “rattles”, and the tubing inthe
unit is free from excessive vibration. Also make sure
tubesorlinesare notrubbing against each other or sheet
metal surfaces or edges. If so, correct the trouble.

4. Setthethermostat at the appropriate setting for cooling
and heating or automatic change over for normal use.

5. Be sure the Owner is instructed on the unit operation,
filter, servicing, correct thermostat operation, etc.
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SCHEDULED MAINTENANCE

MAINTENANCE

&\ VARNING
HIGH VOLTAGE !

DISCONNECT ALL POWER BEFORE SERVICING OR
INSTALLING THIS UNIT. MULTIPLE POWER SOURCES MAY
BE PRESENT. FAILURE TO DO SO MAY CAUSE PROPERTY
DAMAGE, PERSONAL INJURY OR DEATH.

8

& WARNING

To PREVENT PERSONAL INJURY OR DEATH DUE TO IMPROPER
INSTALLATION, ADJUSTMENT, ALTERATION, SERVICE OR MAINTENANCE,
REFER TO THIS MANUAL. FOR ADDITIONAL ASSISTANCE OR
INFORMATION, CONSULT A QUALIFIED INSTALLER, SERVICE AGENCY OR
THE GAS SUPPLIER.

&\ cruTion

SHEET METAL PARTS, SCREWS, CLIPS AND SIMILAR ITEMS INHERENTLY
HAVE SHARP EDGES, AND IT IS NECESSARY THAT THE INSTALLER AND

SERVICE PERSONNEL EXERCISE CAUTION.

Preventive maintenanceisthe bestway to avoid unnecessary
expense and inconvenience. Have this system inspected at
regularintervals by qualified service personnel, atleasttwice
a year. Routine maintenance should cover the following
items:

1. Tighten all belts, set screws, and wire connections.

2. Clean evaporator and condenser coils mechanically or
with cold water, if necessary. Usually any fouling is only
matted on the entering air face of the coil and can be
removed by brushing.

. Lubricate motor bearings.

. Align or replace belts as needed.

. Replace filters as needed (see below).

. Check for blockage of condensate drain.
. Check power and control voltages.

. Checkrunningamperage.

© 0 N O O M W

. Check operating temperatures and pressures.

10. Check and adjust temperature and pressure controls.
11. Check and adjust damper linkages.

12. Check operation of all safety controls.

13. Examine gas furnaces (see below and the User’s Infor-
mation Manual).

14. Check condenser fans and tighten set screws.
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&\ cruTon

To PREVENT PROPERTY DAMAGE DUE TO FIRE AND LOSS OF EQUIPMENT
EFFICIENCY OR EQUIPMENT DAMAGE DUE TO DUST AND LINT BUILD UP
ON INTERNAL PARTS, NEVER OPERATE UNIT WITHOUT AN AIR FILTER
INSTALLED IN THE RETURN AIR SYSTEM.

Every application may require adifferentfrequency of replace-
ment of dirty filters. Filters must be replaced at least every
three (3) months during operating seasons.

Dirty filters are the most common cause of inadequate
heating or cooling performance. Filter inspection should be
made at least every two months; more often if necessary
because of local conditions and usage.

Dirty throwaway filters should be discarded and replaced with
anew, clean filter.

Disposable return airfilters are supplied with this unit. See the
unit Specification Sheet for the correct size and part number.
Toremove thefilters, remove thefilter access panelonreturn
side of the unit.

CABINET FINISH MAINTENANCE

Use a fine grade automotive wax on the cabinet finish to
maintain the finish’s original high luster. This is especially
important in installations with extended periods of direct
sunlight.

CONDENSER AND INDUCED DRAFT MOTORS

Bearings on the condenser fan motors and the combustion
fan motor are permanently lubricated. No additional oiling is
required.

LUBRICATION

The fan shaft bearings and the supply fan motor have grease
fittings that should be lubricated during normal maintenance
checks.

CLeAN Oursipe ColL (QUALIFIED SERVICER ONLY)

The coilwiththe outside air flowing over it should be inspected
annually and cleaned as frequently as necessary to keep the
finned areas free of lint, hair and debris.

FLAME SENSOR (QUALIFIED SERVICER ONLY)

Adropintheflame currentcan be caused by anearly invisible
coating onthe flame sensor. This coating, created by the fuel
or combustion air supply, can be removed by carefully
cleaning the flame sensor with steel wool.

NOTE: After cleaning, the microamp signal should be stable
and in the range of 4 - 6 microamps DC.

FLUE PAssAGES (QUALIFIED SERVICER ONLY)

At the start of each heating season, inspect and, if neces-
sary, clean the unit flue passage.



SCHEDULED MAINTENANCE

INSPECTION & CLEANING

Allflue product carrying areas of the furnace, its vent system,
and main burners should be examined by a qualified service
agency before the start of each heating season. This exami-
nation is necessary for continued safe operation. Particular
attention should be given to deterioration from corrosion or
other sources. This examination is accomplished in the
following manner.

1. Disconnect power tothe unitand remove furnace section
access panel.

2. Remove burnerassembly:

a. Disconnect the three wires from the gas valve after
noting which wires are connected to each terminal.

b. Disconnect wires from the flame rod and ignition
electrode.

c. Disconnect the gas piping at the union.

d. The entire burner assembly can now be removed from
the unit.

NOTE: Use all screws that were removed; they are
necessary for safe and proper operation of the unit.
3. Inspectand periodically cleanthe ventoutlet (bird screen)
on the access panel.

NOTE: Periodic observation of the flame and a log of CO,
measurements are recommended. This will aid in
determining whether the furnace is operating efficiently or if
the furnace requires cleaning.

Flames should be stable, soft and blue (dust may cause
orange tips but must not be yellow). The flames must extend
directly outward from the burner without curling, floating or
lifting off.

Check the burner flames for:

1. Good adjustment

2, Stable, soft and blue

3. Not curling, floating, or lifting off.

Burner Flame

&\ WARNING

To AVOID PERSONAL INJURY OR DEATH DUE TO ELECTRIC SHOCK, DO
NOT REMOVE ANY INTERNAL COMPARTMENT COVERS OR ATTEMPT ANY
ADJUSTMENT. CONTACT A QUALIFIED SERVICER AT ONCE IF AN
ABNORMAL FLAME SHOULD DEVELOP.

At least once a year, prior to or during the heating season,
make a visual check of the burner flames.

NOTE: This willinvolve removing and reinstalling the heat
exchanger door on the unit, which is held by two screws. If
you are uncertain about your ability to do this, contact a
qualified servicer.

If a strong wind is blowing, it may alter the airflow pattern
withinthe unitenoughthatan inspection of the burner flames
is not possible.

FuncTionAL PARTS

Refer to the unit Parts Catalog for a list of functional parts.
Parts are available from your distributor.
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SERVICING
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Power Failure . Test Voltage S-1
Blown Fuse . LI Inspect Fuse Size & Type S-1
Unbalanced Power, 3PH . LI Test Voltage S-1
Loose Connection . . . Inspect Connection - Tighten S-2,S-3
Shorted or Broken Wires o o |0 0o 0 o Test Circuits With Ohmmeter S-2,S-3
Open Fan Overload oo Test Continuity of Overload S-17A
Faulty Thermostat . oo . Test Continuity of Thermostat & Wiring S-3
Faulty Transformer . . Check Control Circuit with Voltmeter S-4
Shorted or Open Capacitor . oo o |0 Test Capacitor S$15
Internal Compressor Overload Open . Test Continuity of Overload S-17A
Shorted or Grounded Compressor . . Test Motor Windings S-17B
Compressor Stuck . o | e Use Test Cord S-17D
Faulty Compressor Contactor . LI Test Continuity of Coil & Contacts S-7,S-8
Faulty Fan Relay . Test Continuity of Coil And Contacts S-7
Open Control Circuit . Test Control Circuit with Voltmeter S-4
Low Voltage . o | e Test Voltage S-1
Faulty Evap. Fan Motor . . Repair or Replace S-16
Shorted or Grounded Fan Motor . o | Test Motor Windings S-16
Improper Cooling Anticipator . . Check Resistance of Anticipator S-3B
Shortage of Refrigerant ol e . Test For Leaks, Add Refrigerant S-101,103
Restricted Liquid Line ol e . ® |Remowe Restriction, Replace Restricted Part S112
Dirty Air Filter L] o o . Inspect Filter-Clean or Replace
Dirty Indoor Coil . oo ° Inspect Coil - Clean
Insufici , Indoor Coil ° ol e R Check Blower Speed and Rotation, Belt, Pulleys, S-200,205,
nsufficient air across Indoor Coi Niict Statie_Eiltar 206 207
Too much air across Indoor Coil . Reduce Blower Speed, Check Pulley Adjustment S-205, 207
Overcharge of Refrigerant oo . ® | e |Recover Part of Charge S113
Dirty Outdoor Coil o e e . e |Inspect Coil - Clean
Noncondensibles ol e L] ® |Recover Charge, Evacuate, Recharge S114
Recirculation of Condensing Air ol e L] ® |Remove Obstruction to Air Flow
Infiltration of Outdoor Air L] o o Check Windows, Doors, Vent Fans, Etc.
Improperly Located Thermostat . . Relocate Thermostat
Air Flow Unbalanced ] . Readjust Air Volume Dampers
System Undersized L] L] Refigure Cooling Load
Broken Internal Parts . Replace Compressor S115
Broken Valves . . ° Test Compressor Efficiency S104
Inefficient Compressor . . Test Compressor Efficiency S-104
Expansion Device Restricted o (o] e . . o |Remowe Restriction, Replace Expansion Device 111
Loose Hold-down Bolts . Tighten Bolts
Flowrator Not Seating Properly . . Check Flowrator & Seat or Replace Flowrator S111
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GAS HEATING ANALYSIS CHART

Complaint No Heat Unsatisfactory Heat
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Power Failure ° Test Voltage S-1
Blown Fuse ° Test Voltage S-1
Loose Connection ° Check Wiring S-2, S-3
Shorted or Broken Wires ° Check Wiring S-2,S-3
No Low Voltage ° Check Transformer S-4
Faulty Thermostat ° o | e ° Check Thermostat S-3
Faulty Transformer ° Check Transformer S-4
Poor or High Resistance Ground ° Measure Ground Resistance S-313
Improper Heat Anticipator Setting o | e o | e |Adjust Heat Anticipator Setting S-3
Improper Thermostat Location o | e e | o |Relocate Thermostat
Faulty Limit or Roll Out Switch ° ° Test Control S-300-302
Faulty Flame Sensor . Test Flame Sensor S-314
Faulty Ignition Control o oo o Test Control S-313
Gas Valve or Gas Supply Shut Off ° Turn Valves to On Position S-304
Faulty Induced Draft Blower o | o ° Test Blower S-303
Dirty Flame Sensor, Low uA . Clean Flame Sensor S-314
Flame Sensor not in Flame, Low uA . Test/Adjust Position of Flame Sensor S-314
Faulty Gas Valve ° ° e |Replace Gas Valve S-304
Open Auxillary Limit . ol o Check Blower Speed, Rotation, Belt, Pulleys, Duct S16A,16D,200,
pen Auxiiary Lim! Static, Filter 201,205,206,207
Imoroper Air Elow or Distribution ol o o Check Blower Speed, Rotation, Belt, Pulleys, Duct S16A,16D,200,
prop Static, Filter 201,205,206,207
Check Blower Speed, Rotation, Belt, Pulleys, Duct S16A,16D,200,
Faulty Blower Motor, Belt, or Pulley ° Static, Filter 201,205,206,207
Locking out on Main Limit o o o Check Limit, Gas Press., Temp. Rise, Blower S-300,

9 Rotation, Belt, Pulleys, Duct Static, Filter 307, 201
Delayed Ignition (] Test for Delayed Ignition S-308
Flashback ° Test for Flashback S-309
Orifice Size ® | o | e |Check Orifices S-306
Gas Pressure (] ® | ® | e |Check Gas Pressure S-307
Cracked Heat Exchanger ° Check Burner Flames S-302
Stuck Gas Valve ° o | o Replace Gas Valve S-304
Furnace Undersized e |Replace with Proper Size Furnace
Faulty Pressure Switch o | e . Test Pressure Switch S-310
Blocked or Restricted Flue ° Check Flue/Drawdown Pressure S-310
Open Roll Out Switch o | e Test Control S-302
Bouncing On Pressure Switch . Test Negative Pressure, Flue Blockage S-310
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— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing or installing this unit. Multiple power sources

llj

may be present. Failure to do so may cause property damage, personal injury or death.
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S-1 CHECKING VOLTAGE

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failureto do so
may cause property damage, personal injury
or death.

v

1. Remove doors, control panel cover, etc. from unit being
tested.

With power ON:

— 4\ WARNING

Line Voltage now present.

2. Usingavoltmeter, measure the voltage across terminals
L1 andL2 ofthe contactor for single phase units, and L3,
for 3 phase units.

3. Noreading - indicates openwiring, open fuse(s) no power
or etc. from unit to fused disconnect service. Repair as
needed.

4. With ample voltage at line voltage connectors, energize
the unit.

5. Measure the voltage with the unit starting and operating,
and determine the unit Locked Rotor Voltage.

Locked Rotor Voltage is the actual voltage available at
the compressor during starting, locked rotor, or a stalled
condition. Measured voltage should be above minimum
listed in chart below.

To measure Locked Rotor Voltage attach a voltmeter to
therun"R"and common"C"terminals ofthe compressor,
ortothe T, and T, terminals of the contactor. Startthe unit
and allow the compressorto run for several seconds, then
shut down the unit. Immediately attempt to restart the
unit while measuring the Locked Rotor Voltage.

6. Voltmeter should read within the voltage tabulation as
shown. If the voltage falls below the minimum voltage,
checktheline wire size. Longruns of undersized wire can
cause lowvoltage. Ifwire size is adequate, notify the local
power company in regards to either low or high voltage.

Unit Supply Voltage
Voltage Min. Max.
208/230 198 253

460 437 506
575 546 604

Three phase units require a balanced 3 phase power supply
to operate. Ifthe percentage of voltage imbalance exceeds
3% the unit must not be operated until the voltage condition
is corrected.

Max. Voltage Deviation
From Average Voltage
Average Voltage

% Voltage = X 100

Imbalance

Tofind the percentage ofimbalance, measure the incoming
power supply.

L1-L2 =240V

L1-L3=232V Avg. V =710 = 236.7
L2 - L3 =238V 3

Total 710V

240-236.7=+3.3
232-236.7=-4.7
238-236.7=+1.3

Tofind Max. deviation:

Max deviation was 4.7V

% Voltage Imbalance= 4.7 =1.99%

236.7

If the percentage of imbalance had exceeded 3%, it must be
determined if the imbalance is in the incoming power supply
or the equipment. To do this rotate the legs of the incoming
power and retest voltage as shown below.

L1-L2 =240V
L1-L3=227V
L2 -1L3 =238V

O O|0 0|00
© 0|0 OO O

Rotate all 3 incoming
legs as shown.

L1-L2=227V
L1-L3=238V
L2 - L3 =240V

~L.2

L1 L2 L3

By the voltage readings we see that the imbalance rotated or
traveled with the switching oftheincoming legs. Therefore the
imbalance lies within the incoming power supply.

Ifthe imbalance had not changed then the problem would lie
within the equipment. Check for current leakage, shorted
motors, etc.
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S-2 CHECKING WIRING

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

1. Checkwiring visually for signs of overheating, damaged
insulation and loose connections.

2. Use an ohmmeter to check continuity of any suspected
openwires.

3. Ifany wires must be replaced, replace with comparable
gauge and insulation thickness.

S-3 CHECKING THERMOSTAT, WIRING, AND
ANTICIPATOR

THERMOSTAT WIRE SIZING CHART
MIN. COPPER WIRE
LENGTH OF RUN GAUGE (AWG)
25 feet 18
50 feet 16
75 feet 14
100 feet 14
125 feet 12
150 feet 12

S-3A THERMOSTAT AND WIRING

— 4\ WARNING

Line Voltage now present.

With power ON, thermostat calling for cooling

1. Use avoltmeterto check for 24 volts at thermostat wires
C and Y in the unit control panel.

2. Novoltage indicates trouble in the thermostat or wiring.

3. Checkthe continuity of the thermostat and wiring. Repair
or replace as necessary.

Indoor Blower Motor
With power ON:

— 4\ WARNING

Line Voltage now present.

Set fan selector switch at thermostat to "ON" position.
2. With voltmeter, check for 24 volts at wires C and G.

No voltage indicates the trouble is in the thermostat or

wiring.
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4. Checkthe continuity of the thermostat and wiring. Repair
or replace as necessary.

S-3B COOLING ANTICIPATOR

The cooling anticipator is a small heater (resistor) in the
thermostat. During the "off" cycle, it heats the bimetal
elementhelping the thermostat call for the next cooling cycle.
This prevents the room temperature from rising too high
before the system is restarted. A properly sized anticipator
should maintain room temperature within 1 1/2 to 2 degree
range.

The anticipator is supplied in the thermostat and is not to be
replaced. If the anticipator should fail for any reason, the
thermostat must be changed.

S-3C HEATING ANTICIPATOR

The heating anticipator is a wire-wound adjustable heater,
which is energized during the "ON" cycle to help prevent
overheating of the conditioned space.

The anticipator is a part of the thermostat and if it should fail
for any reason, the thermostat must be replaced. See the
following forrecommended heater anticipator setting.

Todetermine the proper setting, use anammeterto measure
the current on the "W" wire going to the thermostat.

Use an amprobe as shown below. Wrap 10 turns of thermo-
statwire around the stationary jaw of the amprobe and divide
the reading by 10.

10 TURNS OF
THERMOSTAT WIRE
(From "W" on thermostat)

READS 4 AMPS
CURRENT DRAW
WOULD BE .4 AMPS

Checking Heat Anticipator Amp Draw
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S-4 CHECKING TRANSFORMER
AND CONTROL CIRCUIT

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

¥

A step-down transformer (either 208-240, 460 or 575 volt pri-
mary to 24 volt secondary) is provided with each unit. This
allows ample capacity for use with resistance heaters.

— 4\ WARNING

Disconnect ALL power before servicing.

1. Remove control panel cover to gain access to trans-
former.

With power ON:

— 4\ WARNING

Line Voltage now present.

NOTE: Most single phase contactors break only one side of
the line (L1), leaving 115 volts to ground present at most
internal components.

1. Remove the leads from the holding coil.
2. Using an ohmmeter, test across the coil terminals.

If the coil does not test continuous, replace the relay or
contactor.

S-8 CHECKING CONTACTOR CONTACTS

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

1. Disconnectthe wire leads fromthe terminal (T) side ofthe
contactor.

2. With power ON, energize the contactor.

— 4\ WARNING

Line Voltage now present.

2. Using a voltmeter, check voltage across secondary
voltage side of transformer (R to C).

3. Novoltage indicates faulty transformer, bad wiring, or bad
splices.

4. Check transformer primary voltage at incoming line
voltage connections and/or splices.

5 Ifline voltage available at primary voltage side of trans-
former and wiring and splices good, transformeris inop-
erative. Replace.

S-7 CHECKING CONTACTOR AND/OR RELAYS

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

v

The compressor contactor and other relay holding coils are
wired into the low or line voltage circuits. When the control
circuit is energized, the coil pulls in the normally open
contacts or opens the normally closed contacts. When the
coil is de-energized, springs return the contacts to their
normal position.

3. Using a voltmeter, test across terminals.

A. L1-L2, L1-L3, and L2-L3 - If voltage is present,
proceedtoB. Ifvoltage is not present, check breaker
or fuses on main power supply..

B. T1-T2,T1-T3,andT2-T3-Ifvoltagereadingsare not
the same as in "A", replace contactor.

\ ,,-—-E@
/
1
) L
VOLT/OHM /l P

METER -
R\ i\‘ '// I,,//

-—-——- Ohmmeter for testing holding 00|I
—— Voltmeter for testing contacts

TESTING COMPRESSOR CONTACTOR
(ThreePhase)
S-9 CHECKING FAN RELAY CONTACTS
DCG:

The fan relays are incorporated into the control board. See
section S-313 for checking control board for single phase gas
models.
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For 3 phase and beltdrive models, the procedure for testing
the fan relay contacts will be the same as checking the
compressor contactor contacts (See section S-8).

DCC:
The Electronic Blower Time Delay Relay isused on PSC and
beltdriven models.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

Checking EBTDR High Voltage Contacts
1. With power off, remove wires from terminals NC, COM,
and NO.

2. Using a VOM, check for resistance from NO to COM.
Should read open. Next, check for resistance from NC to
COM. Should read closed.

3. Ifnotasabove, replace EBTDR.

Checking EBTDR Contact Operation

With power on:

— 4\ WARNING

Line Voltage now present.

1. Setthe thermostat to the fan "on" position.

Check for 24 volts at the C and G terminals of the
EBTDR.

3. Ifnovoltage present, check fan circuit from thermostat.
If 24 volts present, proceed to step 4.

4. Using AVOM checkfor 24 volts betweenthe NO terminal
on the on the EBTDR and C on the EBTDR board. If
voltage is present go to step 5.

5. With a call for continuous fan from the thermostat using
a VOM check for 24 volts between the COM terminal
EBTDRand Conthe EBTDR board. If voltage is present
go to step 6 if not replace the EBTDR.

6. UsingaVOM checkfor 24 volts between the greenwire
connection and the blue wire connection at the Blower
contactor. If 24 volts is present Replace the contactor.
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— 4\ WARNING

Disconnect ALL power before servicing.

Turn power off.

Testing relay holding coil
1. Remove the leads from the holding coil terminals 1 and
3.

2. Using an ohmmeter, test across the coil terminals 1 and
3. Ifthe coil does not test continuous, replace the relay.

Testing relay contacts

— 4\ WARNING

Disconnect ALL power before servicing.

Turn power off.

1. Using a VOM, test resistance across relay terminals 2
and 4. Should read open.

2. Turnpoweron.

— 4\ WARNING

Line Voltage now present.

3. Apply 240 volts to coil terminals 1 and 3.

4. Using a VOM, check for 240 volts from terminals 3 and
1 of relay. Should read 240 volts. In no voltage, check
wiring from heaterkittorelay. If voltage present, proceed
to step 5.

5. UsingaVOM, checkfor 240 volts from L1 at contactor to
terminal 4 of relay. Should read 240 volts. Next check
from L1 at contactor to terminal 2 of relay. Should read
240volts.

If not as above, replace relay.

— 4\ WARNING

Disconnect ALL power before servicing.

Turn power off.

Testing relay holding coil

1. Remove the leads from the holding coil.

2. Using an ohmmeter, test across the coil terminals 1 and
3. If the coil does not test continuous, replace the relay.
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Testing relay contacts

4h WARNING

Disconnect ALL power before servicing.

Turn power off.

1. Using a VOM, test resistance across relay terminals 2
and 4. Should read open.

2. Turnpoweron.

— 4\ WARNING

Line Voltage now present.

3. Apply 24 volts to coil terminals 1 and 3.

4. Using a VOM, check for 24 volts from terminals 3 and 2
of relay. Should read 24 volts. If no voltage, check low
voltage wiring from transformertorelay. If voltage present,
proceed to step 5.

5. Using a VOM, check for 24 volts from terminals 3 and 4
of relay. Should read 24 volts.

If not as above, replace relay.

S-11 CHECKING LOSS OF CHARGE PROTEC-
TOR

(Heat Pump Models)

Theloss of charge protector senses the pressurein the liquid
line and will openits contacts on adrop in pressure. The low
pressure control will automatically reset itself with a rise in
pressure.

The low pressure control is designed to cut-out (open) at
approximately 22 PSIG. Itwillautomatically cut-in (close) at
approximately 50 PSIG.

Test for continuity using a VOM and if not as above, replace
the control.

S-12 CHECKING HIGH PRESSURE CONTROL

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failureto do so

may cause property damage, personal injury‘
or death.

The high pressure control senses the pressure in the dis-
chargeline. Ifabnormally high discharge pressures develop,
the contacts of the control open, breaking the control circuit
before the compressor motor overloads. This control is
automatically reset.

1. Using an ohmmeter, check across terminals of high
pressure control, with wire removed. If not continuous,
the contacts are open.

3. Attach a gauge to the access fitting on the liquid line.

With power ON:

— 4\ WARNING

Line Voltage now present.

4. Startthe system and place a piece of cardboard in front
ofthe condenser coil, raising the condensing pressure.

5. Checkpressure atwhichthe high pressure control cuts-
out.

|:| s

Ifit cuts-out at 660 PSIG + 10 PSIG, itis operating normally
(See causes for high head pressure in Service Problem
Analysis Guide). If it cuts out below this pressure range,
replace the control. The control should reset at 420 PSIG +
25PSIG.

S-13 CHECKING LOW PRESSURE CONTROL

The low pressure control senses the pressure inthe suction
line and will openits contacts onadropin pressure. The low
pressure control will automatically reset itself with a rise in
pressure.

The low pressure control is designed to cut-out (open) at
approximately 22 PSIG + 7 PSIG. It will automatically cut-
in (close) at approximately 50 PSIG + 7 PSIG.

Testfor continuity usinga VOM and if notas above, replace
the control.

S-15 CHECKING CAPACITOR
CAPACITOR, RUN

A run capacitor is wired across the auxiliary and main
windings of a single phase permanent split capacitor motor.
The capacitors primary functionis to reduce the line current
while greatly improving the torque characteristics of amotor.
This is accomplished by using the 90° phase relationship
between the capacitor current and voltage in conjunction
with the motor windings so that the motor will give two phase
operation when connected to a single phase circuit. The
capacitor also reduces the line current to the motor by
improving the power factor.

CAPACITOR, START
SCROLL COMPRESSORMODELS

Hard start components are not required on Scroll compres-
sor equipped units due to a non-replaceable check valve
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located in the discharge line of the compressor. However
hard start kits are available and may improve low voltage
starting characteristics.

This check valve closes off high side pressure to the compres-
sor after shut down allowing equalization through the scroll
flanks. Equalization requires only about one or two seconds
during which time the compressor may turn backwards.

Your unit comes with a 180-second anti-short cycle to
preventthe compressor from starting and running backwards.

MODELS EQUIPPED WITH A HARD START DEVICE

A start capacitor is wired in parallel with the run capacitor to
increase the starting torque. The start capacitor is of the
electrolytic type, rather than metallized polypropylene as
used in the run capacitor.

A switching device must be wired in series with the capacitor
to remove it from the electrical circuit after the compressor
starts to run. Not removing the start capacitor will overheat
the capacitor and burn out the compressor windings.

These capacitors have a 15,000 ohm, 2 watt resistor wired
acrossitsterminals. The object ofthe resistoristo discharge
the capacitor under certain operating conditions, rather than
having it discharge across the closing of the contacts within
the switching device such as the Start Relay, and to reduce
the chance of shock to the servicer. See the Servicing
Section for specific information concerning capacitors.

RELAY, START

A potential or voltage type relay is used to take the start
capacitor out of the circuit once the motor comes up to speed.
This type of relay is position sensitive. The normally closed
contacts are wired in series with the start capacitor and the
relay holding coil is wired parallel with the start winding. As
the motor starts and comes up to speed, the increase in
voltage across the start winding will energize the start relay
holding coil and open the contacts to the start capacitor.

Two quick ways to test a capacitor are a resistance and a
capacitance check.
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S-15A RESISTANCE CHECK

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

1. Discharge capacitor and remove wire leads.

— 4\ WARNING

Discharge capacitor through a 20 to 30 OHM
resistor before handling.

/

OHMMETER

\

CAPACITOR

TESTING CAPACITOR RESISTANCE

2. Setanohmmeter on its highest ohm scale and connect
the leads to the capacitor -

a. Good Condition - indicator swings to zero and
slowly returns to infinity. (Start capacitor with
bleed resistor will not return to infinity. It will still
read the resistance of the resistor).

b. Shorted-indicator swingsto zero and stopsthere
-replace.

c. Open - no reading - replace. (Start capacitor
would read resistor resistance.)

S-15B CAPACITANCE CHECK

Using a hookup as shown below, take the amperage and
voltage readings and use them in the formula:
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/

VOLTMETER
) G\

— [ —

15 AMP
FUSE

/

AMMETER
< o

CAPACITOR

TESTING CAPACITANCE

— 4\ WARNING

Discharge capacitor through a 20 to 30 OHM
resistor before handling.

Capacitance (MFD) = 2650 X Amperage
Voltage

S-16 CHECKING MOTORS

S-16A CHECKING FAN MOTOR WINDINGS
(PSC MOTORS)

Applies only to the condenser fan motors

The auto reset fan motor overload is designed to protect the
motor against high temperature and high amperage condi-
tions by breaking the common circuit within the motor, similar
to the compressor internal overload. However, heat gener-
ated within the motor is faster to dissipate than the compres-
sor, allow at least 45 minutes for the overload to reset, then
retest.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

1. Remove the motor leads from its respective connection
points and capacitor (if applicable).

2. Check the continuity between each of the motor leads.

3. Touch one probe of the ohmmeter to the motor frame
(ground) and the other probe in turn to each lead.

Ifthe windings do nottest continuous or areading is obtained
from lead to ground, replace the motor.

S-17 CHECKING COMPRESSOR WINDINGS

4\ WARNING

Hermetic compressor electrical terminal venting can
be dangerous. When insulating material which
supports a hermetic compressor or electrical terminal
suddenly disintegrates due to physical abuse or as a
result of an electrical short between the terminal and
the compressor housing, the terminal may be
expelled, venting the vapor and liquid contents of the
compressor housing and system.

Ifthe compressor terminal PROTECTIVE COVER and gas-
ket (if required) are not properly in place and secured, there
is a remote possibility if a terminal vents, that the vaporous
and liquid discharge can beignited, spouting flames several
feet, causing potentially severe or fatal injury to anyone inits
path.

This discharge can be ignited external to the compressor if
theterminal coveris not properly in place andifthe discharge
impinges on a sufficient heat source.

Ignition of the discharge can also occur atthe venting terminal
orinside the compressor, if there is sufficient contaminant air
present in the system and an electrical arc occurs as the
terminal vents.

Ignition cannot occur at the venting terminal without the
presence of contaminant air, and cannot occur externally
from the venting terminal without the presence of an external
ignition source.

Therefore, proper evacuation of a hermetic systemis essen-
tial at the time of manufacture and during servicing.

Toreduce the possibility of external ignition, all open flame,
electrical power, and other heat sources should be extin-
guished or turned off prior to servicing a system.
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S-17A RESISTANCE TEST
Each compressoris equipped with aninternal overload.

The line break internal overload senses both motor
amperage and winding temperature. High motor tem-
perature or amperage heats the disc causing it to open,
breaking the common circuit within the compressor on
single phase units.

Heat generated withinthe compressor shell, usually due
to recycling of the motor, high amperage or insufficient
gas to cool the motor, is slow to dissipate. Allow at least
three to four hours for it to cool and reset, then retest.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

1. Remove the leads from the compressor terminals.

— 4\ WARNING

See warnings S-17 before removing compressor
terminal cover.

2. Using an ohmmeter, test continuity between termi-
nals S-R, C-R, and C-S, on single phase units or
terminals T1, T2 and T3, on 3 phase units.

N

OHMMETER
AN

TESTING COMPRESSOR WINDINGS

If either winding does not test continuous, replace the
compressor.

NOTE: Ifan opencompressor is indicated, allow ample
time for the internal overload to reset before replacing
COMpressor.

S-17B GROUND TEST

If fuse, circuit breaker, ground fault protective device,
etc., has tripped, this is a strong indication that an
electrical problem exists and must be found and cor-
rected. The circuit protective device rating must be
checked, and its maximum rating should coincide with
that marked on the equipment nameplate.

40

With the terminal protective coverin place, itis acceptable to
replace the fuse orresetthe circuitbreaker ONE TIME ONLY
toseeifitwasjustanuisance opening. Ifitopens again, DO
NOT continue to reset.

— 4\ WARNING

Disconnect ALL power before servicing.

Disconnect all power to unit, making sure that all power
legs are open.

1. DO NOT remove protective terminal cover. Disconnect
the three leads going to the compressor terminals at the
nearest point to the compressor.

2. ldentify the leads and using a Megger, Hi-Potential
Ground Tester, or other suitable instrument which puts
out a voltage between 300 and 1500 volts, check for a
ground separately between each of the three leads and
ground (such as an unpainted tube on the compressor).
Donotuse alowvoltage outputinstrumentsuch asavolt-
ohmmeter.

N

HI-POT

Q\M

COMPRESSOR GROUND TEST
3. Ifaground isindicated, then carefully remove the com-
pressor terminal protective cover and inspect for loose
leads or insulation breaks in the lead wires.

4. Ifnovisual problemsindicated, carefully remove the leads
at the compressor terminals.

— 4\ WARNING

Damage can occur to the glass embedded terminals if
the leads are not properly removed. This can resultin
terminal and hot oil discharging.

Carefully retest for ground, directly between compressor
terminals and ground.

5. Ifgroundisindicated, replace the compressor.
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S-17D OPERATION TEST

Ifthe voltage, capacitor, overload and motor winding test fail
to show the cause for failure:

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

v

1. Remove unitwiring fromdisconnectswitch and wire atest
cord to the disconnect switch.

NOTE: The wire size ofthe test cord mustequal the line wire
size and the fuse must be of the proper size and type.

2. Withthe protective terminal cover in place, use the three
leads to the compressor terminals that were discon-
nected at the nearest point to the compressor and
connectthe common, startand run clipstothe respective
leads.

3. Connect good capacitors of the right MFD and voltage
rating into the circuit as shown.

4. With power ON, close the switch.

— 4\ WARNING

Line Voltage now present.

A.Ifthe compressor starts and continues to run, the cause
for failure is somewhere else in the system.

B. If the compressor fails to start - replace.

S-18 TESTING CRANKCASE HEATER (OP-
TIONAL ITEM)

The crankcase heater must be energized a minimum of four
(4) hours before the condensing unit is operated.

Crankcase heaters are used to prevent migration oraccumu-
lation of refrigerant in the compressor crankcase during the
off cycles and prevents liquid slugging or oil pumping on start

up.
A crankcase heater will not prevent compressor damage due
to a floodback or over charge condition.

4\ WARNING

Disconnect ALL power before servicing.

1. Disconnectthe heater lead in wires.

2. Usinganohmmeter, check heater continuity - should test
continuous. If not, replace.

The condition of the scroll flanks is checked in the following
manner.

1. Attach gauges to the high and low side of the system.
2. Start the system and run a “Cooling Performance Test.

If the test shows:
a. Below normal high side pressure.

b. Above normal low side pressure.
c. Low temperature difference across coil.
d. Low amp draw at compressor.

And the charge is correct. The compressor is faulty - replace
the compressor.

S-50 CHECKING HEATER LIMIT CONTROL(S)

(OPTIONAL ELECTRICHEATERS)

Each individual heater element is protected with an auto-
matic rest limit control connected in series with each
elementto preventoverheating of componentsin case of low
airflow. This limitcontrol willopenits circuit atapproximately
150°F. to 160°F and close at approximately 110°F.

4\ WARNING

Disconnect ALL power before servicing.

1. Remove the wiring from the control terminals.

Using an ohmmeter test for continuity across the nor-
mally closed contacts. No reading indicates the control
is open - replace if necessary. Make sure the limits are
cool before testing.

IF FOUND OPEN-REPLACE -DO NOT WIRE AROUND.
S-52 CHECKING HEATER ELEMENTS

Optional electric heaters may be added, in the quantities
shown in the spec sheet for each model unit, to provide
electric resistance heating. Under no condition shall more
heaters than the quantity shown be installed.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

Disassemble and remove the heating element(s).

2. Visually inspect the heater assembly for any breaks in
the wire or broken insulators.

3. Using an ohmmeter, test the element for continuity - no
reading indicates the element is open. Replace as
necessary.
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S-100 REFRIGERATION REPAIR PRACTICE

4\ DANGER

Always remove the refrigerant charge in a proper
manner before applying heat to the system.

When repairing the refrigeration system:

— 4\ WARNING

Disconnect ALL power before servicing.

1. Never open a system that is under vacuum. Air and
moisture will be drawn in.

2. Plug or cap all openings.

3. Remove all burrs and clean the brazing surfaces of the
tubing with sand cloth or paper. Brazing materials do not
flow well on oxidized or oily surfaces.

4. Cleantheinside of allnewtubingto remove oils and pipe
chips.

5. When brazing, sweep the tubing with dry nitrogen to
prevent the formation of oxides on the inside surfaces.

6. Complete anyrepairbyreplacingthe liquidline drierinthe
system, evacuate and charge.

BRAZING MATERIALS

Copper to Copper Joints - Sil-Fos used without flux (alloy
of 15% silver, 80% copper, and 5% phosphorous). Recom-
mended heat 1400°F.

Copper to Steel Joints - Silver Solder used without a flux
(alloy of 30% silver, 38% copper, 32% zinc). Recommended
heat - 1200°F.

S-101 LEAK TESTING
(NITROGEN OR NITROGEN-TRACED)

4\ WARNING

To avoid therisk of fire or explosion, never use
oxygen, high pressure air or flammable gases for leak
testing of arefrigeration system.
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4\ WARNING

To avoid possible explosion, the line from the
nitrogen cylinder must include a pressure regulator
and a pressure relief valve. The pressure relief valve
must be set to open at no more than 150 psig.

Pressure testthe system using dry nitrogen and soapy water
tolocate leaks. Ifyouwishto use aleak detector, charge the
system to 10 psi using the appropriate refrigerant then use
nitrogen to finish charging the system to working pressure,
then apply the detector to suspect areas. If leaks are found,
repairthem. After repair, repeat the pressure test. If noleaks
exist, proceed to system evacuation.

S-102 EVACUATION

— 4\ WARNING

REFRIGERANT UNDER PRESSURE!
Failure to follow proper procedures may cause
property damage, personal injury or death.

Thisisthe mostimportant part of the entire service procedure.
The life and efficiency of the equipmentis dependent uponthe
thoroughness exercised by the serviceman when evacuating
air (hon-condensables) and moisture from the system.

Air in a system causes high condensing temperature and
pressure, resulting in increased power input and reduced
performance.

Moisture chemically reacts with the refrigerant oil to form
corrosive acids. These acids attack motor windings and
parts, causing breakdown.

The equipmentrequired to thoroughly evacuate the systemis
ahigh vacuum pump, capable of producing a vacuum equiva-
lent to 25 microns absolute and a thermocouple vacuum
gauge to give a true reading of the vacuum in the system

NOTE: Neveruse the system compressor as avacuum pump
orrunwhen under a high vacuum. Motor damage could occur.

WARNING

Do not front seat the service valve(s) with the
compressor open, with the suction line of the
comprssor closed or severely restricted.

1. Connect the vacuum pump, vacuum tight manifold set
with high vacuum hoses, thermocouple vacuum gauge
and charging cylinder as shown.

2. Startthe vacuum pump and openthe shutoffvalve tothe
high vacuum gauge manifold only. After the compound
gauge (low side) has dropped to approximately 29 inches
of vacuum, open the valve to the vacuum thermocouple
gauge. See that the vacuum pump will blank-off to a
maximum of 25 microns. A high vacuum pump can only
produce a good vacuum if its oil is non-contaminated.
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3. Ifthevacuum pumpisworking properly, close the valve
to the vacuum thermocouple gauge and open the high
and low side valves to the high vacuum manifold set.
With the valve onthe charging cylinder closed, openthe
manifold valve to the cylinder.

4. Evacuatethe systemtoatleast29inches gauge before
opening valve to thermocouple vacuum gauge.

5. Continue to evacuate to a maximum of 250 microns.
Close valve to vacuum pump and watch rate of rise. If
vacuum does notrise above 1500 micronsinthreetofive
minutes, system can be considered properly evacu-
ated.

6. If thermocouple vacuum gauge continues to rise and
levels off at about 5000 microns, moisture and non-
condensables are still present. If gauge continues to
rise a leak is present. Repair and re-evacuate.

7. Closevalvetothermocouple vacuumgauge and vacuum
pump. Shut off pump and prepare to charge.

S-103 CHARGING

— 4\ WARNING

REFRIGERANT UNDER PRESSURE!

* Do not overcharge system with refrigerant.

* Do not operate unitin avacuum or at negative
pressure.

Failure to follow proper procedures may cause

property damage, personal injury or death.

— 4\ CAUTION

Only use refrigerant certified to AHRI standards. Used
refrigerant may cause compressor damage. The
manufacturer is not responsible for damage or the
need for repairs resulting from the use of unapproved
refrigerant types or used or recycled refrigerant. Most
portable machines cannot clean used refrigerant to
meet AHRI standards.

Charge the system with the exact amount of refrigerant.

Refer to the specification section or check the unit name-
plates for the correct refrigerant charge.

Aninaccurately charged system will causefuture prob-
lems.

1. Using a quality set of charging scales, weigh the proper
amountof refrigerant for the system. Allow liquid refriger-
ant only to enter the high side.

2. After the system will take all it will take, close the valve
on the high side of the charging manifold.

3. Startthe systemand charge the balance ofthe refrigerant
through the low side.

NOTE: R410A should be drawn out of the storage container
ordrum in liquid form due to its fractionation properties, but
should be "Flashed" to its gas state before entering the
system. There are commercially available restriction devices
thatfitinto the system charging hose setto accomplish this.
DO NOT charge liquid R410A into the compressor.

4. With the system still running, close the valve on the
charging cylinder. Atthistime, you may still have some
liquid refrigerant in the charging cylinder hose and will
definitely have liquid in the liquid hose. Reseatthe liquid
line core. Slowly open the high side manifold valve and
transferthe liquid refrigerant fromthe liquid line hose and
charging cylinder hose into the suction service valve port.
CAREFUL: Watch so that liquid refrigerant does not
enter the compressor.

Final Charge Adjustment

The outdoor temperature must be 60°F or higher. Set the
room thermostat to COOL, fan switch to AUTO, and set the
temperature control well below room temperature.

After system has stabilized per startup instructions, com-
pare the operating pressures and outdoor unit amp draw to
the numbers listed in the spec sheet manual. If pressures
and ampdraw are too low, add charge. If pressures and amp
draw are too high, remove charge. Check subcooling and
superheat as detailed in the following section.

5. With the system still running, remove hose and reinstall
bothvalve caps.

6. Check system for leaks.
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Due to their design, Scroll compressors are inherently more
tolerantof liquid refrigerant.

NOTE: Even though the compressor section of a Scroll
compressor is more tolerant of liquid refrigerant, continued
floodback or flooded start conditions may wash oil from the
bearing surfaces causing premature bearing failure.S-104
CHECKING COMPRESSOR EFFICIENCY

Thereason forcompressorinefficiencyis broken or damaged
suction and/or discharge valves, or scroll flanks on Scroll
compressors, reducing the ability of the compressorto pump
refrigerantvapor.

The condition of the valves or scroll flanks is checked in the
following manner.

1. Attach gauges to the high and low side of the system.
2. Start the system and run a Cooling Performance Test.
If the test shows-

= Below normal high side pressure.

= Above normal low side pressure.

= Lowtemperature difference across coil.
= Lowamp draw at compressor.

-andthe chargeis correct. The compressoris faulty - replace
the compressor.

S-104 CHECKING COMPRESSOR EFFICIENCY

The reason for compressor inefficiency is broken or damaged
scroll flanks on Scroll compressors, reducing the ability of
the compressor to pump refrigerant vapor.

During the "OFF" cycle, the high side pressure bleeds to the
low side through the fixed orifice restriction device. Check
equalization time as follows:

1. Attach agauge manifold to the suction and liquid line dill
valves.

2. Start the system and allow the pressures to stabilize.

Stop the system and check the time it takes for the high
and low pressure gauge readings to equalize.

If it takes more than seven (7) minutes to equalize, the
restrictor device is inoperative. Replace, install a liquid line
drier, evacuate and recharge.

S-106 OVERFEEDING

Overfeeding by the expansion valve results in high suction
pressure, cold suction line, and possible liquid slugging of the
compressor.

If these symptoms are observed:

1. Checkforan overcharged unit by referring to the cooling
performance charts in the spec sheet manual.

2. Checkthe operation ofthe power elementinthe valve as
explained in S-110 Checking Expansion Valve Operation.

3. Checkforrestricted or plugged equalizer tube.
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S-108 CHECKING SUPERHEAT

Refrigerantgasis considered superheated whenitstempera-
ture is higherthan the saturation temperature corresponding
toits pressure. The degree of superheat equalsthe degrees
oftemperature increase above the saturation temperature at
existing pressure. See Temperature - Pressure Chart .

— 4\ CAUTION

To prevent personal injury, carefully connect and
disconnect manifold gauge hoses. Escaping liquid
refrigerant can cause burns. Do not vent refrigerant
to atmosphere. Recover during system repair

or final unit disposal.

1. Run system at least 10 minutes to allow pressure to
stabilize.

2. Temporarily install thermometer on suction (large) line
near compressor with adequate contactand insulate for
best possible reading.

3. Refertothe superheattable provided for proper system
superheat. Add charge to lower superheat or recover
charge to raise superheat.

Superheat Formula = Suct. Line Temp. - Sat. Suct. Temp.

Ambient Condenser )
Return Air Temp. (°F Drybulb)
Inlet Temp
(°F Drybulb) 65 70 75 80 85
100 10 10
95 10 10 10
90 12 15 18
85 10 13 17 20
80 10 15 21 26
75 10 13 17 25 29
70 10 17 20 28 32
65 13 19 26 32 35
60 17 25 30 33 37
System Superheat
EXAMPLE:

a. Suction Pressure = 143
b. Corresponding Temp. °F. =50
c. Thermometer on Suction Line = 59°F.

To obtain the degrees temperature of superheat, subtract
50.0 from 59.0°F.

The difference is 9° Superheat. The 9° Superheat would fall
in the £ range of allowable superheat.
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S-109 CHECKING SUBCOOLING

Refrigerantliquid is considered subcooled whenitstempera-
ture is lower than the saturation temperature corresponding
toits pressure. The degree of subcooling equalsthe degrees
oftemperature decrease below the saturationtemperature at
the existing pressure.

1. Attachanaccurate thermometer or preferably athermo-
couple type temperature tester to the liquid line close to
the pressure switch.

2. Installahigh side pressure gauge onthe high side (liquid)
service valve at the front of the unit.

3. Record the gauge pressure and the temperature of the
line.

4. Comparethe hi-pressure reading to the "Required Liquid
Line Temperature" chartonthe preceding page. Find the
hi-pressure value onthe left column. Follow thatline right
tothe column under the design subcooling value. Where
the two intersect is the required liquid line temperature.

Alternately you can convertthe liquid line pressure gauge
reading to temperature by finding the gauge reading in
Temperature - Pressure Chartand reading to the left, find
the temperature in the °F. Column.

5. The difference between the thermometer reading and
pressure to temperature conversion is the amount of
subcooling.

Add charge to raise subcooling. Recover charge to lower
subcooling.

Subcooling Formula=Sat. Liquid Temp. - Liquid Line Temp.
EXAMPLE:

a. Liquid Line Pressure =417

b. Corresponding Temp. °F. =120°

¢. Thermometer on Liquid line = 109°F.

To obtain the amount of subcooling, subtract 109°F from
120°F.

The difference is 11° subcooling. See the specification sheet
for the design subcooling range for your unit.

See R410A Pressure vs. Temperature chart.
S-110 CHECKING EXPANSION VALVE
OPERATION

1. Removetheremote bulb of the expansion valve fromthe
suction line.

2. Start the system and cool the bulb in a container of ice
water, closing the valve. Asyou coolthe bulb, the suction
pressure should falland the suction temperature will rise.

3. Nextwarm the bulb in your hand. Asyou warm the bulb,
the suction pressure shouldrise and the suctiontempera-
ture will fall.

4. If a temperature or pressure change is noticed, the
expansionvalveis operating. Ifno change is noticed, the
valve is restricted, the power element is faulty, or the
equalizer tube is plugged.

5. Capturethecharge, replace the valve and drier, evacuate
andrecharge.

S-112 CHECKING RESTRICTED LIQUID LINE

When the system is operating, the liquid line is warm to the
touch. If the liquid line is restricted, a definite temperature
drop will be noticed atthe point of restriction. In severe cases,
frostwill form at the restriction and extend down the line inthe
direction of the flow.

Discharge and suction pressures will be low, giving the
appearance of an undercharged unit. However, the unit will
have normal to high subcooling.

Locate the restriction, replace the restricted part, replace
drier, evacuate and recharge.

S-113 OVERCHARGE OF REFRIGERANT

An overcharge of refrigerant is normally indicated by an
excessively high head pressure.

An evaporator coil, using an expansion valve metering device,
will basically modulate and control a flooded evaporator and
preventliquid refrigerant return to the compressor.

An evaporator coil, using a fixed orifice restrictor device
(flowrator) metering device, could allow liquid refrigerant to
return to the compressor under extreme overcharge condi-
tions.

Also with a fixed orifice restrictor device (flowrator) metering
device, extreme cases of insufficient indoor air can cause
icing of the indoor coil and liquid refrigerant return to the
compressor, but the head pressure would be lower.

There are other causes for high head pressure which may be
found in the "Service Problem Analysis Guide."

If other causes check outnormal, an overcharge or a system
containing non-condensables would be indicated.

If this system is observed:
1. Start the system.

2. Remove and capture small quantities of refrigerant as
fromthe suctionline accessfitting until the head pressure
is reduced to normal.

3. Observethe systemwhile running a cooling performance
test. If a shortage of refrigerant is indicated, then the
system contains non-condensables.
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Pressure vs. Temperature Chart
R-410A
PSIG °F PSIG °F PSIG °F PSIG °F PSIG °F PSIG °F
12 -37.7 114.0 37.8 216.0 74.3 318.0 100.2 420.0 120.7 522.0 137.6
14 -34.7 116.0 38.7 218.0 74.9 320.0 100.7 422.0 121.0 524.0 137.9
16 -32.0 118.0 39.5 220.0 75.5 322.0 101.1 424.0 1214 526.0 138.3
18 -29.4 120.0 40.5 222.0 76.1 324.0 101.6 426.0 121.7 528.0 138.6
20 -36.9 122.0 41.3 224.0 76.7 326.0 102.0 428.0 122.1 530.0 138.9
22 -24.5 124.0 42.2 226.0 77.2 328.0 102.4 430.0 1225 532.0 139.2
24 -22.2 126.0 43.0 228.0 77.8 330.0 102.9 432.0 1228 534.0 139.5
26 -20.0 128.0 43.8 230.0 78.4 332.0 103.3 434.0 123.2 536.0 139.8
28 -17.9 130.0 44.7 232.0 78.9 334.0 103.7 436.0 123.5 538.0 140.1
30 -15.8 132.0 45.5 234.0 79.5 336.0 104.2 438.0 123.9 540.0 140.4
32 -13.8 134.0 46.3 236.0 80.0 338.0 104.6 440.0 124.2 544.0 141.0
34 -11.9 136.0 47.1 238.0 80.6 340.0 105.1 442.0 124.6 548.0 141.6
36 -10.1 138.0 47.9 240.0 81.1 342.0 105.4 444.0 1249 552.0 142.1
38 -8.3 140.0 48.7 242.0 81.6 344.0 105.8 446.0 125.3 556.0 142.7
40 -6.5 142.0 49.5 244.0 82.2 346.0 106.3 448.0 125.6 560.0 143.3
42 -4.5 144.0 50.3 246.0 82.7 348.0 106.6 450.0 126.0 564.0 143.9
44 -3.2 146.0 51.1 248.0 83.3 350.0 107.1 452.0 126.3 568.0 144.5
46 -1.6 148.0 51.8 250.0 83.8 352.0 107.5 454.0 126.6 572.0 145.0
48 0.0 150.0 52.5 252.0 84.3 354.0 107.9 456.0 127.0 576.0 145.6
50 1.5 152.0 53.3 254.0 84.8 356.0 108.3 458.0 127.3 580.0 146.2
52 3.0 154.0 54.0 256.0 85.4 358.0 108.8 460.0 127.7 584.0 146.7
54 4.5 156.0 54.8 258.0 85.9 360.0 109.2 462.0 128.0 588.0 147.3
56 5.9 158.0 55.5 260.0 86.4 362.0 109.6 464.0 128.3 592.0 147.9
58 7.3 160.0 56.2 262.0 86.9 364.0 110.0 466.0 128.7 596.0 148.4
60 8.6 162.0 57.0 264.0 87.4 366.0 110.4 468.0 129.0 600.0 149.0
62 10.0 164.0 57.7 266.0 87.9 368.0 110.8 470.0 1293 604.0 1495
64 11.3 166.0 58.4 268.0 88.4 370.0 111.2 472.0 129.7 608.0 150.1
66 12.6 168.0 59.0 270.0 88.9 372.0 111.6 474.0 130.0 612.0 150.6
68 13.8 170.0 59.8 272.0 89.4 374.0 112.0 476.0 130.3 616.0 151.2
70 15.1 172.0 60.5 274.0 89.9 376.0 112.4 478.0 130.7 620.0 151.7
72 16.3 174.0 61.1 276.0 90.4 378.0 112.6 480.0 131.0 624.0 1523
74 17.5 176.0 61.8 278.0 90.9 380.0 113.1 482.0 131.3 628.0 152.8
76 18.7 178.0 62.5 280.0 91.4 382.0 113.5 484.0 131.6 632.0 1534
78 19.8 180.0 63.1 282.0 91.9 384.0 113.9 486.0 132.0 636.0 153.9
80 21.0 182.0 63.8 284.0 92.4 386.0 114.3 488.0 132.3 640.0 154.5
82 22.1 184.0 64.5 286.0 92.8 388.0 114.7 490.0 132.6 644.0 155.0
84 23.2 186.0 65.1 288.0 93.3 390.0 115.0 492.0 132.9 648.0 155.5
86 24.3 188.0 65.8 290.0 93.8 392.0 115.5 494.0 133.3 652.0 156.1
88 25.4 190.0 66.4 292.0 94.3 394.0 115.8 496.0 133.6 656.0 156.6
90 26.4 192.0 67.0 294.0 94.8 396.0 116.2 498.0 133.9 660.0 157.1
92 27.4 194.0 67.7 296.0 95.2 398.0 116.6 500.0 134.0 664.0 157.7
94 28.5 196.0 68.3 298.0 95.7 400.0 117.0 502.0 134.5 668.0 158.2
96 29.5 198.0 68.9 300.0 96.2 402.0 117.3 504.0 134.8 672.0 158.7
98 30.5 200.0 69.5 302.0 96.6 404.0 117.7 506.0 135.2 676.0 159.2
100 31.2 202.0 70.1 304.0 97.1 406.0 118.1 508.0 1355 680.0 159.8
102 32.2 204.0 70.7 306.0 97.5 408.0 118.5 510.0 135.8 684.0 160.3
104 33.2 206.0 71.4 308.0 98.0 410.0 118.8 512.0 136.1 688.0 160.8
106 34.1 208.0 72.0 310.0 98.4 412.0 119.2 514.0 1364 692.0 161.3
108 35.1 210.0 72.6 312.0 98.9 414.0 119.6 516.0 136.7 696.0 161.8
110 35.5 212.0 73.2 314.0 99.3 416.0 119.9 518.0 137.0
112 36.9 214.0 73.8 316.0 99.7 418.0 120.3 520.0 137.3

*Based on ALLIED SIGNAL Data
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SERVICING SUBCOOLING
REQUIRED LIQUID LINE TEMPERATURE
LIQUID PRESSURE REQUIRED SUBCOOLING TEMPERATURE (°F)

AT ACCESSFITTING (PSIG) 8 10 12 14 16 18
189 58 56 54 52 50 48
195 60 58 56 54 52 50
202 62 60 58 56 54 52
208 64 62 60 58 56 54
215 66 64 62 60 58 56
222 68 66 64 62 60 58
229 70 68 66 64 62 60
236 72 70 68 66 64 62
243 74 72 70 68 66 64
251 76 74 72 70 68 66
259 78 76 74 72 70 68
266 80 78 76 74 72 70
274 82 80 78 76 74 72
283 84 82 80 78 76 74
291 86 84 82 80 78 76
299 88 86 84 82 80 78
308 90 88 86 84 82 80
317 92 90 88 86 84 82
326 94 92 a0 88 86 84
335 96 94 92 90 88 86
345 98 96 94 92 90 88
354 100 98 96 94 92 a0
364 102 100 98 96 94 92
374 104 102 100 98 96 94
384 106 104 102 100 98 96
395 108 106 104 102 100 98
406 110 108 106 104 102 100
416 112 110 108 106 104 102
427 114 112 110 108 106 104
439 116 114 112 110 108 106
450 118 116 114 112 110 108
462 120 118 116 114 112 110
474 122 120 118 116 114 112
486 124 122 120 118 116 114
499 126 124 122 120 118 116
511 128 126 124 122 120 118
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S-114 NON-CONDENSABLES

If non-condensables are suspected, shut down the system
and allowthe pressuresto equalize. Waitatleast 15 minutes.
Compare the pressure to the temperature of the coldest coil
since this is where most of the refrigerant will be. If the
pressure indicates a higher temperature than that of the coil
temperature, non-condensables are present.

Non-condensables are removed from the system by first
removing the refrigerant charge, replacing and/or installing
liquid line drier, evacuating and recharging.

S-115 COMPRESSOR BURNOUT

When a compressor burns out, high temperature develops
causing the refrigerant, oiland motor insulation to decompose
forming acids and sludge.

If a compressor is suspected of being burned-out, attach a
refrigeranthose tothe liquid line dill valve and properly remove
and dispose of the refrigerant.

— 4\ NOTICE

Violation of EPA regulations may result in fines
or other penalties.

Now determine if a burn out has actually occurred. Confirm
by analyzing an oil sample using a Sporlan Acid Test Kit, AK-
3 orits equivalent.

Remove the compressor and obtain an oil sample from the
suction stub. If the oil is not acidic, either a burnout has not
occurred or the burnout is so mild that a complete clean-up
is not necessary.

If acid level is unacceptable, the system must be cleaned by
using the clean-up drier method.

— 4\ CAUTION

Do not allow the sludge or oil to contact the skin.
Severe burns may result.

NOTE: Daikindoes NOT approve the flushing method using
R-11refrigerant.

Suction Line Drier Clean-Up Method

The POE oils used with R410A refrigerant is an excellent
solvent. Inthe case of a burnout, the POE oils will remove any
burnout residue left in the system. If not captured by the
refrigerant filter, they will collect in the compressor or other
system components, causing a failure of the replacement
compressor and/or spread contaminants throughout the sys-
tem, damaging additional components.

The suction line filter drier should be installed as close to the
compressor suction fitting as possible. The filter must be
accessible and be rechecked for a pressure drop after the
system has operated for a time. It may be necessary to use
new tubing and form as required.
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NOTE: At least twelve (12) inches of the suction line
immediately out of the compressor stub must be discarded
due to burned residue and contaminates.

1. Removetheliquidline drierand expansion valve.

2. Purge all remaining components with dry nitrogen or
carbon dioxide until clean.

3 Install new components including liquid line drier.

Braze all joints, leak test, evacuate, and recharge sys-
tem.

5. Startuptheunitandrecordthe pressure drop acrossthe
drier.

6. Continue torunthe system fora minimum of twelve (12)
hours and recheck the pressure drop across the drier.
Pressure drop should not exceed 6 PSIG.

7. Continue torunthe system for several days, repeatedly
checking pressure drop across the suction line drier. If
the pressure drop never exceeds the 6 PSIG, the drier
has trapped the contaminants. Remove the suction line
drier from the system.

8. If the pressure drop becomes greater, then it must be
replaced and steps 5through 9 repeated untilitdoes not
exceed 6 PSIG.

NOTICE: Regardless, the cause for burnout must be deter-
mined and corrected before the new compressor is started.

S-200 CHECKING EXTERNAL STATIC
PRESSURE

The minimum and maximum allowable duct static pressure
is found in the Specifications Sheet Manual.

Too great of an external static pressure will result in insuffi-
cient air that can cause icing of the coil, whereas too much
air can cause poor humidity control, and condensate to be
pulled off the evaporator coil causing condensate leakage.
Too much air can cause motor overloading and in many
cases this constitutes a poorly designed system. To deter-
mine proper air movement, proceed as follows:

1. Using adraft gauge (inclined manometer) measure the
static pressure of the return duct at the inlet of the unit,
(Negative Pressure).

2. Measurethe static pressure of the supply duct, (Positive
Pressure).

3. Add the two readings together.

NOTE: Both readings may be taken simultaneously and
read directly on the manometer if so desired.

4. Consult proper table for quantity of air.

If the external static pressure exceeds the minimum or
maximum allowable statics, check for closed dampers, dirty
filters, undersized or poorly laid out ductwork.
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S-201 CHECKING TEMPERATURE RISE

Temperature rise is related to the BTUH output of the unit
and the amount of air (CFM) circulated over the heat
exchanger.

All units are designed for a given range of temperature
increase. This is the temperature of the air leaving the unit
minus the temperature of the air entering the unit.

The more air (CFM) being delivered through a given unitthe
less the rise will be; so the less air (CFM) being delivered,
the greatertherise. The temperature rise should be adjusted
inaccordance to a given unit specifications and its external
static pressure.

1. Check BTUH input to unit do not exceed input rating
stamped on rating plate.

2. Takeentering andleaving airtemperatures.

Select the proper speed tap or dip switch setting for
directdrive units.

4. For gas heat units, the airflow must be adjusted so that
the air temperature rise falls within the ranges given
stated on Data Plate by adjusting the variable pitch
sheave on the motor (see Blower Performance section
in appropriate Specifications Sheet Manual for correct
pulley adjustment).

5. Take motoramperage draw to determine that the motor
is notoverloaded during adjustments.

S-205 CHECKING BELT TENSION

NOTE: Section on high static tables may require afield motor
change.

BELTDRIVE

TENSIONAND ALIGNMENT ADJUSTMENT

Check drive for adequate run-in belt tension. Correct belt
tension is very important. A belt that is loose will have a
substantially shorter life, and a belt that is too tight may
cause premature motor and bearing failure. Correct belt
tension on these units can be checked by measuring the
force required to deflect the belt 1/8" at the midpoint of the
span length (Figure 21). Belttension force can be measured
using a belt tension checker, available through most belt
manufacturers. The correctdeflectionforceis 5 Ibs. foranew
belt and 3.5 Ibs. for a belt that has been run in. New belt
tension includes initial belt stretch. When new V-belts are
installed on a drive the initial tension will drop rapidly during
the firstfew hours. Check tension frequently during the first
24 hours of operation. Subsequent retensioning should fall
between the minimum and maximum force. To determine
the deflection distance from the normal position, use a
straightedge or stretch a cord from sheave to sheave to use
as a reference line. On multiple belt drives, an adjacent
undeflected belt can be used as a reference.

SPAN LENGTH ¢

FORce

A
(o]
\4

*Apply force to the center of the span.
t = Span length, inches

C = Center distance, inches

D = Larger sheave diameter, inches
d = Smaller sheave diameter, inches
h = Deflection height, inches

DRIVEBELTTENSIONADJUSTMENT

15&20 TON MODELS
SHEAVE DEFLECTION DEFLECTION
MODEL TYPE DIAMETER
v FORCE (Ibs) (i)
(in)
BELT | DRIVE Used | New

15Ton | B,BA | Standard | 43t05.5 | 5.5+.5 | 82+.5 | 1/4+1/16
20T

°" | B BA | standard | 4.3t05.5 | 5.5+4.5 | 82+.5 | 1/4+1/16
25 Ton

RECOMMENDED POUNDS OF FORCE PER BELT

S-206 INDOOR FAN ROTATION CHECK

Evaporator Fan Rotation Check (Three Phase Models
Only)

Checkthat fan rotates clockwise when viewed from the drive
side of unit and in accordance with rotation arrow shown on
blower housing. Ifitdoes not, reverse any two incoming power
cables at Single Point Power Block. In this case, repeat
bearing check.

Do not attempt to change load side wiring. Internal wiring
assures all motors and compressors will rotate in correct
direction once evaporator fan motor rotation check has been
made.
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S-207 MOTOR SHEAVE ADJUSTMENTS

VL, VM & 2vp VARIABLE PitcH KEY TyPE MoTOR
SHEAVES

The driving and driven motor sheaves should be in alignment
with each other and the shafts parallel.

VL & VM SHEAVES ADJUSTMENT
1. Loosen set screw “B” using a 5/32" Allen key.

2. Making half or full turns from closed position, adjust
sheave pitch diameter for desired speed. DO NOT
OPENMORE THAN SIXFULL TURNS.

3. Tighten set screw “B” securely over flat.

4. Carefully puton belts and adjust belttension. DONOT
FORCE BELTS OVER GROOVES.

5. Ensure all keys are in place and the set screws tight
before starting drive. Recheck set screws and belt
tension after 24 hours service.

NOTE: Future adjustments should be made by loosening
the belt tension and increasing or decreasing the pitch
diameter of the sheave by half or full turns as required.
Readjust belt tension before starting drive.

[} ~urg
i ai

VL& VM

NOTE: Do not operate sheave with flange projecting
beyond the hub end.

S-300 TESTING PRIMARY LIMIT CONTROL

DCG units use a snap-disk type primary limit device.
Sometimes referred to as "staton a stick". The limit setting
is fixed and must not be readjusted in the field.
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Volt / Ohm

Meter
? o=

TESTING PRIMARY LIMIT CONTROL
Referto the specification section to determine the proper limit
cutout temperature for the model being serviced.

In all instances the limit control is wired in series with the
ignition control.

If the temperature within the furnace should exceed this
setting, the control will open, de-energizing the ignition
control which in turn will open the electrical circuit to the gas
valve.

The control will automatically reset when the temperature
within the combustion chamber is sufficiently lowered.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so

may cause property damage, personal injury‘
or death.

1. Remove electrical power to unit. Some units may have
more than one source of power.

2. Remove the wires from the limit control terminals.

3. Using an ohmmeter, test for continuity across the two
terminals.

If limit test open allow unit to cool and retest.

5. If still open, replace the control.

S-301 TESTING AUXILIARY LIMIT

The auxiliary limit control is a preset nonadjustable control
mounted in the blower compartment area.

It is connected in series with the rollout switch wiring to the
gasvalve. Ifitstemperature should be exceeded, itwill open,
interrupting the voltage to the gas valve causing it to open.

An additional limit (primary limit) control is required for safety
control of high temperature within the furnace or ductwork.



SERVICING

AUXILIARY LIMIT SWITCH
PLACEMENT FOR
BELT DRIVE MODELS

=

XILIARY LIMIT SWITCH

PLACEMENT FOR
DIRECT DRIVE MODELS

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

¥

1. Remove the wires from the auxiliary limit control termi-
nals.

2. Using an ohmmeter, test for continuity across the two
terminals. Noreadingindicatesthe controlis open. Push
the red reset button, test again - if still open, replace the
control.

3. If limit tests open, allow unit to cool and retest.
If still open, replace the control.

VOLT / OHM
METER

Pa)

1S,

TESTING AUXILIARY LIMIT CONTROL

S-302 CHECKING FLAME ROLLOUT SWITCH

DCG unitsare equipped with atemperature-activated manual
resetcontrol. This controlis mounted to the manifold assem-
bly andis wiredin series with the auxiliary limitand gas valve.
The controlis designed to open should aflameroll outoccur.
An over firing condition or flame impingement on the heat
shield can also cause the control to open.

If the rollout control has opened, the circuit between the
ignition control and gas valve will be interrupted and the
ignition control module will go into lockout. The servicer
should reset the ignition control by opening and closing the
thermostat circuit. The servicer should look for the ignitor
glowing whichindicates there is power to the ignition control.
The servicer should measure the voltage between each side
of the rollout control and ground while the ignition control is
try to power the gas valve.

T

VOLT /OHM
METER

COLOR
IDENTIFYING
TAB
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CHECKING FLAME ROLLOUT SWITCH

Limit Switch Operation (Applies to Primary, Auxiliary,
and Roll Out Limits) DSl systems.

Ifalimitswitch opens, the indoor blower is energized on heat
speed and the induced draft blower is energized. The LED
on the control flashes "4" to indicate an open limit switch.
The blower and inducer remain on while the limit switch is
open. The gasvalveis de-energized. Power to the thermo-
stat "R" is removed while the limit switch is open.

When the limit switch re-closes, the induced draft motor runs
throughits post purge and the indoor blower goes through the
heat off delay.

If a call for heat exists when the limit switch re-closes, the
control goesthrough a pre-purge period and then makes an
ignition attempt. Theindoor blower remains on (for the delay
off time) during the re-ignition attempt.

1. Ifnovoltage is measured on either side of control it
indicates ignition control or wiring to control problem.

2. Ifvoltage is measured on one side of the control and
not the other, it indicates the control is open.

3. If voltage is measured on both sides of the control the
wiring to gas valve or valve is at fault.

Servicing procedure with furnace not firing.

1. Confirm that the outer door was in place and all screws
tightened. (No leaks under the door.)

2. Check to see if any damage was done to the furnace
especially the wiring.

3. Confirmthatheatexchangeris notobstructed by feeling
fordischarge air fromthe flue hood when the combustion
blower is running but the unit is not firing.

Ifthe above steps do not suggest the reason the control has
tripped the furnace should be fired.

Remove the heating compartmentdoor.

Turn of the power or open the thermostat circuit.

3. Reset the rollout control.

4. Turn power on and put the unit into a call for heating.

L

— 4\ CAUTION

Flame rollout could occur. Keep face and hands a
safe distance from burner area.

5. Look under the heat shield as the unit is running.
Flames should be drawn into firing tubes.

a. Ifonlyoneburnersflameisnotdrawnintothetube,
that tube is restricted.

b. If, without the air circulation blower running, all
flames are not drawn into the tubes either the
collector box, combustion blower, or flue outletis
obstructed. Ifthe combustion blower or flue outlet
is obstructed, the pressure switch should have
opened preventing the unitfromfiring, also inspect
the unit pressure switch and wiring.
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c. Ifthe burnerflameis not drawn into the tube only
when the air circulation blower is running, then a
cracked heat exchanger tube is present.

S-303 TESTING INDUCER MOTOR

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

¥

1. Disconnect the motor wire leads from its connection
point at integrated ignition control module.

2. Using and ohmmeter, testfor continuity between each of
the motor leads.

3. Touch one probe of the ohmmeter to the motor frame
(ground) and the other probe in turn to each lead.

Ifthe windings do not test continuous or areading is obtained
to ground, replace the motor.

4. After completing check and/or replacement of induced
draft blower motor.

5. Turnonelectrical power and verify proper unit operation.

S-304 TESTING GAS VALVE
Direct Spark Ignition (DSI) Systems

TWO STAGE MODELS ONLY: A two-stage combination
redundant operator type gas valve which provides allmanual
and automatic control functions required for gas fired heating
equipmentis used.

The valve provides control of main burner gas flow, pressure
regulation, and 100 percent safety shut-off.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failure to do so
may cause property damage, personal injury
or death.

v

1. Ensure gas valve and main gas supply are on.

Using a voltmeter, check from C and M on gas valve for
24 voltsto gas valve.

3. If24voltsare presentand no gasflowsthroughthevalve,
replacevalve.
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Regulator Cover Screws
(Reg. Adj. Beneath these screws)

High Fire
3 - Adjust
”F v Low Fire
2 ';"» il i Adjust
§
INLET B> 8w OUTLET B>

=
()
Gas Valve

On/Off Switch

WHITE-RODGERS 36H54 PRESSURE
ADJUSTMENTS

Gas Valve
On/Off Knob

INLET

Low Stage High Stage
Adjustment Adjustment
Under Vent Cap Under Vent Cap

HONEYWELL 0151M00015 PRESSURE
ADJUSTMENTS

S-305 CHECKING MAIN BURNERS

The mainburners are used to provide complete combustion
ofvarious fuelsin alimited space, and transfer this heat of the
burning process to the heat exchanger.

Properignition, combustion, and extinction are primarily due
to burner design, orifice sizing, gas pressure, primary and
secondary air, vent and proper seating of burners.

BECKETT BURNER

4h WARNING

Disconnect gas and electrical power supply.

In checking main burners, look for signs of rust, oversized and
undersized carry-over ports restricted with foreign material,
etc.

S-306 CHECKING ORIFICES

A predetermined fixed gas orifice is used in all of these
furnaces. That is an orifice which has a fixed bore and
position.

GAS
STREAM

DENT OR
BURR

GAS '\

STREAM B

/

The length of Dimension "A" determines the angle of Gas
Stream Defraction, "B".

A dent or burr will cause severe deflection of gas stream.

Noresizing should be attempted until all factors are taken into
consideration such as inlet manifold gas pressure, align-
ment, and positioning, specific gravity and BTU content of the
gas being consumed.

The onlytime resizingis required iswhen areductioninfiring
rate is required for an increase in altitude.

Orifices should be treated with care in order to prevent
damage. They should be removed and installed with a box-
end wrench in order to prevent distortion. In no instance
should an orifice be peened over and redrilled. This will
change the angle or deflection of the vacuum effect or
entraining of primary air, which will make it difficult to adjust
the flame properly. This same problem canoccur ifan orifice
spud of a different length is substituted.

|—AWARN|NG
D

isconnect gas and electrical power supply.
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1. Check orifice visually for distortion and/or burrs.

2. Check orifice size with orifice sizing drills.

3. Ifresizing is required, a new orifice of the same physical
size and angle with proper drill size opening should be
installed.

S-307 CHECKING GAS PRESSURE

Gas inlet and manifold pressures should be checked and
adjusted in accordance to the type of fuel being consumed.

|—AWARN|NG ‘
D

isconnect gas and electrical power supply.

1. Connect a water manometer or adequate gauge to the
inlet pressure fitting of the gas valve.

2. Removethe pressure tap fitting atthe manifold if provided
orcheckatthe gas valve outletfittingand connect another
manometer or gauge.

OUTLET (MANIFOLD)

PRESSURE

HOSEFITTING OUTLET (MANIFOLD)

(FIELD SUPPLIED) PRESSURE MANOMETER
] (FJELD SUPPLIED)

NOTE!

INLET (SUPPLY
( ) MANIFOLD PRESSURE

PRESSURE

HOSEFITTING \.. IS TO BE BETWEEN
= g 3.2 & 3.7 NATURAL AND

(FIELDSUPPLED i 10.0 & 11.0 INCHES L.P.

HIGH FIRE OR
SINGLE STAGE AND
BETWEEN

1.7 AND 2.3 INCHES
NATURAL

7.0 &8.0 INCHES
LOW STAGE

INLET (SUPPLY) PRESSURE MANOMETER
(FIELD SUPPLIED)

NOTE! SUPPLY PRESSURE

IS TO BE BETWEEN 5.0 & 7.0 INCHES NATURAL
AND 11.0 & 14.0 INCHES L.P. WITH THE FURNACE
OPERATING.

TWO-STAGE H VALVE
MEASURING INLET AND MANIFOLD GAS PRESSURE

Gas Valve
On/Off Knob INLET

Open to
Open to
Al?'nosphers < - — Atmosphere

Low Stage High Stage
Manifold Adjustment Adjustment Inlet Pressure
Pressure Under Vent Cap Under Vent Cap

HONEYWELL 2 STAGE GAS VALVE

54

With Power ON:

— 4\ WARNING

Line Voltage now present.

3. Put unit into heating cycle and turn on all other gas
consuming appliances.

ForNATURAL GAS:
a. Inlet pressure should be a nominal 7" w.c.

b. (2stage heatmodelsonly) Manifold pressure on
low stage should be 2.0" w.c. + 3" w.c.

c. Manifold pressure for single stage heat models
and 2 stage heat models on high stage should
be 3.5” + .3"w.c.

For PROPANE GAS:
a. Inletpressure should be a nominal 11" w.c.

b. (2stage heatmodlesonly) Manifold pressure for
2 stage heating models on low stage should be
6" w.c.

c. Manifold pressure for single stage heat models
and 2 stage heat models on high stage should
be 10" w.c.

MANIFOLD GAS PRESSURE
2 Stage Heat Models

Gas ﬁange Nominal

Natural Low Stage 1.6-22"w.c. |2.0"w.cC.

atura High Stage 3.2-38"w.c. |3.5"w.c.

Propane Low Stage 5.7-6.3"w.c. |6.0"w.c.
P High Stage 9.7-10.3"w.c. | 10.0" w.c.

If operating pressures differ from chart, make necessary
pressure regulator adjustments, check piping size, etc.,
and/or consult with local utility.

S-308 CHECKING FOR DELAYED IGNITION

Delayed ignition is a delay in lighting a combustible
mixture of gas and air which has accumulated in the
combustion chamber.

When the mixture does ignite, it may explode and/or rollout
causing burning inthe burner venturi.

If delayed ignition should occur, the following should be
checked:

1. Improper gas pressure - adjust to proper pressure.
(See S-307)

2. Improper burner positioning - burners should be in
locating slots, level front to rear and left to right.

3. Carry over (lighter tube or cross lighter) obstructed -
clean.

4. Mainburner orifice(s) deformed, or out of alignment to
burner-replace.
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S-309 CHECKING FOR FLASHBACK

Flashback will also cause burning in the burner venturi, but
is caused by the burning speed being greater than the gas-
air flow velocity coming from a burner port.

Flashback may occur at the moment of ignition, after a
burner heats up or when the burner turns off. The latter is
known as extinction pop.

Since the end results of flashback and delayed ignition can
be the same (burning inthe burner venturi) a definite attempt
should be made to determine which has occurred.

If flashback should occur, check for the following:

1. Impropergas pressure - adjustto proper pressure. See
S-307.

2. Checkburnerforproperalignmentand/orreplace burner.
3. Improper orifice size - check orifice for obstruction.

S-310 CHECKING PRESSURE CONTROL

A pressure control device is used to measure negative
pressure at the induced draft blower motor inlet to detect a
partial or blocked flue.

Pressure Switch Operation (DSI Direct Spark System)

The pressure switchisignored unlessthere is a call for heat.
Whenthe control receives a call for heat, the control checks
to see that the pressure switch is open. If the control sees
that the pressure switch is closed before the induced draft
blower is energized, the LED will flash a code of "2" (to
indicate the pressure switch is stuck closed) and the
inducer will remain off until the pressure switch opens.

If the pressure switch opens before the ignition period, the
induced draft blower will remain on and the control will stay
in pre-purge until the pressure switch is closed for an entire
15second pre-purge period. The LED will flash acode of 3"
to indicate open pressure switch.

If the pressure switch opens after the gas valve has been
energized, the control will de-energize the gas valve and run
the indoor blower through the heat off delay. The inducer
stays on until the pressure switch re-closes. Then the
control makes another ignition attempt.

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failureto do so
may cause property damage, personal injury
or death.

1. Remove wires from the electrical terminals.

2. Using a VOM check from Common to NO (Normally
Open) - should read open.
If switch reads as noted proceed to Step 3, otherwise
replace control.
3. Remove the pressure control hose from the control and
interconnect with an inclined manometer as shown:

PRESSURE SWITCH

INCLINED
MANOMETER

Reconnect wires to the Common and NO terminals.

With Power ON:

— 4\ WARNING

Line Voltage now present.

4. Energize furnace for heating cycle. The induced draft
blower motor will begin to run. The inclined manometer
should read approximately -1.2" £ 0.3" W.C with no
combustion.

5. Remove and checkthetwo electrical wires and using the
VOM check from Common to NO (Normally Open), it
should read closed (with I.D. motor running). If not as
above, replace pressure control.

6. Reconnect all wires to the control and place in heating
cycle.

7. Asthe unitfires on high stage, the inclined manometer
negative pressure will drop to -0.9" + 0.3" W.C.

8. If not as listed, replace control.

Note: the pressure switch must be mounted with the
diaphragm in a vertical position.

S-311 HIGH ALTITUDE APPLICATION

IMPORTANT NOTE: The gas/electric units naturally derate
with altitude. Do not attempt to increase the firing rate by
changing orifices or increasing the manifold pressure. This
can cause poor combustion and equipment failure. At all
altitudes, the manifold pressure must be within 0.3 inches
W.C. of that listed on the nameplate for the fuel used. At all
altitudes and with either fuel, the air temperature rise must
be within the range listed on the unit nameplate. Refer to
the Installation Manual provided with the LP kit for conversion
from natural gas to propane gas and for altitude adjustments.

When this package unit is installed at high altitude, the
appropriate High Altitude orifice kit must be installed. As
altitude increases, there is a natural reductionin the density
of both the gas fuel and combustion air. This kit will provide
the proper design certified input rate within the specified
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altitude range. High altitude kits are not approved for use in
Canada. For installations above 2,000 feet, use kit
HAKT36300. The HAKT36300 kit is used for both Natural
and LP gas at high altitudes.

Use LPKT180300A propane conversion kit for propane
conversions ataltitudes below 2000 feet. Natural gas instal-
lations below 2000 feet do not require a kit.

For propane conversions above 2000 feet, high altitude kit
HAKT36300 is required in addition to LPKT180300A pro-
pane conversion kit.

NATURAL GAS AND LP GAS INSTALLATIONS AT ALTITUDES > 2000 FT.

flashes code "2" and waits for the pressure switch to
close. Once the pressure switch is closed, the LED
stops flashing and the control begins timing the 15
second pre-purge.

Blower Off Delay Settings

Lo

speed up

© 004

31 onsoubeia

S-313 TESTING IGNITION CONTROL MODULE

NOTE: Failure to earth ground the unit, reversing the neutral
and hot wire connection to the line (polarity), or a high
resistance connection in the ground or neutral lines may
cause the control to lockout due to failure to detect flame.

— 4\ WARNING

HIGH VOLTAGE

Wiring to this unit must be properly
polarized and grounded. Disconnect ALL
power before installing or servicing this unit.

v

Multiple power sources may be present.

The ground wire must run from the unit all the way back to
the electrical panel. Proper grounding can be confirmed by
disconnecting the electrical power and measuring resis-
tance betweenthe neutral (white) connection and the burner
closesttothe flame sensor. Resistance should be lessthan
10 ohms.

DSIDirect Spark Ignition Systems

NORMAL SEQUENCE OF OPERATION (DSI Direct Spark
Ignition System)

1. Thermostatcallsforheatby energizing "W". The control
checks the pressure switch for open condition. If the
pressure switch is closed the control will flash code "3"
and wait for the pressure switch to open.

2. The induced draft motor is energized and the control
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HIGH 35,000 BTUH NAT/33,000 BTUH/L .P.
INPUT/BURNER | ALTITUDE ELEVATION ABOVE SEA-LEVEL (FEET)
KIT 2000 | 3000 | 4000 | 4500 | 5000 | 6000 | 7000 | 8000
us.
BURNER ORIFICE | HAKT36300 [ 35/53 [ 36/53 [ 36/53[ - [ 37/53 37/53| 38/53 | 30/54
CANADA
BURNER ORIFICE | HAKT36300 [ 35/53( - - | 30154
HIGH 50,000 BTUH NAT/45,000 BTUH/L P.
INPUT/BURNER | ALTITUDE ELEVATION ABOVE SEA-LEVEL (FEET) DSI Control Board
KIT 2000 | 3000 | 4000 | 4500 | 5000 | 6000 | 7000 | 8000
BURNE%%RIFICE HAKT36300 | 29/48 | 30/48 | 30/49| - | 30/49| 30149 31/50 | 31/50 3. The controlenerglzgsthesp_ark|gn|terand gasvalve_for
7 seconds. If flame is established, the control goes into
CANADA
BURNER ORIFICE | HAKT36300 [20/48] - [ - |31/50 a 30 second heat on delay.

4. Theindoor blower is energized atthe heat speed after a
30 second on delay.

5. The control monitors the safety circuitinputs, flame, and
thermostat during operation.

6. When the thermostat is satisfied, the gas valve is de-
energized and the induced draft blower remains onfora
29 second post purge. The indoor blower remains on for
the selected heat blower off delay (90, 120, or 150
seconds). Indoor blower off timing begins when thermo-
stat call for heat ends.

Testing Direct Spark Ignition (DSI) systems

Thermostat calling for heat (15 second prepurge time and 7
second trial for ignition).

1. Checkfor230VAC from L1 terminal of controlmodule to
L2. Novoltage - check wire connections, continuity, etc.

2. Check for 24 VAC at "R" to "C" thermostat terminals.

a. Novoltage-check3amp automotive type fuse on
controlboard. A blown fuse would indicate a short
in the 24 VAC circuit (thermostat or limit circuit).

b. Voltage Present - check limit, auxiliary limit and
rollout (S-300, S-301 and S-302). If limit, auxiliary
limitandrolloutare closed, then checkfor24 VAC
at the gas valve terminals.

No 24 VAC at gas valve - replace Control board.



SERVICING

TROUBLESHOOTING

IeNiTioN ConTROL ERROR CODES

The following presents probable causes of questionable unit
operation. Refer to Diagnostic Indicator Chart for an
interpretation of the signal and to this section for an explana-
tion.

Remove the control box access panel and note the number
of diagnostic LED flashes. Refer to Diagnostic Indicator
Chart for aninterpretation of the signal and to this section for
an explanation.

Internal Control Failure

If the integrated ignition control in this unit encounters an
internal fault, it will go into a “hard” lockout and turn off the
diagnostic LED. Ifdiagnostic LED indicates an internal fault,
check power supply to unitfor proper voltage, checkall fuses,
circuitbreakers and wiring. Disconnect electric power for five
seconds. If LED remains off after restoring power, replace
control.

ABNORMAL OPERATION - HEATING CODES

External Lockout (1 FLASH CODE)

An external lockout occurs if the integrated ignition control
determines that a measurable combustion cannot be estab-
lished within three (3) consecutive ignition attempts. If flame
is not established withinthe seven (7) second trial for ignition,
the gasvalve is deenergized, 15 second inter-purge cycle is
completed, and ignition is reattempted. The control will
repeatthis routine three times ifameasurable combustionis
notestablished. The control will then shut off the induced draft
blower and go into a lockout state.

If flame is established but lost, the control will energize the
circulator blower at the heat speed and then begin a new
ignition sequence. If flame is established then lost on
subsequent attempts, the control will recycle for four (4)
consecutive ignition attempts (five attempts total) before
locking out.

The diagnostic fault code is 1 flash for a lockout due to failed
ignition attempts or flame dropouts. The integrated control
will automatically reset after one hour, or it can be reset by
removing the thermostat signal or disconnecting the electri-
cal power supply for over five seconds. If the diagnostic LED
indicates an external lockout, perform the following checks:

» Check the supply and manifold pressures
» Check the gas orifices for debris

» Check gas valve for proper operation

» Check secondary limit

A dirty filter, excessive duct static, insufficient air
flow, a faulty limit, or a failed circulator blower can
cause this limitto open. Check filters, total external
duct static, circulator blower motor, blower motor
speed tap (see wiring diagram), and limit. An
interruption in electrical power during a heating cycle
may also cause the auxiliary limit to open. The
automatic reset secondary limitis located on top of
the circulator blower assembly.

e Check rollout limit

Ifthe burner flames are not properly drawn into the
heat exchanger, the flame rollout protection device
willopen. Possible causes are restricted or blocked
flue passages, blocked or cracked heat exchanger,
afailedinduced draft blower, orinsufficient combus-
tion air. The rollout protection device is a manual
resetlimitlocated onthe burner bracket. The cause
of the flame rollout must be determined and cor-
rected before resetting the limit.

* Check flame sensor

A drop in flame signal can be caused by nearly
invisible coating onthe sensor. Remove the sensor
and carefully clean with steel wool.

e Checkwiring
Check wiring for opens/shorts and miswiring.

IMPORTANT: If you have to frequently reset your gas/
electric package unit, it means that a problem exists that
should be corrected. Contact a qualified servicer for
furtherinformation.

Pressure Switch Stuck Open (2 FLASH CODE)

A pressure switch stuck open can be caused by a faulty
pressure switch, faulty wiring, a disconnected or damaged
hose, a blocked or restricted flue, or a faulty induced draft
blower.

Ifthe control senses an open pressure switch during the pre-
purge cycle, theinduced draft blower only will be energized.
Ifthe pressure switch opens afterignition has begunthe gas
valve is deenergized, the circulator blower heat off cycle
begins, and the induced draft blower remains on. The
diagnostic fault code is two flashes.

Pressure Switch Stuck Closed (3 FLASH CODE)

A stuck closed pressure switch can be caused by a faulty
pressure switch or faulty wiring. If the control encounters a
pressure switch stuck closed, the induced draft blower
remains off. The diagnostic LED code for this faultis three
(3) flashes.

Open Thermal Protection Device (4 FLASH CODE)

Ifthe primary limit switch opens, the gas valve isimmediately
deenergized, the induced draft and air circulating blowers
are energized. Theinduced draft and air circulator blowers
remain energized until the limit switch recloses. The
diagnostic fault code for an open limit is four (4) flashes.

A primary limit will open due to excessive supply air
temperatures. This canbe caused by adirtyfilter, excessive
duct static, insufficientair flow, or a faulty limit. Checkfilters,
total external duct static, blower motor, blower motor speed
tap (see wiring diagram), and limit. This limit will automati-
cally reset once the temperature falls below a preset level.

Flame Detected with Gas Valve Closed (5 FLASH CODE)

If flame is detected with the gas valve deenergized, the
combustion and air circulator blowers are energized. The
diagnosticfaultcode isfive (5) flashes for this condition. The
control can be reset by removing the power supply to the unit
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SERVICING

or it will automatically reset after one hour. Miswiring is the
probable cause for this fault.

ABNORMAL OPERATION - CooLING CODES

Short Cycle Compressor Delay (6 FLASH CODE)

The automatic ignition control has a built-in feature that
prevents damage to the compressor in short cycling situa-
tions. Inthe event ofintermittent power losses or intermittent
thermostat operation, the ignition control will delay output to
the compressor contactor for three minutes from the time
power is restored. (Compressor is off a total of three
minutes). The diagnostic LED will flash six (6) times to
indicate the compressor contactor output is being delayed.

NOTE: Some electronic thermostats also have a built-in
compressor short cycle timer that may be longer than the
three minute delay given above. If you are using an
electronic thermostat and the compressor has not started
after three minutes, wait an additional five minutes to allow
the thermostat to complete its short cycle delay time.

NOTE: The flash rate is 0.25 seconds on, 0.25 seconds
off, with a 2-second pause between codes.

S-314 CHECKING FLAME SENSOR

Aflame sensing device is used in conjunction with the ignition
control module to prove combustion. If amicroamp signalis
not present the control will de-energize the gas valve and
"retry” for ignition or lockout.

DSIDirect Spark Ignition Systems

— 4\ WARNING

HIGH VOLTAGE!

Disconnect ALL power before servicing
or installing this unit. Multiple power
sources may be present. Failureto do so

may cause property damage, personal injury‘
or death.
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1. Disconnectthe flame sensorwire fromterminal FS ofthe
ignition control module.

Flame
Sensor

Flame Sensor

2. Connect a microamp meter in series with this wire and
terminal FS.

3. Be sure the negative side of the meter is to the wire and
the positive of the meter is to terminal FS.

Turnon Power.

e

— 4\ WARNING

Line Voltage now present.

With Power ON, Place the unit into a heating cycle.

6. As soon as flame is established a microamp reading
should be evident once proof of flame (microamp reading)
is established, the hot surface ignitor will be de-ener-
gized.

The microamp reading should be 4 - 6 microamps.

8. If the microamp current is less than 0.5 microamp the
control will lockout and flash a code of 1 flash after
attempting to reestablish flame sense.

9. Ifthe microamp reading is less than the minimum speci-
fied, check for high resistance wiring connections, the
distance (3/16") between the sensor and burner, flame
sensor connections, dirty flame sensor or poor ground-
ing.

If noreading, check for continuity on all components and
if good - replace ignition control module.

NOTE: Contaminated fuel or combustion air can create a
nearly invisible coating on the flame sensor. This coating
works as an insulator causing a loss in the flame sense
signal. If this situation occurs the flame sensor must be
cleaned with steel wool. Do not use sand paper, the silicone
in sand paper will further contaminate the sensor.

10.



ACCESSORIES

DAIKIN COMMERCIAL PACKAGE UNIT ACCESSORIES

Accessory Number Description Model Size
**HSKT180* High Static Kit 15 Ton
FFHSKT240* High Static Kit 20 Ton
**HSKT300* High Static Kit 25 Ton

**HSKTW180* High Static Kit - 2 Speed 15 Ton
**HSKTW240* High Static Kit - 2 Speed 20 Ton
***HSKTW300* High Static Kit - 2 Speed 25 Ton
HEHK* Heater Kit 15-25 Ton
14CURB180300 Roof Curb 14" Tall 15-25 Ton
CDK180 Concentric Duct Kit 15 Ton
CDK240 Concentric Duct Kit 20 Ton
CDK300 Concentric Duct Kit 25 Ton
D25FD180300 25% Manual Fresh Air Damper 15-25 Ton
D25MFD180300 25% Motorized Fresh Air Damper 15-25 Ton
DBRD3672 Daikin Barometric Relief Damper All Models
DDNECGNJ18030082 Downflow Jade Economizer All Fuels 1525 Ton
(MCDANIEL METALS)
103661182 Downflow Economizer (ROOFTOP SYSTEMS) 15-25 Ton
2 Downflow Economizer (for models with DDC Control)
10366D11B (ROOFTOP SYSTEMS) 15-20 Ton
DNBBS180240 Burglar Bar Sleeves Includes Supply and Return All Models
DPE1803002 Power Exhaust (208/230v) 15-25 Ton
DPE1803004 Power Exhaust (460v) 15-25 Ton
DPE1803007 Power Exhaust (575V) 15-25 Ton
3PMKO1 3-Phase Monitor (for models with DDC Control) 15-20 Ton
3PMNDKO1 3-Phase Monitor (Non-DDC Control models) 15-25 Ton
DFSKT02 Dirty Filter Kit (for models with DDC Control) 15-20 Ton
FSKO1A Freeze Stat Kit 15-20 Ton
FSKO02A Freeze Stat Kit 25 Ton
GHRC-1 Hurricane Restraint Clip All Models
HAKT36300 High Altitude Kit All Models
HZCURB180240ED Horizontal Roof Curb End Discharge 15-25 Ton
HZCURB180240SDN Horizontal Roof Curb Side Discharge Non-Senice Side 15-25 Ton
HZCURB180240SDS Horizontal Roof Curb Side Discharge Senice Side 15-25 Ton
LAKTO3 Low Ambient Kit 15-20 Ton
LAKTO5 Low Ambient Kit 25 Ton
DLAKTO3 Low Ambient Kit (for models with DDC Control) 15-20 Ton
LPKT180300A LP Conversion Kit 15-25 Ton
220-GX-03 Flue Extension Kit 15-20 Ton

** Complete listing of EHK kits listed on electrical data page in DCC manuals
***NOTE: High static airflow requires installation of high static kit (HSKT180 or 240 or 300)

1 If this economizer is used for factory or field installed and pow er exhaust is also required, please use appropriate pow er exhaust:

DPE36722, DPE36724, DPE36727.

2 If this economizer is used for factory or field installed and pow er exhaust is also required, please contact RRS Rooftop Systems

directly for more information and ordering accessories.
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DAIKIN COMMERCIAL PACKAGE UNIT DDC CONTROLS

WATTMASTER / DAIKIN PART NUMBER

DESCRIPTION

OE377-26B-00001 / PCBCG100

DDC Controller

OE255 / 0130L00110

CO, Sensor

OE361-13 / 0130L00126

CommLink 5 Communications Interface

EBC-3-F / 0130L00114
EBC-10-F / 0130L00115
EBC-50-F / 0130L00116
EBC-150-F / 0130L00117

EBC E-BUS Cable Assembly E-BUS Power
& Comm 3 Ft, 10 Ft, 50 Ft,150 Ft

MS000248

E-BUS Adapter Hub

HZ-EBC-248

E-BUS Adapter Hub with 1.5 Ft. EBC Cable

OE365-15-EBA

E-BUS Adapter Board

OE256-07 / 0130L00131

E-BUS CO, Sensor with Remote Pickup -
Duct Mounted

OE256-05 / 0130L00128

E-BUS CO, Sensor - Space

OE217-02 / 0130L00118

E-BUS Digital Room Sensor - LCD Display - Temp. Only

OE217-03 / 0130L00119

E-BUS Digital Room Sensor - LCD Display - Temp & RH

OE217-04 / 0130L00127

E-BUS Digital Room Sensor - No LCD Display - Temp & RH

OEZ265-15 / 0130L00132

E-BUS Horizontal Outside Air Temperature & RH Sensor

OE265-16 / 0130L00133

E-BUS Vertical Outside Air Temperature & RH Sensor

OE415-02 / 0130L00122

IP Module Kit

OE364-23 / 0130L00125

MiniLink 5

OE265-13 / 0130L00106

Outdoor Air Humidity Sensor

OE250 / 0130L00108

Outdoor Air Temperature Sensor

OE368-23-LON3-G / 0130L00124

PT-Link I LON-3-G

OE265-11 / 0130L00129

Space Humidity Sensor

OEZ213/ 0130L00107

Standard Room Sensor - W/ Override & Slide Adjust

OE230/ 0130L00112
OE231/0130L00113

Supply Air Temperature Sensor

OE437-03 / 0130L00130

Surge Protector

OE392-10-G / 0130L00121

System Manager Touch Screen II-G
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For completeinformation and installation
Instructions for modeswith DDC controls, see
manual DK-DDC-TGD-01*.




ACCESSORIES

ROOF CURB
D14CURB180300

-

INSULATED
PANELS

D14CURB180300
Models A B C
15 - 25 Ton 78 123 145

Measurement in inches.

MOTORIZED FRESH AIR DAMPERS

25% FRESH AIR DAMPER

MODELS

MOTORIZED MANUAL

15 - 25 Tons

D25MFD180300 D25FD180300
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ACCESSORIES

POWER EXHAUST
FOR USE WITH DC* MODELS

POWER EXHAUST
MODEL VOLTAGE USED WITH
DPE1803002 208-230V 15 - 25 Ton
DPE1803004 460V 15 - 25 Ton
DPE1803007 575V 15 - 25 Ton

FLUE EXTENSION KIT

FLUE EXTENSION KIT
MODELS KIT # A B C D E
15-25 Tons 220-Gx-03 4.25 3.00 6.50 3.18 36.00
/‘SCREEN

MOUNTING BRACKET B~_

MOUNTING BRACKET A-/ 2
*g'“x
f LUE STACK
o +
HORIZONTAL L.EO-/ Y
A/~ )

4
4
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ECONOMIZER

36240 ECONOMIZER
WIRE DIAGRAM

X

MOLEX 3587706*" GROUND LUG OLEX 3597706
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DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

MS T105K20468 50048926-002 500-48826-002
HONEYWELL ACTUATOR
~y BLACK
Tome >
.w.. u D L ] [EEN] LT R | | —| D n
o @) O L 3| MAT o |2 O &
WHITE @) O L 1| DAt [SRE ) [—] O O
@ O L 3| et SR [— O @
W) @] O C 1| sBus aao[C— O O
“aO | seus HONEYWELL O O
T . E—l
#] O [ 1| 182210 W7220 v (L 1 O O
9] O [ 1| 140 com 0 O O
U O L | 140 2ave i [ — O n AL
e @) O [ 3] et 210 o= 0O @ ]
3_>_,.xu O [ 3| acT com [ [—] O O [BL)
COLOR COOES FOR PLUG 1 @) O [ 3| AT 2av+ Fl= O o
® < nq
OLEX 3587706™
IRE LENGTHS FOR PLUG 1
ORANGE = 1% 75" MOLEX 3597706 50048626-002
G S0048926-002
COLOR CODES FOR PLUG 2 E E
T_u—/ MOLEX 3507702* [ | ] [ ] [ ]
50048926001 o o+—T— | @ @ R8
CONNECT TO 1 oy o
CT7400S1000 - & @A ToT m
oo ENTHALPY CONTROL A oo
HILE, =& Tl |- 0]
# = o EcOoN
0g QLEX 3597702 2 G} Fi & _I FLUG FLUG
GREEM = 1% 77 50048926-001 &l z B Fey) S 3
o COMMON = © =@ C T+ o ©
ey A\ [ CONNECT TO W (7] - 0}
@ @ @ Y2 CONTACTORMCC ) OBWD}._DD._ @ @ — Hﬁ.._u
01® O varerar MIXED AIR SENSOR O---—O (B0
o @ @ v retar @ @ @ IIIII e
Vi Ea TheToR [ |. ENERGITED T EDGUIN WO

ACCESSORIES WIRING DIAGRAMS

&) WARNING

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



ACCESSORIES WIRING DIAGRAMS POWERED CONV. OUTLET

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITS WITH SERIALS BEFORE 1607

15-25 TON UNITS

||||III|||—G'L|/_I

GR

0 : e

RD/ SEE [I l]
@1 |/ 20w NOTE GFI-CO

CC BI/ 230V
SEE

o
@'Il—@-—/ NOTE 1 460/575V B /DJ l] I]

TRAN

NOTES:
1. FOR 208V OPERATION MOVE BLACK WIRE FROM H2 TO H3 ON TRANSFORMER.
406V AND 575V UNITS WILL LEVE FACTORY WITH BK WIRE CONNECTED TO HI.

2. FOR 575V MODELS, BK WILL GO TO X1 ON TRANSFORMER AND WH WILL GO TO X3.

LEGEND:

CC - COMPRESSOR CONTACT

TRAN - OUTLET TRANSFORMER

OB - OUTLET BREAKER

GFI-CO - GROUND FAULT INTERUPTED - CONVENIENCE OUTLET

0140L00698 REV A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!

WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

2

§

FOR UNITS WITH SERIALS 1607 AND NEWER

15-25 TON UNITS

H1

<
.

—0
RD —H 2 el
. 208V :
@ L / H3=%v |
@.._@._/EEE —H“mmjv X2

NOTE 1 X3

At/

TRAN

NOTES:

X3.
LEGEND:
CC - COMPRESSOR CONTACTOR

TRAN - OUTLET TRANSFORMER
OB - OUTLET BREAKER

X1

SEE
NOTE

OB

2
BK—O/DJ

—

BK

GFI-CO

GFI-CO - GROUND FAULT INTERUPTED - CONVENIENCE OUTLET

1. FOR 208v OPERATION MOVE BLACK WIRE FROM H3 TO H2 ON TRANSFORMER.
460v AND 575v UNITS WILL LEAVE FACTORY WITH BK WIRE CONNECTED TO H4.

2. FOR 575v MODELS, BK WILL GO TO X1 ON TRANSFORMER AND WH WILL GO TO

0140L05871-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

DPE180240*

HIGH VOLTAGE!

&) WARNING

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS }ﬂm
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

POWER EXHAUST 15-25TON

W721X
| = PE90150
RED (24 VAC)
RED (24 VAC)
1K
RELAY
CONTACTS
H3
BLACK
PURPLE (COMMON) OREEN (]
BLACK BROWN / WHITE GROUND
11 LUG
BROWN 11
LARALIEN
|e| le [ J MOTOR
TERMINAL
s 4 BLOCK S CAPACITOR
; 3 i
JEEE 4
POWER EXHAUST
MODEL VOLTAGE USED WITH
DPE 1802404 460V 20 Ton

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

PACKAGE SYSTEM WIRING DIAGRAM - 1 STAGE ELECTRIC HEAT

TYPICAL HP
| SEENOTEL ROOM THERMOSTAT
PACKAGE UNIT
FEAT PUMPS. @@ c) i @@@ LOW VOLTAGE
! JUNCTION BOX
1
q\ > a
! I At RED
LvT ‘\-”\‘----”‘\----Y-----,-’-‘l---Y----YEL LOW
N
i R GREEN
TV Mot -R o oranGE
BR———!T-é w WHITE
Y 1\ V) R i
e
LT BL q—--BL---- BLUE
——— ®———-BL===
291
OUTDOOR THERMOSTAT

CLOSE ON TEMPERATURE FALL

PACKAGE SYSTEM WIRING DIAGRAM - 2 STAGE ELECTRIC HEAT

ABOVE 10 KW
TYPICAL HP
SEE NOTE 1 ROOM THERMOSTAT
#18 GAUGE 8 WIRE PACKAGE UNIT
FOR HEAT PUMPS LOW VOLTAGE
o)(c)wy(e E
@000 FRATIN
1 1
—
1 1
. 2 |n
I -1 ve—R-$-+——R-—— RED
: AN AN AN A - g
LTy ey YELLOW
7T i
—————— \--—-G-f~'*-==G--=-GREEN
A J
AV W M- 0O -R----O---ORANGE
SEE NOTE 2 [ BR- __?»—-—W-—-- WHITE
W 1
A N
i i o R-+-----BR-- BROWN
i
1
1
! A
: BL-1~ BL--- BLUE
T
OUTDOOR THERMOSTAT
CLOSE ON TEMPERATURE FALL
NOTES: golg godes
- Re
Y - Yellow
1) "O" and "E" used on heat pumps only. BL - Blue
2) Connect wire from terminal #1 on outdoor thermostat to the white BR - Brown
wire on package units if single stage indoor thermostat is used. \?v'_(a\;ﬁﬂge
G - Green

OT18-60A OUTDOOR THERMOSTAT

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS BEFORE 1409

CONNECT PARALLEL TO MODELS: DC*180 AND 240
REVERSING VALVE 24 VAC

(IF USED ) SEE NOTE 2

- — Q) 719.9 ¢
o : s5ff 020 ©
i %g : ég g%‘_'/ L
e b 3 F|D )
;<z§ “ % B @ @
e 8 & op 5 1 i‘f‘ 217
ﬁj ©@ ©® Os ;
O ] - : Y b
SENSOR _FU_FC:I.
BR ® RD
SENSOR U
) 5N
) o

U &
U BR PU BR ;——Bﬁ—

CIRCUIT #2

DO O o o

INSERT PROBE 2/3

UP IN FIN PACK ON

HEADER END OF
CIRCUIT #1 col

CONNECT TO TERMINAL BLOCK —ru
Y (CALL FOR COOL)
BL (COMMON)
Qe BR
| N

NOTES:
LEGEND 1. USE COPPER CONDUCTORS ONLY.
RD RED 2. ALTERNATE WIRING FOR HEAT PUMP APPLICATION, MAKE A
BK BLACK PARALLEL CONNECTION FROM THE REVERSING VALVE 24 VAC
U PURPLE POWER SUPPLY TO THE HEAT PUMP TERMINALS ON THE CONTROL.
EE— THE SELECT JUMPER MUST BE IN THE NORMALLY CLOSED
BR ______ BROWN POSITION FOR NON-ENERGIZED REVERSING VALVE DURING HEATING.
YL__ YELLOW 3. WIRING DIAGRAM SHOWS CONTROLLER CONNECTION FOR 120 TO
BL BLUE 277VOLTS SUPPLY; FOR 480-600 VOLT APPLICATION,
CONNECT POWER SUPPLY BETWEEN LINE 2 AND THE 480-600
VAC TERMINALS.

0140L01008 REV A

NOTICE: The cut out speed & hard start settings are factory preset. Changing
those settings may cause early motor failure.

LOW AMBIENT DCC/DCG 180 & 240

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
FORUNITS WITH SERIALS 1409 AND NEWER
CONNECT PARAELL TO MODELS: DC*180 AND 240
REVERSING VALVE 24 VAC
(IF USED ) SEE NOTE 2
1 N\
[ =) -:- O RD <|%1> ? ?
x B S & ccz
[ —L ] i z RD RD
; . : o 0 0
3 Zi% @ o 1 I T RD
ﬁ ﬁU g O@E E% o é}ca é
@ Of
@) —H— s R
SENSOR Y
FC1
BR Q
0 I~
SENSOR
0 B %
[] U —PU—L£On
0 ! i3
BK
U U PU BR PUBR B
[] CIRCUIT #2
BK
[] INSERT PROBE 2/3 82 ! BK BK
UP IN FIN PACK ON PUBR K
HEADER END OF
CIRCUIT #1 colL
CONNECT TO TERMINAL BLOCK T BK
Y (CALL FOR COOL)
BL (COMMON) B3|
—nu
< )
e B B Ko
| N
NOTES:
1 . USE COPPER CONDUCTORS ONLY.
2 . ALTERNATE WIRING FOR HEAT PUMP APPLICATION, MAKE A
PARAELL CONNECTION FROM THE REVERSING VALVE 24
VAC POWER SUPPLY TO THE HEAT PUMP TERMINALS ON
THE CONTROL. THE SELECT JUMPER MUST BE IN THE LEGEND
NORMALLY CLOSED POSITION FOR NON-ENERGIZED RD ——— RED
REVERSING VALVE DURING HEATING. BK ——— BLACK
3 . WIRING DIAGRAM SHOWS CONTROLLER CONNECTION FOR PU ——— PURPLE
120 TO 277 VOLTS SUPPLY; FOR  480-600 VOLT BR —— BROWN :
APP LICATION, CONNECT POWER SUPPLY BETWEEN LINE 2 YL ——— YELIOW
AND THE 480-600 VAC TERMINALS. BL — BLUE '
0140L01008-C

NOTICE: The cut out speed & hard start settings are factory preset. Changing
those settings may cause early motor failure.

LOW AMBIENT FOR DCC/DCG 180 & 240

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.

69



ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FACTORY INSTALLED DISCONNECT

SUPPLY VOLTAGE SUPPLY VOLTAGE

o T Y
I O

DISCONNECT

7~

FACTORY WIRING
CE— LINE VOLTAGE

FIELD WIRING
- ams e HIGH VOLTAGE

0140L01645-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

§

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING
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SMOKE DETECTOR

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

PHASE MONITOR WIRING - NO SMOKE DETECTOR =
T
1 )
gl x
n = — 2
2 1 Is p— m
h— [
L i<l X %
\e—
o 115 l %
5] 1 i o
= s ol
0 115 - = =
Py | | m
h— Py
w
o
I
>
[
m
z
o
z
5
o
Py
o
] by
Y
] 5]
[N I IS
3 o 0
3 N 3
COMPONENT LEGEND
BC  BLOWER CONTACTOR
TB1  TERMINAL BLOCK
WIRING
= LINE VOLTAGE
———  LOW VOLTAGE
WIRE CODE o
NOTES:
BL BLUE
1. ENSURE THAT THE PIGGY BACK WIRES ARE NOT TOUCHING BK BLACK
THE OTHER TERMINALS ON THE BLOWER CONTACTOR. IT IS PK PINK
RECOMMENDED TO CONNECT THE PIGGY BACK TERMINALS RD RED
TO THE OUTER MOST TERMINALS ON L1 AND L2. OR ORANGE 0140L05994-A

3 PHASE MONITOR

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

HIGH VOLTAGE!

WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

Al

PHASE MONITOR WIRING WHEN UNIT EQUIPPED WITH SMOKE DETECTOR =
T
s < ™ =
@ ’ g [ T
I =
e : — =
] _.l l! - 2
‘ <11 T | %
' | P é
Ca—
115 oo J— »
8 i I g - | TU:
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2 o |
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= 5 5
@ |||—0—fw:-0
(2]
s
2
3 o %) %
COMPONENT LEGEND
= - =
3 ~ w
BC BLOWER CONTACTOR
TBA TERMINAL BLOCK
SMK/EMG  SMOKE DETECTOR
WIRING
e LINE VOLTAGE
— LOW VOLTAGE
FIELD WIRING
- LOW VOLTAGE
WIRE CODE b
NOTES: oL BLUE
1. ENSURE THAT THE PIGGY BACK WIRES ARE NOT TOUCHING THE BK E:—,@CK
OTHER TERMINALS ON THE BLOWER CONTACTOR. IT IS PK RED F
RECOMMENDED TO CONNECT THE PIGGY BACK TERMINALS TO RD R ANGE 0140L05995.A
THE OUTER MOST TERMINALS ON L1 AND L2. OR

3 PHASE MONITOR

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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ACCESSORIES WIRING DIAGRAMS

74

DDC CONTROL

&\ WARNING

HIGH VOLTAGE!

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS }ﬂm

UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
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HOLINOW 3ISVHd €

NOTES:

chassis (15-25 tons).

smoke detector.

ad

— L—l

[ ] Z—l (D (]| CE—

1_81'

1. Phase monitor wiring diagram for use with large

2. Dashed wire replaces the solid YELLOW wire on the Y
terminal when there is no smoke detector.
3. Remove jumper on ES and XS for units without
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3
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o
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: 2 o
Il TH=
o B
—| =
A |EE
®) et
—| o
> || ©
®) e
—] O
BalE
®
| m
| > || @
@ e
—| <
o | e i
O e
| o ]
I = |
= G40
|||—-0mero
n
2
X
COMPONENT LEGEND T
®
PB POWER BLOCK
TB1/TB2 TERMINAL BLOCK
SMK/EMG SMOKE DETECTOR
WIRING
] LINE VOLTAGE
— LOW VOLTAGE
WIRE CODE
BL BLUE
BK BLACK
YL YELLOW -
RD RED
OR ORANGE
WH WHITE
L} 1
0140L05845-A

3 PHASE MONITOR

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



ACCESSORIES WIRING DIAGRAMS DDC CONTROL

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

CONNECT PARALLEL TO REVERSING MODELS DC*18O AND DC*240

VALVE 24 VAC
(IF USED ) SEE NOTE 2

| nD
1
| =T v - £ 29
! sx |6 g 5 g . &ee 5 &
I L z < S 55[ o
é '—_—_ %g § g g <§ . I_RD_
3 B z 85
—{] - Rb RD
! o3 ° :
' "2 g g3 “ K B o Q@ @
3 %3 3 RS . YL T 3 T gL RD
g8 ™ OfF £ o é é
@ O O :
ES.- .
[e) CE BK= cct
1 S RD
b |
SENSOR
I ——
SENSOR FC1
BR ® ) RD
0 0 ]
U [] —BRe RD
0 U i
U BK
CIRCUIT #1 U PUBRPUERR | BR BHK
CIRCUIT #2 BK sy
CONNECT TO : b
YL AT CC1 INSERT PROBE 2/3 ® K
BL AT CC1 UP IN FIN PACK ON TB2 BK BK
HEADER END OF
ColL PUBR K
COMPONENT LEGEND
(ol —— COMPRESSOR
CONTACTOR BK

FACTORY WIRING
HIGH VOLTAGE
— LOWVOLTAGE L
e = = e OPTIONAL HIGH &—r
VOLTAGE

—————— OPTIONAL LOW VOLTAGE

Qs B B Kot
Qs P
NOTES: _ =

1. USE COPPER CONDUCTORS ONLY.

2. ALTERNATE WIRING FOR HEAT PUMP APPLICATION, MAKE A
PARALLEL CONNECTION FROM THE REVERSING VALVE 24 WIRE CODE
VAC POWER SUPPLY TO THE HEAT PUMP TERMINALS ON
THE CONTROL. THE SELECT JUMPER MUST BE IN THE RD — RED
NORMALLY CLOSED POSITION FOR NON-ENERGIZED BK ——— BLACK
REVERSING VALVE DURING HEATING. PU — PURPLE

3. WIRING DIAGRAM SHOWS CONTROLLER CONNECTION FOR BR — BROWN
120 TO 277 VOLTS SUPPLY; FOR 480-600 VOLT YL —— YELLOW "
APPLICATION, CONNECT POWER SUPPLY BETWEEN LINE 2 BL — BLUE -
AND THE 480-600 VAC TERMINALS. 0140L05555-A

LOW AMBIENT

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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DDC CONTROL

ACCESSORIES WIRING DIAGRAMS

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

§
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SMOKE DETECTOR

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KITS

ELECTRIC HEAT KITS

UNIT HEATER KIT MINIMUM CFM HEATER KIT MINIMUM CFM HEATER KIT MINIMUM CFM
MODEL NUMBER Downshot MODEL NUMBER Downshot MODEL NUMBER Downshot
EHK3-31 5250 EHK4-31 5250 EHK7-31 5250
15 TON EHK3-46 5250 EHK4-46 5250 EHK7-46 5250
EHK3-60 5250 EHK4-60 5250 EHK7-60 5250
EHK3-31 7000 EHK4-31 7000 EHK7-31 7000
20 TON EHK3-46 7000 EHK4-46 7000 EHK7-46 7000
25 TON EHK3-60 7000 EHK4-60 7000 EHK7-60 7000
EHK3-75 7000 EHK4-75 7000 EHK7-75 7000

AATTENTION INSTALLING PERSONNEL
Use only the heater kit specified for each model as dictated by the table above.

When using electric heat kit, use of the single point kit installed in the unit is required to meet UL requirements
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HEATER KIT WIRING DIAGRAMS

HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

78

EHK3-31

&\ WARNING

Al

FORUNITSWITH SERIALS BEFORE 1409
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HEATER ELEMENT

THERMAL LIMIT
FUSE LINK OR NON RESETTING THERMOSTAT

OVERLOAD PROTECTION

WIRING CODE:

9 PIN CONNECTOR
RELAY/SEQUENCER

PC =
HTR

MODEL-EHK3-31
COMPONENT CODE

TL
RS
FL
OoP

HIGH VOLTAGE
LOW VOLTAGE

0140L00998-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



HEATER KIT WIRING DIAGRAMS EHK3-46

HIGH VOLTAGE
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
FORUNITS WITH SERIALS BEFORE 1409
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-46

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

EHK3-46 with Time Delay
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®
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T
L1 L2 3

op |op [or

w

MODEL -

L3

T
L2

T
L1

op [op [or

WIRING CODE
HIGH VOLTAGE
LOW VOLTAGE

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.

80



EHK3-46

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

HEATER KIT WIRING DIAGRAMS

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

§

&) WARNING
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-60

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS BEFORE 1409
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HEATER ELEVENT
FUSE LINK OR NON RESETTING THERVIOSTAT

9 PIN CONNECTOR
THERVAL LIMT
RELAY/SEQUENCER
OVERLOAD PROTECTION

PC=
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WRING CODE:
HGH VOLTAGE
LOWVOLTAGE

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-60

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
EHK3-60 with Time Delay
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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EHK3-60

§

HEATER KIT WIRING DIAGRAMS

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&\ WARNING
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-75

HIGH VOLTAGE!

A WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS ﬂm
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS BEFORE 1409
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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EHK3-75

§

HEATER KIT WIRING DIAGRAMS

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&\ WARNING
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK4-31/EHK7-31

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS

EHK4-31 / EHK7-31

&\ WARNING

HIGH VOLTAGE!

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

Al

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS BEFORE 1409
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



HEATER KIT WIRING DIAGRAMS EHK4-46 / EHK7-46

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
FORUNITSWITH SERIALS BEFORE 1409
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK4-46 / EHK7-46

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

EHK4-46 / EHK7-46 with Time Delay
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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§

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

EHK4-46 / EHK7-46

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING

HEATER KIT WIRING DIAGRAMS
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.




HEATER KIT WIRING DIAGRAMS EHK4-60 / EHK7-60

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS }m
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

&\ WARNING

92

FORUNITSWITH SERIALS BEFORE 1409
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.




HEATER KIT WIRING DIAGRAMS

&) WARNING

HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

EHK4-60 / EHK7-60 with Time Delay
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Wiring is subject to change.

Always refer to the wiring diagram on the unit for the most up-to-date wiring.

EHK4-60 / EHK7-60
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HEATER KIT WIRING DIAGRAMS

EHK4-60 / EHK7-60

&\ WARNING

HIGH VOLTAGE!

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS }m
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
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WIRING CODE:
MODEL - EHK4-60, EHK7-60

COMPONENT CODE
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FL
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



HEATER KIT WIRING DIAGRAMS EHK4-75/EHK7-75

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS BEFORE 1409
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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EHK4-75 / EHK7-75

HEATER KIT WIRING DIAGRAMS

§

2

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&\ WARNING
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-31

HIGH VOLTAGE!

A WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS ﬂm
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITS WITH SERIALS 1409 AND NEWER
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RD —, W
FL HTR 6 L L HTR3
YL YL
YL
— L
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BK WH
BK BK BK 5¢ BK \ BR—@
op|or|op op|or|oP WH_@
1 1 1 R T T T
L1 L2 L3 L1 L2 L3 @
MODEL-EHK3-30, EHK3-31, EHK4-30, EHK7-30 @
PU —
COMPONENT CODE

PC =9 PIN CONNECTOR

HTR = HEATER ELEMENT

TL = THERMAL LIMIT

RS = RELAY/SEQUENCER

FL = FUSE LINK

OP = OVERLOAD PROTECTION
CT = CONTACTOR

WIRING CODE:

HIGH VOLTAGE
LOW VOLTAGE =~ ——

0140L04073-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.

97



HEATER KIT WIRING DIAGRAMS EHK3-46

HIGH VOLTAGE!

A WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS ﬂm
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITS WITH SERIALS 1409 AND NEWER
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MODEL - EHK3-46

COMPONENT CODE

PC =9 PIN CONNECTOR

HTR = HEATER ELEMENT

TL = THERMAL LIMIT

RS = RELAY/SEQUENCER

FL = FUSE LINK

OP = OVERLOAD PROTECTION
CT = CONTACTOR

WIRING CODE:

HIGH VOLTAGE _
LOW VOLTAGE =~ —— 0140L04070-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-60

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
FORUNITS WITH SERIALS 1409 AND NEWER
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1 2 Y 1 2 % 105002 s 1 2
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MODEL - EHK3-60

COMPONENT CODE

PC =9 PIN CONNECTOR

HTR = HEATER ELEMENT
TL=THERMAL LIMIT

RS = RELAY/SEQUENCER

FL = FUSE LINK

OP = OVERLOAD PROTECTION
CT = CONTACTOR

WIRING CODE:

HIGH VOLTAGE
LOW VOLTAGE =~ ———

0140L04071-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK3-75

HIGH VOLTAGE!

A WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS ﬂm
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS 1409 AND NEWER

HTR 13 Bi€y HTR 10 Bl T HTR7 N HTR 4 N HTR 1 BKY

FL TL FL TL Fi TL FL TL FL TL
2 1 2 1 2 2 @ E vw 1@2
FL HTR 14 TL FL HTR 11 TL FL HTRS8 TL FL HTR 5 TC L HTR 2 L |
D D D RD|
A 2 2 1 2 2 2
BK FL HTR15 " TL ] BK FL HTR12 1L ] BK| FL_ HTR9 1L BK FL_ HTR6 1L i o FL HTR3 1L
L L L L RD
RD R D| RD R DI (N
RD-
YE
PC
I~
BL BL Bl | BL-

I I <
3] ] R 333 32 3 e Q)
cr1 [oV o\ o crz2 |oV o\ o 13 |00\ oV CT4|‘-\_° v crslov o\ O a
K §¢ 8K K G K E!KB;KE!K %<' K B< Bk a
§ i 3 B BK € W @
(OF{OFIOH OFOP(OH] loPlop|oP ororor| loFloP(oP]
12 13 12 13 1112 3 Lk (102 (3 / P*
- 0
O,

@
a
g

MODEL - EHK3-75

COMPONENT CODE

PC =9 PIN CONNECTOR

HTR = HEATER ELEMENT

TL = THERMAL LIMIT

RS = RELAY/SEQUENCER

FL = FUSE LINK

OP = OVERLOAD PROTECTION
CT = CONTACTOR

WIRING CODE:

HIGH VOLTAGE

LOW VOLTAGE =~ —— 0140L04072-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS EHK4-31/EHK7-31

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.
FOR UNITS WITH SERIALS 1409 AND NEWER

BK BK BK BK
FL FL FL FL FL FL
HTR1 HTR2 | yTR3 HTR 1 HTR2 1 ytR3
L i s L hs L
PC
RD YL BK Ri YL BK @
_C\_QVQ‘ﬁ ‘\ QY:: @
< —\ <
ct1 QN QN o ct2 QN @\ © M1 = BL—@
MO T
RST BR—
WH WH —@
- o
PU—
RD vL BK RD YL BK
L L 1 1 pu_@
op |op [or oP |op |op
. N —
1 L2 L3 1 12 13
MODEL- EHK4-31, EHK7-31
COMPONENT CODE
PC = 9 PIN CONNECTOR
HTR = HEATER ELEMENT
TL = THERMAL LIMIT
RS = RELAY/SEQUENCER
FL = FUSE LINK OR NON RESETTING THERMOSTAT
OP = OVERLOAD PROTECTION
CT = CONTACTOR
WIRING CODE:
HIGH VOLTAGE
LOW VOLTAGE —— 0140L02352-B

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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HEATER KIT WIRING DIAGRAMS

102

EHK4-46 | EHK7-46

&\ WARNING

HIGH VOLTAGE!

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

Al

FORUNITSWITH SERIALS 1409 AND NEWER

BK BK: BK: BK BK:
FL FL L FL FL FL FL FL
HTR1| HTR2 |yrRS HTRI [ HTR2|yrRS HTR1 ] HTR2
L L L L
L L L et .
RD YL BK RD YL BK RD YL ()
oL oL —— ©
T — e
cilpp v o cr2 Lgr N 9 cralgt o M’Q‘. sL—(4)
20
RS —B G
WH WH 1 wr{(o)
BR ©
[=]
RD YL BI|< RD YL BI RD YL BI Pu—()
1 1 Pu—((9)
op|opr|op op|op|op oP|op|opP
1 I ) 1 I 1 ) 1) I
L1 12 13 L1 12 13 L1 12 L3

MODEL - EHK4-46, EHK7-46

COMPONENT CODE
PC =9 PIN CONNECTOR
HEATER ELEMENT
MAL LIMIT
RS = RELAY/SEQUENCER
FL = FUSE LINK OR NON RESETTING
THERMOSTAT

QP = OVERLOAD PROTECTION
CT = CONTACTOR

WIRING CODE:
HIGH VOLTAGE e
LOW VOLTAGE ——

0140L02354-B

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



HEATER KIT WIRING DIAGRAMS EHK4-60 / EHK7-60

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITS WITH SERIALS 1409 AND NEWER

BK: BK: BK: BK: BK BK: BK: BKe
FL FL FL FL FL FL FL FL FL FL FL FL
HTR1| HTR2|{TR3 HTR1| HTR2|pTR3 HTR1| HTR2|H{TR3 HTR1| HTRZ2|n{TR3
L3 g L g L Tlalmn L A

RD YL BK R

BL /

D
\ BL
LS AR B
cT1 L9V 9 o cT2 L9 () CcT3 Lo\ o\ o CT4 LN N o
—BR RS1
WH

YL BK RD YL BK RD YL BK
o

=

]
Q

OP|OP|OP OP| OP| OP OP| OP] OP OP|OP|OP

-
[
=
N
I -
w
-
[
=
N
I -
w

v ! l ] I I
L1 L2 L3 L1 L2 L3

MODEL - EHK4-60, EHK7-60

COMPONENT CODE

PC =9 PIN CONNECTOR

HTR = HEATER ELEMENT

TL = THERMAL LIMIT

RS = RELAY/SEQUENCER

FL = FUSE LINK OR NONRESETTING THERMOSTAT
OP = OVERLOAD PROTECTION

CT = CONTACTOR

WIRING CODE:

HIGH VOLTAGE _—
LOW VOLTAGE —_— 0140L02356-B

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.

103



HEATER KIT WIRING DIAGRAMS EHK4-75/ EHK7-75

HIGH VOLTAGE!
WARNING DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

FORUNITSWITH SERIALS 1409 AND NEWER

B Bl BK: BK: BK: Bl BK! BK: BK: B
FL F E F F E FLe F E F F E F F E
HTR1] HTR2|yT1R3 HTR1] HTR2|ytR3 HTR1| HTR2|{TR3 HTR1] HTR2|yTR3 HTR1] HTR2|y1R3
0 TLIA|T TL L] T L TLIR| T T LAl L TLI3| L
YL  BK RR YL BK R{ YL BK R{ YL  BK R{ L BK
/ /. / /
= |§g = éﬁ |§ = = |&—%
cT1 Lg CcT2 | CT3 CT4 CT5 M‘& L—pBL-
M2
RS1 | —BR
WH w
BR
————PU
D vL Bl R|DY B D YL B RIDYB RD vL B
1 I —
oP|opP| opP OP| oP| OP| OP| oP| OP| oP| or| oP) oP| or| oP)
) ) L ] L L) ) L L v L) L J v L
L1 12 13 112 13 112 13 112 13 112 13

MODEL - EHK4-75, EHK7-75

COMPONENT CODE

PC =9 PIN CONNECTOR

HTR = HEATER ELEMENT

TL =THERMAL LIMIT

RS = RELAY/SEQUENCER

FL = FUSE LINK OR NONRESETTING THERMOSTAT
OP = OVERLOAD PROTECTION

CT = CONTACTOR

WIRING CODE:

HIGH VOLTAGE —
LOW VOLTAGE
0140L02358-B

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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DCC COMMERCIAL
15 - 25 Ton Packaged Air Conditioner Unit
WIRING DIAGRAMS

For units with DDC control see manual
RSD6412018* for wiring diagrams
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UNIT WIRING DIAGRAMS

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCC180-240XXX(3,4,7)B***A*

COMPONENT LEGEND
U )
= L3
1 ] ] Bc BLOWER CONTACTOR
SUPRLY VOLTAGE o
o COMPRESSOR CONTAGTOR
206-2404505757350 »
| | I o CRANK CASE HEATER
I l l CCHR GRANK GASE HEATER RELAY
T2 cel CCR COMPRESSOR CONTACTOR RELAY
f
G L
) | s
. comp COMPRESSOR
Foon ccononzeR
eso ELECTRONIC BLOWER TIVEE DELAY
e VARORATOR MIOTOR RELAY
R ReLay
Y EVARORATOR MOTOR
GND EQUPIMENT GROUND
Hes HIGH PRESSURE SWITGH
LPs LOW PRESSURE SWITCH
s POWER DISTRUBTION BLOCK
pe FEMALE PLUG CONNECTOR
. TERMINAL BLOCK (24V SIGNAL)
5 TERMINAL BLOCK (L1)
" TRANSFORVER

®
.*

BC T 11 NOTES.
o— 1 ® I REPLACEVENT Wike NUST 8 Save iz A1)

T
B TYPE INSULATION AS ORIGINAL (AT LEAST 105°C)
USE COPPER CONDUCTOR ONLY.
2 USE COPPER CONDUGTORS ONLY
++ USEN.E C. CLASS 2 WIRE
— 3 ECONOMIZER PLUG LOCATED IN THE RETURN AR
COMPARTMENT, REVOVE MALE PLUG, ATTACH

FEMALE PLUG TO THE ECONOMIZER ACCESSORY.
ceHi 2 4. FOR TWO STAGE OPERATION REMOVE W1 TO V12
WIRE JUNPER

G

5. FOR 208V QRERATION MOVEBLACK WIRE FROM

TERMIN 0 TERMINALEDPN 240V
TRANSFORMER

2082407

EBTOR

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

EACTORY WIRING
THERMOSTAT  ++

LINE VOLTAGE

FIELD WIRING

LOW VOLTAGE

OPTIONAL
a— cn HIGH VOLTAGE
2 STAGE COOLING

EACTORY WIRING

- e o /GH VOLATGE

LOW VOLATGE

&) WARNING

(H— - ——w
\ == -
O{—- ---
o e CH— - —_.,
8 el
- — .,
B8R BROWN
[r— ° ——s __,
R ORANGE
SEE ——® __,
hores] B PN
e (H— - -
R ReD -
STAT
WH  WHITE
Y veLow
|_ VUK YELLOW WITH
NK STRIP
w PINKSTR
BLIPK BLUE WITH
¢ PINK STRP
R
2T THERMOSTAT ++ z
Fe g
"3 T
nE
g3
EH

‘SEE UNIT RATING PLATE FOR TYPE AND SIZE
OF OVER CURRENT PROTECTION

0140L02582.A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCC180-240XXX(3,4,7)B***A*

POWER SUPPLY
— e 208V-240V-460V-575V
= RD 3 ph/60hZ
OR
K RD OR BL
\ Bl=
\ ™ RD  OR
\ .\

o]
-
YK
)/
-
@‘:‘,@'T;
8
b+
G0
%

FC1

x
) =)
sl @
o X
Py
o .
Q
=
N
m
h
N1
=3
w.
~
o
=<
s
<
~3
~
)
o
-
| o
Vol
mé —

z
n Z
z L
IPo
'_LIJD:
OgO
25>
=EL-
<
g3
= (/)'_._
=
BL D:LJJ<
n <
o oo
o RO D ox 9
(¢ YL Zﬂ-ﬁ
P (_)Luﬂ.
CCH’ L So oo
I B 0:>_LL|
[s] B <o
8| (2 n=g
3 (& w s
© YL 01&4:
BK = oono
L @@ >
w > k=
PUBR PU BR mQ X
NOTE 5 ooy
R— Uo &
] B o l ;Lug
oy bl = 5s&
Bl— 575v 00Oy
RO I O— BK BK jn'm
—RD-] 24v T — 2y
CCHR2 | i 4| PUBR BK W< g
PU B B 9:50_-0
BL- BL PK ':LIJ'::
o 3Z3%s
SEENOTE 3| =9 S22
o .0
PLF 2 R IU':.U)
i K QnZ=o
®® O i —
'_vlv s2 “_'hBR
— TB1 PU
®Q\ BL (D
YO YO -t 2
/LWH'l YL BR BK Z
- ~-—B:@1 o
&———py <
Q0 = ;
PLE 1 _

L RO l
I QQ @|ro RD L
—ter—+——16 EBTDR
B= R H —rD —E NOTE —t
PU #2 NO GR
BL - PU— B AR Kl ==
L R RD XFMR-R —
RD R o coMm
XFMR-C 4
L PU RD / K1 7=
BL 6R
Bl / BL. BL —}—1—vru
WHoR a—" © Ne
=) @ © ) G @ @2 U 3 sPEED UP w=a w23
\ WH
PU

TO THERMOSTAT =+ SEE NOTE 4 @
e

0140L02100-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCC180-240XXX(3,4,7)B**A*

COMPONENT LEGEND

m TRANSFORMER
TB1
S2 @ S1

EBTDR

L1 L2 L3
| SUPPLY VOLTAGE | 1 BC BLOWER CONTACTOR
| 208-240/460/575/3/60 | | cc COMPRESSOR CONTACTOR
| | | CCH CRANK CASE HEATER
| S | | CCHR CRANK CASE HEATER RELAY
| cor G - PY I CCR COMPRESSOR CONTACTOR RELAY
T f cM CONDENSER MOTOR
@, | CMR CONDENSER MOTOR RELAY
O comp COMPRESSOR
ECON ECONOMIZER
EBTD ELECTRONIC BLOWER TIME DELAY
EMR EVAPORATOR MOTOR RELAY
R RELAY
EM EVAPORATOR MOTOR N .
FC FAN CAPACITOR lj—:
GND EQUPIMENT GROUND n I
HPS HIGH PRESSURE SWITCH =0 I-IDJ
LPS LOW PRESSURE SWITCH ,j_: =
PB POWER DISTRUBTION BLOCK ou %
PLF FEMALE PLUG / CONNECTOR >x
81 TERMINAL BLOCK (24V SIGNAL) = 3 E
B2 TERMINAL BLOGK (L1) 2=5
= ™ TRANSFORMER |<£ g5
Z
T2 ‘ ccz W=
cc2 T ) } QO Zz by
L
o— @), T3 CC2 % %) %
3 } L A
T BC ,_ za 5
P 1] ouWwn
BC T1 ! So o
o— } @ NOTES: % z g
T 8C 1. REPLACEMENT WIRE MUST BE SAME SIZE AND nsS <
TYPE INSULATION AS ORIGINAL (AT LEAST 105°C) W=
= USE COPPER CONDUCTOR ONLY. Hi<
Com) m ® 2. USE COPPER CONDUCTORS ONLY 500
2 1 ++ USE N.E.C. CLASS 2 WIRE x>
3. ECONOMIZER PLUG LOCATED IN THE RETURN AIR ns e
COMPARTMENT, REMOVE MALE PLUG, ATTACH el A
CH @— FEMALE PLUG TO THE ECONOMIZER ACCESSORY. A W
208220V 4. FOR TWO STAGE OPERATION REMOVE W1 TO W2 9
WIRE JUMPER. =)
NOTE 5 5. FOR 208V QPERATION MOVE BLACK WIRE FROM SuWy
TERMINAL() TO TERMINAL(Z) ON 240V O0Za
oo W
a0
“Jw>
<<
5 oo
oS %
Z 2 s
z=
O .0
OE®
NnZo
A>A

HIGH VOLTAGE!

FACTORY WIRING

——— LINE VOLTAGE
LOW VOLTAGE FIELD WIRING

THERMOSTAT 4

OPTIONAL

HIGH VOLTAGE 2 STAGE COOLING

FACTORY WIRING

A0 |3

&) WARNING

@ = == HIGH VOLATGE
_. @ — — LOW VOLATGE
© O o Ep—"
[ 4 (: H—-G6R - -G
WIRE CODE ®_ _ _RD ——R
BK  BLACK (H— - --1
iR \ BL  BLUE @_ —PK ——Y2
SEE NOTE 4 = L L BR  BROWN
GR  GREEN OH—-8 --c¢
L{R) 2 @@ v2) (v1) (e OR  ORANGE (OH—-or --0
PK  PINK
TB1
scenores| PV PURPLE (DH—-BrR — -2
THERMOSTAT 4+ RD  RED 81 STAT
WH  WHITE
YL YELLOW
YLPK  YELLOW WITH
PINK STRIP
SEE UNIT RATING PLATE FOR TYPE AND SIZE BL/PK BLUE WITH
OF OVER CURRENT PROTECTION PINK STRIP

0140L02101-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCC180-240XXX(3,4,7)V***A*

SUPPLY VOLTAGE COMPONENT LEGEND

208-240,450/575/350
e BLOWER CONTACTOR

BR BLOVIER RELAY

o COMPRESSOR CONTACTOR

< > 1
et "~ T

9
8
z
3

coH CRANK CASE HEATER
.—| l—.—(: ) coups cer
T ‘CRANK CASE HEATER RELAY
cor GOMPRESSOR CONTAGTOR RELAY
oM CONDENSER MOTCR
omr CONDENSER MOTOR RELAY
ce1
comp COMPRESSOR
E£con ECONOMIZER
81D ELECTRONIC BLOWER TIME DELAY
MR EVAPORATOR MOTOR RELAY
R RELAY
‘ e EVAPORATOR MOTOR
o FAN CAPACITOR

GNO EQUPIMENT GROUND.
HPS HIGH PRESSURE SWITCH
LPS LOV/ PRESSURE SIWITCH

P8 POWER DISTRUBTION BLOCK

PLF FEMALE PLUG/ CONNECTOR

a1 TERMINAL BLOCK {24V SIGNAL)

82 TERMINAL BLOCK (L1)

ca T

: ) . TRANSFORMER
’—' conp2 ce: o
©

sz comp

Low SPEED o~ o2

NOTES:

1. REPLACEMENT WIRE NUST BE SAME SIZE AND
TYPE INSULATICN AS ORIGINAL (AT LEAST 1057C)
USE COPPER CONDUCTOR ONLY.

2 USE COPPER CONDUCTORS ONLY
44 USENEC CLASS 2 WIRE

3. ECONOMIZER PLUG LOCATED N THE RETURN AIR

HIGH SPEED

3 TACH
FEMALE PLUG TO THE ECONOMIZER ACCESSORY.

4 FOR TWO STAGE OPERATION REMOVE W1TO W2
WIRE JUMPER,

5 FOR 208V GPERATION MOVE BLACK WIRE FROM

TERMINAUC)TO TERMINALQ)ON 210V
TRANSFORMER

coHe

2082407

Q‘,'NOTE 5

3 1

UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

£
HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS

EACTORY WIRING
THERMOSTAT o4
e LINE VOLTAGE
LOW VOLTAGE FIELD WIRING w
e—— HIGH VOLTAGE —
2 STAGE CooLiNG Z
EIELD WRING
S 14
l"_/\/_ LOW VOLATGE <
G — -
OH—-= --.
WIRE CODE ° —FRD
- - ==
4 \ BK  BLACK o _——" JE——
CeRt A B BLUE
- —%  __,
BR  BROWN
R GREEN ° — - __,
OR  ORANGE
(H—-= ——¢
PR PINK
" e OH—-= -
RO RED -
.
WH  WHITE STA
o veLow
LK YELLOW WITH
PINK STRIP
BLPK BLUEWITH
FINKSTRIP
L5 L. }\
[7¥]
28
g »
gz #
E THERMOSTAT ++ z
i ® g
i :
3
93 <
BH
FE
SEE UNIT RATING PLATE FOR TYPE AND SIZE rhF
OF OVER GLRRENT PROTEGTION
o140L02015.

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCC180-240XXX(3,4,7)V***A*
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H g LI Io>a
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coron
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- C
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-
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i >
PU —3
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S NG
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— s8R
@
—\ A [ seeeoue w3 S
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS

112

DCC300XXX(3,4,7)B**AA

POWER DIAGRAM
DCC300, 230V

LINE VOLTAGE

Toevorrnee. 1
|

u 2B’
1

BK

ccast

# ,E
BK BK L1 : T1 BK fl o N CCH1 w <
iz w o fe pelew [ o s D oul
" R o e T IPo
' cone L
Ogo
ccz 8K ‘e BR__ B P D>
BK BK L1 T BK 1 v § — m
o wgle 1y | e (u . cere =35
ru ru s = ey U g5 o < E =)
3 '_ Z
0=
zZ >
=z2
xonZ
ofo
lax P Oox 9
k= P e za
o o o oWwn
Sm "
o >
o ] u< O
P o n=<
w2
N cme2 PLE PLM W<
3 T B 0O [a)
= oo o L& >
~ oz o -]
wof L =" - mQ X
oo
We
SuWy
- 0 % a
VouTace Ll
D a0
— Jduw>
W< g
grEs
I FoS %
e 4=z>
— 0Zzs=
- e Z0°0
= —teNsTE IO ®
Quzo
5 o, Ioon

B2 BC1

BK BK = BK A L Y T BK g L1
) RO =] RO - e 2 12 RD o vL(13)

oR oR ] oR o OR g YL(12)

YL g BK(1)

BL_g BK(3)

GY g BK(2)

NOTES
1, REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY)
E)THE CONTROL TRANSFORMER HAS MULTIPLE HIGH VOLTAGE TAPS.
ENSURE WIRE CONNECTIONS ARE CORRECT FOR UNIT SUPPLY VOLTAGE RATING
@208/230\/ SUPPLY POWER UNITS ARE FACTORY CO NNECTED TO THE CONTROL TRANSFORMER 240V TAP.
MOVE WIRE CONNECTION FROM 240V TAP TO 208V TAP WHEN 208V POWER SUPPLY IS USED.
[4)SEE CONTROL DIAGRAM 0140L04729/30 FOR CONTROL TRANSFORMER LOW VOLTAGE CONNECTIONS
[EIOPTIONAL; BC2 IS PRESENT ONLY WITH 2-SPEED EVAPORATOR MOTOR
6. USE COPPER CONDUCTORS ONLY. UNIT TERMINALS ARE NOT DESIGNED FOR OTHER CONDUCTORS.
THE USE OF OTHER TYPE CONDUCTORS MAY CAUSE DAMAGE TO THE UNIT.
@SEE ACCESSORY KIT LITERATURE FOR OPTIONAL ELEC HEAT AND CONVENIENCE OUTLET WIRING DIAGRAMS.

‘COMPONENT LEGEND
BC  BLOWERCONTACTOR
BR  BLOWERRELAY
CB  CIRCUITBREAKS
GC  COMPRESSOR CONTACTOR
TTCH
ASE H

EBTOR  ELECTRONIC BLOWER TIME DELAYRELAY
N ECONOMIZER

M VAPORATOR MOTOR
CMICCHTRY FUSE BLOCK
EM FUSE BLOCK
F1.F2,£3 CWICCHTRI FUSES
M

22588
58888
55522
g35
332

Fd F5. F6 EM FUSE:
HPS ' HIGHPRESSURE SWITCH
(PS  LOW PRESSURE SWI
P8 POWER DISTRIBUTION BLOCK
&R PLE FEMALEPLUG/
PLW  MALE PLUG | CONNECTOR
TeL  LOW VOLTAGE TERMINALBLOCK 1
183 LOW VOLTAGE TERMINALBLOCK 3
TRL  CONTROL TRANSFORMER (LINE VOLTAGEI4VAC)
POWER DIAGRAM .-

DCC300%(34.7)  0140L04727-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.



UNIT WIRING DIAGRAMS DCC300XXX(3,4,7)B**AA

CONTROLS DIAGRAM
DCC300, 1 SPD EM

SUPPLY (LINE)
TRy VOUTAGE .

w o |
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ACTC

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!
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NOTES
1 REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).
IF OPTIONAL ECONOMIZER IS INSTALLED, REMOVE ECON SHRT PLM AND CONNECT ECON PLM TO ECON PLF.

TB3 LOW VOLTAGE TERMINAL BLOCK. FOUR TERMINALS FOR 24VAC PWR (RED WIRE) AND SIX TERMINALS FOR 24VAC COM (BLUE WIRE).

2 CONNECTIONS SHOWN ARE FOR 1.STAGE HEAT GPERATION, WHEN 2-STAGE OPERATION IS REQIRED REMOVE
SOMPER WIRE CORNECTING W TOWA ON T51
E>\ F OPTIONAL SMOKE DETECTOR IS INSTALLED, REMOVE JUMPER WIRE CONNECTING S1TO S2 ON TB1.

[[6) EBTOR RELAY ENERGIZES 7 SEC AFTER 24VAC IS APPLIED TO "G'. THE RELAY DE-ENERGIZES 65 SEC AFTER 24VAC IS REMOVED FROM G
DEEDTR RELAY DELAYS WILL DECREASE TO APPROX 3-5 SEC WHEN "SPEEDUP" IS SHORTED TO "C"

7)B | 0140L04730-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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DCC300XXX(3,4,7)B**AB
UNIT WIRING DIAGRAMS DCC300XXX(3,4,7)V***A*

POWER DIAGRAM
DCC300 ***(3,4,7)

LINE VOLTAGE
1 L2 L3

| |

le, & &)

| |

| |

L | r—
\

ccas1
8K w oY g BK .
8 —H T
lexf o [0 Tl e 1 com [
= e B =3 0
[ w gl slow \, TOA
ccas2 = E o
== e N
o g [ 1] o8 BK Ll =
! =1 coHz -1 d
it LS e 2 comp2 =
\ PU_ B )
pu pu_glis 3] g U N R < =
L=
n,.-=
ZE
= E <
o
0%
oK BK — BK L
L [ON4 wn
le= or = 5R >Sax
Pu Pu = PU ouw N
— o
S (2
x>
WO
B I 0= <§E
wwn e
o W a
CE >
w>okE=
00 &
oy
w o o
Wy
2 cm w 0z2a
VOLTAGE Aoy
RAAJ PU i aa
= _ouw3
@ 1 W< g
o] e COMPONENT LEGEND (O & O
BC BLOWER CONTACTOR < O =
BR BLOWERRELAY =W >
cB CIRCUIT BREAKE! 1 <
cc COMPRESSORCONTACTOR 2D
CCAS ~ CCAUXSWITCH (@] = =
COH  CRANKCASEHEATER S =
ol CCR COMPRESSORCONTACTOR RELAY O O
COMP  COMPRESS( .
M CCONDENSERMOTOR TOFW
BK QMC  CONDENSERVIOTOR CONTACTOR On=
EBTOR  ELECTRONICBLOWSA TIVE DELAY =2Z0
con  Eonauzen Toon
EM EVAPCRATOR MOTOR
FB1 CMICCHITRIFUSEBLOCK

FB2 EM FUSEBLOCK

M EVAPORATOR FREEZESTAT

ODULE

F1, F2, F3 CMICCH/TRIFUSES

F4, F5, F6 EMFUSES

HPS HIGHPRESSURE SWITCH

LACMC  LOW AMBIENTCONDENSERMOTOR
col

LAM LOW AMBIENTMODULE
LAR LOW AMBIENTRELAY

LAT LOW AMBIENT TIMER

Lps LOW PRESSURESWITCH

PB POWER DISTRBUTION BLOCGK
PLF FEMALE PLUG/ CONNECT(R

CONTROL TRANSFORVER
(LINEVOLTAGE/24

L EACTORY WIRING
g —— LINEVOLTAGE

—— LOW VOLTAGE
nLa2) p—

QR

OPTIONAL
HIGH VOLTAGE

e
Q
28
Ut
e
:
:
&) WARNING

[elaE]®

EIELD WIRING
HIGH VOLTAGE
— — LOW VOLTAGE

wiRe cooe
oo B
d Bk Brown

]

GR
| GY  GRAY

OR  ORANGE
PK - PINK

PU
RD.
WH WHITE

NOTES:
1, REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY)
[Z)THE CONTROL TRANSFORMER HAS MULTIPLE HIGH VOLTAGE TAPS,
ENSURE WIRE CONNECTIONS ARE CORRECT FOR UNIT SUPPLY VOLTAGE RATING
[5)208/230v SUPPLY POWER UNITS ARE FACTORY CONNECTED TO THE CONTROL TRANSFORMER 240V TAP.
MOVE WIRE CONNECTION FROM 240V TAP TO 208V TAP WHEN 208V POWER SUPPLY IS USED.
[4)SEE CONTROL DIAGRAM FOR CONTROL TRANSFORMER LOW VOLTAGE CONNECTIONS
[5)OPTIONAL; CB1.CB2,8C2 AND ASSOCIATED WIRING IS PRESENT ONLY WITH 2-SPEED EVAPORATOR MOTOR. .
6. USE COPPER CONDUCTORS ONLY. UNIT TERMINALS ARE NOT DESIGNED FOR OTHER CONDUCTORS.
THE USE OF OTHER TYPE CONDUCTORS MAY CAUSE DAMAGE TO THE UNIT.
[Z)'SEE ACCESSORY KIT LITERATURE FOR OPTIONAL ELEC HEAT AND CONVENIENCE OUTLET WIRING DIAGRAMS.
LOW AMBIENT KIT INSTALLED, DISCONNECT CONDENSER MOTOR WIRES (BK,BR YL) FROM CMC1 (T1,T2,T3)
AND CONNECT TO CORRESPONDING BK,BR.YL WIRES ON LOW AMBIENT HARNESS (INSULATED MALE QUICK CONNECT). 0140104899 -A
ALSO CONNECT LOW AMBIENT HARNESS WIRES (BK,BR,YL) (INSULATED FEMALE QUICK CONNECT) TO'T1,72,T3 ON CMC1.

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS

my FELD HerMosTaTwiRnG | T T Tovokeoeecror ] j‘
CONTROL 2.51AGE COOLING 8L 2 — s
SE——() 2
cwss2_, ‘ N ~JRe @|— —wi— —w P Q 3 sensor O
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[ ] 3 Q= —e— o 158 &
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[@lclcloelo)ele)e) O— —n——a || =G omm OB B o
& ® —_— ) SENSORZ sENz | TMRAATD
" ° — —u-— G—© " o o]
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© —oR— —o0 2 24 VAC
wi| sr| or| ro| pu| v e[ rof e star | | © SMK DET |
TB1 L =] OPTION
B o
R0 "o
8K
<J
83
CCR1L
e e [RD RD 4 2y HPS1 LPS1

wH| 8= [ er| ro| pu| vi| ro| ro|Pufv

PLM 3
DiPLFs
wh| 8r [ r | mo| pul vi| ro| ro|PUTVL[GR

wH
WH RD

ECON ECON SHRT r—ee———————— — — — — — — A
D ST econmoous ‘
8 8 i] | 8 e AS |
o | 4le-Gho. [
% 8 - | % ‘ B ‘
019 1|9 =l \
®G | ® Lo esas ‘
T

QO e B
3" |
L ECON OPTION

wii| [ er| or| Ro! RD) or| R
wH
RD XVRR e o oF
D an <d
"
SR [ G mQ
ET| wd
~o)
e (]
RO™NO (vo)
i
[0/6/0]0]6/0/600) = =
HEAT PLF
NOTES:

1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF
INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).

[2>1F OPTIONAL ECONOMIZER IS INSTALLED, REMOVE ECON SHRT
PLM AND CONNECT ECON PLM TO ECON PLF.

[[3> 783 LOW VOLTAGE TERMINAL BLOCK.4 TERMINALS FOR 24VAC
PWR (RD,BK,BR WIRE) AND 6 TERMINALS FOR 24VAC COM (BL WIRE)

[[4>> CONNECTIONS SHOWN ARE FOR 1-STAGE HEAT OPERATION.
WHEN 2-STAGE OPERATION IS REQUIRED REMOVE WH JUMPER WIRE
CONNECTING W2 TO W1 ON TB1

[[5> IF OPTIONAL SMOKE DETECTOR IS INSTALLED, REMOVE RD JUMPER
WIRE CONNECTING S1 TO S2 ON TB1 AND MAKE THE FOLLOWING WIRE
CONNECTIONS: RD WIRE TO S1,BR WIRE TO TB3 (24V/PWR),BL WIRE
TO TB3 (24V/COM),

EBTDR RELAY ENERGIZES 7 SEC AFTER 24VAC IS APPLIED TO "G". THE RELAY DE-ENERGIZES

65 SEC AFTER 24VAC IS REMOVED FROM "G’

EBDTR RELAY DELAYS WILL DECREASE TO APPROX 3-5 SEC
WHEN "SPEEDUP" IS SHORTED TO "C".

IF LOW AMBIENT KIT IS INSTALLED, CONNECT GY WIRE FROM LAM2-3
TO CMR-4. ALSO CONNECT BL COM WIRES FROM LAT-T6 AND LAM2 -2
TO TB3 (24V COM).

LAT ON/OFF TIME SETTINGS :
ON -TIME (LEFT COLUMN): 2,8 = ON
OFF -TIME (RIGHT COLUMN): 8 = ON
ALL OTHER DIP SWITCHES = OFF

CONTROLS DIAGRAM
DCC300%%(3,4,7) B
1SPD EM

0140L04763-A

2l

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

DCC300XXX(3,4,7)B**AB

&) WARNING

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCC300XXX(3,4,7)V***A*

e FIELD THERMOSTAT WIRING ‘F T 7 Tevokeoetector | j‘
CONTROL 2 STAGE COOLING BL » ® O)
cuss2 _ W) ‘ Il _Wiene Ol— —wi— —w >E—1© 2 0! o} =]
— /7 / LS — ® e —c | ﬁ@ g SENSOR 17 () S |
r r - \: L T8L ® RO — —R | > kA O—® | TB3
- bR O—I® SUPPLY (LINE) =
® @@ QO EEO0E @— —n—— || SH—(6) | VOLTAGE
@ @ sensor 202 O SENZ. TR SR
Wi " Q- —»—— || = ) ® | Ay
O —==-— || AUXB O—® [ "o oL oL
WH YL @ — —OR— —0 & 24 VAC
WA [ r| or| ol sl Vil ex| ro| | o SMK DET |
TBL STAT OPTION
L — J
al o]
®0
coi HPs1 LPs1
) 0 Oazex
Cot [N
5%
v oo Bl
T3 oL
8K
53/
83 ox
£

i

26y

BR2
Pu A |ve e
WH o O 0
wi|| 7 | or| ro| pu| Vi || mo| rof puv wi on
O O
5%
wl oot i
T3
e

PLM 3
[e]o) 2T ECON ECON SHRT Fr——————_———_——_—————

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

wi|er [ er| ro| pu| vi| ro| mo|pUTVL[ GH| PLE PV G [2> | econpm GR
“ YL ‘ LG ECON MODULE ‘
o 8 8”“ | 8 T we] |
L eYlo) :]P” | ® 82@ | i
=fofioly e x| &
" g
lo)io} ® g 2107 <
“6|o el —] i W | 5
313 S : [ < | o
i S 10) Nfo; H | >
@ @ ‘L @ ECON OPT\ONJ O
o o o T
T T T T T T T T T T T e T e e T T T T Low Ams!

B
LAR R 1o wH wh wH OPTION |
B o OO,
o @ 1 o3 r.

&) WARNING

AR \
LA CMC
or "o |
oic
* \
RO
B |
i
WH|| BR| GR| RD RD| GR GR L-— - — — — — — —
RO EBTDR o
R0 EWRR  uecd
"D an <d
N ® seeeoup 97 ]
o o o]
=] wd
Pu | m2Q)
T %@
RO™ND (NO)
OOV = =
HEAT PLF
NOTES:
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF EBTDR RELAY ENERGIZES 7 SEC AFTER 24VAC IS APPLIED TO "G". THE RELAY DE-ENERGIZES
INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY). 65 SEC AFTER 24VAC IS REMOVED FROM "G
[2>IF OPTIONAL ECONOMIZER IS INSTALLED, REMOVE ECON SHRT [7> EBDTR RELAY DELAYS WILL DECREASE TO APPROX 35 SEC
PLM AND CONNECT ECON PLM TO ECON PLF. WHEN "SPEEDUP" IS SHORTED TO "C".
[(3>783 LOW VOLTAGE TERMINAL BLOCK.4 TERMINALS FOR 24VAC IF LOW AMBIENT KIT IS INSTALLED, CONNECT GY WIRE FROM LAM2-3
PWR (RD,BK,BR WIRE) AND 6 TERMINALS FOR 24VAC COM (BL WIRE). 18 %"SR(?AO'E%’MSONNECT BL COM WIRES FROM LAT-T6 AND LAM2 -2
CONNECTIONS SHOWN ARE FOR 1-STAGE HEAT OPERATION. .
WHEN 2-STAGE OPERATION IS REQUIRED REMOVE WH JUMPER WIRE > gﬁ?,mgff&ygsfﬁﬁsig oN
CONNECTING W2 TO W1 ON TB1. OFF -TIME (RIGHT COLUMN) ~ON
IF OPTIONAL SMOKE DETECTOR IS INSTALLED, REMOVE RD JUMPER ALL OTHER DIP SWITCHES = OFF H
WIRE CONNECTING S1 TO S2 ON TB1 AND MAKE THE FOLLOWING WIRE CONTROLS DIAGRAM
CONNECTIONS: RD WIRE TO S1,BR WIRE TO TB3 (24V/PWR),BL WIRE DCC300%%(3,4,7) V ol
TO TB3 (24V/COM). 2SPD EM 0140L04764-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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DCG COMMERCIAL
15 - 25 Ton Packaged Gas/Electric Unit
WIRING DIAGRAMS

For units with DDC control see manual
RSD6412018* for wiring diagrams
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UNIT WIRING DIAGRAMS

0140L02578-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCG180-240XXX3B***A*

SUPPLY VOLTAGE COMPONENT LEGEND
u L s AUXILLARY LIMIT SWITCH
_ 1 w —
coi T 2 lo coue COMPRESSOR
1 Yeonet o GONDENSER HOTOR
3 cer
B @—oik 9 cc COMPRESSOR CONTACTOR
—~ con CRANK CASE HEATER
c CCHR ‘CRANK CASE HEATER RELAY
Fel CCR COMPRESSOR CONTACTOR RELAY.
F EM EVAPORATOR MOTOR
M1 F FUSE
o = Fc FANCAPACITOR
- s FLae sensor
oMs oo EQUIPNENT GROUND
rez v GAS VALVE
a2 Hps HIGH PRESSURE SVIITCH
ccz = 8 INDOOR BLOWER RELAY
ocz s ! [ INTEGRATED IGNITION CONTROL
b o o
O wes Low ressURE SwiTcH
s LT swiTck
7 e
@—o | ® ra POVIER DISTRUBTION BLOGK
! PLF FEMALE PLUG/CONNECTOR
sc pal . I.l‘ . Ps PRESSURE SWITCH
‘ nl H T acl RS ROLLOUT SWITCH
I 81 TERMINAL BLOCK (261 SIGNAL)
r ) e
cent L ——- ™® TRANSFORMER
w VENTMOTOR
R VENT MOTOR RELAY

Cehz 208-240¢

NOTES

1. REPLACEMENT WIRE MUST BE THE SAME
‘SIZE AND TYPE OF INSULATION AS ORIGINAL

{USE GOPPER CONDUGTOR CNLY)

2. ACCESSORY ECONOMIZER PLUG ADJACENT

TO BLOWER HOUSING IN RETURNAIR

oOe

COMPARTMENT. REMOVE MALE PLUG AND

ATTACH FEMALE PLUG TO THE ECONOMIZER

ACCESSORY.

3.L1 AND L2 ON IIG CONTROL IS 24V INPUT.

4. USE GOPPER CONDLIGTORS ONLY.

USE NEC CLASS 2 WIRE.

5. FOR TWO STAGE OPERATION REMOVE

W1 TO W2 WIRE JUMPER

6. FOR 208V OPERATION MOVE BLACK WIRE

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

FROM TERMINAL(D)ON THE i
7. IF DDC CONTROL OPTON IS INSTALLED. <
THERIGSTAT FIELD WIRING IS NOT REQUIRED.
SEE DDC CONTROL WIRING DIAGRAI AND. =
INSTRUETIONS, ]
THERIIOSTAT T
FIELD WRING ++
28TaGE cooLng
[EACTORY WIRING __WH__W
w2 :l e | NE VOLTAGE e‘ —_——R -
—_wm o ——=r
81 Low voLTace 2]
®o W ——n —
oprionaL ©
TOTHERMOSTAT 4 NoTES —rGH VOLTAGE ()= —m™ — =
SEENOTE 7 i d "
—— _——C

FIELD WIRING STAT
- e FIGH VOLTAGE

INSTALLER/SERVICEMAN LOW VOLTAGE

THE STATUS LIGHT ON THE FURNAGE CONTROL MAY BE USED AS A GUIDE TO

&) WARNING

TROUBLESHOOTING THIS APPLIANCE. STATUS LIGHT CODES ARE AS FOLLOWS:
STATUS LIGHT EQUIPMENT STATUS CHECK
WIRE CODE
ON NORMALOPERATION | e
O POWEROR CHECK. INPUT POWER B BLAcK
N
OFF CHECK FUSE ON CONTROL BL BLE
INTERNAL CONTROL
REPLACE CONTROL BR  BROWN
IGNITION FAILURE GAS FLOW GR  GREEN
GAS PRESSURE OR  ORANGE
OPEN ROLLOUT GAS VALVE
P PINK
1BLINK SWITCH FLAIE SENSOR
FLAIME ROLLOUT PV PURPLE
OPEN AUX. LIMIT BAD SWITCH RD  RED
SWITCH AUX. LIMIT OPEN WH  WHITE
PRESSURE SIITCH CHECK YL YELLOW
2BLINKS
OFEN PRESSURE SWITCH YLPK YELLOW V.
PRESSURE SWITCH CLOSED CHECK
SBUNKS PINK STRIP
WITHOUT INDUCER ON PRESSURE SWITCH BUPK BLUE WITH
MAIN LIMIT OPEN
4BLINKS OPEN LIMIT SWITCH PINK STRIP
BAD SWITCH
5BLINKS FALSE FLAME SENSED STIGKING GAS VALVE
COMPRESSOR 31N, COMP.
BBLINKS
OUTPUT DELAY ANTLCYGLE TINER

‘SEE UNIT RATING PLATE FOR TYPE AND SIZE
OF OVER CURRENT PROTECTION

0140L02580-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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DCG180-240XXX(4,7)B***A*

UNIT WIRING DIAGRAMS
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS

DCG180-240XXX(4,7)B***A*

SUPPLY VOLTAGE
460-575/3/60

.._

Fc1

L

)7~
Fc2
cmz

s 2

..___

INPUT: 450575V
OUTPUT 230V

COMPONENT LEGEND.
ALs AUXILLARY LIMIT SWITCH

8C BLOWER CONTACTOR

comp COMPRESSOR

cm CONDENSER MOTOR

cc COMPRESSOR CONTACTOR

ccH CRANK CASE HEATER

cehr CRANK CASE HEATER RELAY
cen COMPRESSOR CONTACTOR RELAY
em EVAPORATOR MOTOR

v FUSE

FC FAN CAPACITOR

Fs FLAME SENSOR

GND EQUIPMENT GROUND

v GAS VALVE

HPS HIGH PRESSURE SWITCH

18R INDOOR BLOWER RELAY

e INTEGRATED IGNITION CONTROL
16N IGNITOR

Lps LOW PRESSURE SWITCH

is LIMIT SWITCH

PLF FEMALE PLUG/ICONNECTOR

3 PRESSURE SWITCH

RS ROLLOUT SWITCH

81 TERMINAL BLOCK (241 SIGNAL)
82 TERMINAL BLOCK (L1)

™ TRANSFORMER

M VENT MOTOR

VMR VENT MOTOR RELAY

NOTES.

1. REPLACEMENT WIRE MUST BE THE SAME
SIZE AND TYPE OF INSULATION AS ORIGINAL.
(USE COPPER CONDUCTOR ONLY.

2 ACCESSORY ECONOMIZER PLUC ADIACENT
O BLOWER HOUSING INRETURN AIR
COMPARTHENT. REMOVE MALE PLUG AND
ATTACH FEMALE PLUG TO THE ECONONIZER
AcCEsSORY.

3,11 AND L2 ON I CONTROL IS 24V INPUT,

4.USE COPPER CONDUCTORS ONLY.

+ use nec cuass 2wiRe.

5 FORTWO STACE OPERATION REMOVE

WO BN

6. FOR 575V OPERATION MOVE BLACKWIRE

FROM TERMINAL(E)TO TERMNALLDON 450V
THERMOSTAT
FIELDWIRING ++
—wH — —w
EACTORY WIRING
—Gh — —
—m — &
e LINE VOLTAGE
LOW VOLTAGE -1 = -
e K ——
gEEd 2 —
B z 8 — — ¢
= ¢ — -0 — —o
TO THERMOSTAT *++ STAT
FEIELD WIRING.
INSTRALER SEREITHCHMAN
HIGH VOLTAGE
AGuibETO NO ECONOMIZER.
FoLLOWs wn w
—_— - ——
STATS GHIHT EQUIEMBRRSTATAS US chca
— —R —
ON NORIAM IOBFFRZAIONON — VB COD
CHETEANPUFT PORGERV E R BK  BLACK
NO FUWER RIOR — Y — =72
orr CHITERUIFTNTOICETROL Bl BLUE
INTEARACQOOROROL PR TR
REFLAAEEOONOROL B8R BROWN
— ok —_—o0
IGNTTODIT SIMURERE GRSV GR GREEN rar
GASREBOSERE of ORANGE
oPmreaDIOUT GRSVAVFE
Pk PINK
TN SwmEH FLANESSEROR
A ur PU  PURPLE o‘ —_—WH — —w
J— R o e o4 D
Smen AU UMTOEREN —— 0 o o _a
PR SORGERVENGT Cr =, <]
. YL veLow ® - — v
PRSOREBIVGHTCH
opaw RSOS e YLPK YELLOW WITH @
T x
. PASSORESEBGHILBSEDOS £ D Cra e sTRID " .
e — [e—— === --
BLPK  BLUE WITH ) _oh —— o
MAIN LIVIT OPEN —
s PRI CH PINK STRIP sTaT
BADSWITA H T8
SEuwRS FALLT FOBRERTOSED STICINGG GARELVE
CommRss0OR 3 Mwccomr
saumss
OUTRIDEEAY ANTIYCCLENEBIER

SEE UNIT RATING PLATE FOR TYPE AND SIZE

OF OVER CURRENT PROTECTION

£ oy 6

o0140L02584.8

Wiring is subject to change. Always

refer to the wiring diagram on the

unit for the most up-to-date wiring.

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING
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UNIT WIRING DIAGRAMS
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS

DCG180-240XXX3V***A*

SUPPLY VOLTAGE
20824013160

cct

cct

.
.
o @ oifo
0 @) ;
T3 H

HIGH SPEED

Low SPEED

2082400

COMPONENT LEGEND

ALs AUXILLARY LIMIT SWITCH
8C BLOWER CONTACTOR

BR BLOWER RELAY

c8 CIRCUIT BREAKER

comp. COMPRESSOR

Y CONDENSER MOTOR

cc COMPRESSOR CONTACTOR
coH GRANK CASE HEATER

COHR GRANK CASE HEATER RELAY
ccr COMPRESSOR CONTAGTOR RELAY
M EVAPORATOR MOTOR

F FUSE

Fo FAN CAPACITOR

Fs FLAME SENSOR

GND EQUIPMENT GROUND

av GAS VALVE

HPS HIGH PRESSURE SWITCH

18R INDOOR BLOWER RELAY

3 INTEGRATED IGNITION CONTROL.
16N IGNITOR

LPs LOW PRESSURE SWITCH

Ls LMIT SWITCH

B POWER DISTRUBTION BLOCK
PLF FEMALE PLUG/CONNECTOR
Ps PRESSURE SWITCH

RS ROLLOUT SWITCH

81 TERMINAL BLOCK (24V SIGNAL)
B2 TERMINAL BLOCK (L1)

® TRANSFORMER

w VENT MOTOR

VMR VENT MOTOR RELAY

NOTES

1. REPLACEMENT WIRE MUST BE THE SAME

SIZE AND TYPE OF INSULATION AS ORIGINAL

(USE COPPER CONDUCTOR ONLY).

2 ACCESSOR!

pL

TO BLOWER HOUSING IN RETURN AIR

COMPARTMENT. REMOVE MALE PLUG AND

AT PLUG TO THE
ACCESSORY.
s 1524V INPUT.

4.USE COPPER CONDUCTORS ONLY.

USE NEC CLASS

S 2 WIRE.

5. FOR TWO STAGE OPERATION REMOVE

W1TO W2 WIRE JUMPER.

6. FOR 208Y OPERATION MOVI

FROM

E BLACK WIRE

JON THE

TO THERMOSTAT ++
SEENOTE7

TROUBLESHOOTING THIS APPLIANCE.

INSTALLERISERVICEMAN

THE STATUS LIGHT ON THE FURNACE CONTROL MAY BE USED AS A GUIDE TO

TATUS LIGHT CODES ARE AS FOLLOWS:

STATUS LIGHT EQUIPMENT STATUS CHECK
oN NORMALOPERATION [
CHECK INPUT POWER
NO POWER OR
OFF GHECK FUSE ON CONTROL
INTERNAL CONTROL
REPLACE CONTROL
IGNITION FAILURE GAS FLOW
GAS PRESSURE
OPENROLLOUT GAS VALVE
1BLINK swiTcH FLAME SENSOR
FLAME ROLLOUT
OPEN AUX. LIMIT BAD SWITCH
swiTcH AUX. LIMIT OPEN
PRESSURE SWITCH CHECK
2BLINKS
OPEN PRESSURE SWITCH
PRESSURE SWITCH CLOSED CHECK
3BUINKS
WITHOUT INDUCER ON PRESSURE SWITCH
MAIN LIMIT OPEN
4BUNKS OPEN LIMIT SWITCH
BAD SWITCH
5BLINKS FALSE FLAME SENSED STICKING GAS VALVE
COMPRESSOR 3 MIN. COMP.
6BLINKS
OUTPUT DELAY ANTI-CYCLE TIMER

SEE UNIT RATING PLATE FOR TYPE AND SIZE
OF OVER CURRENT PROTECTION

FACTORY WIRING

LINE VOLTAGE

LOW VOLTAGE

OPTIONAL

HIGH VOLTAGE

FIELD WIRING

—— = HIGHVOLTAGE
—  — LowvoLTAGE

WIRE CODE
B BLACK
BL  BLUE

BR  BROWN
R GREEN
OR  ORANGE
PK PINK

U PURPLE
RD  RED

WH WHITE
v YeEwow

YUPK YELLOW WITH

PINK STRIP

BUPK BLUE WITH

PINK STRIP

THERMOSTAT

FIELD WIRING

2 STAGE COOLING

H — —wn

Ao
=n
0 —_— YL
o S
I
(-

+t

)

0140L03767-A

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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DCG180-240XXX(4,7)V**AA

C=s®

O cc2

peL

PU PU

ccHL
9= \Eg
@
@

2

o —
+ o

o Bl

TO THERMOSTAT +4
SEENOTE 7

0140L03207-A

UNIT WIRING DIAGRAMS
Eo‘

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING

DIAGRAMS

DCG180-240XXX(4,7)V***AA

| cot

hi}

SUPPLY VOLTAGE
460157513160

o ——-:

Low seCro

o o
- of ot
CcB1 BC1
Il
wwir 1T °

240V

TR 460V OR 575V

COMPONENT LEGEND

ALs. AUXILLARY LIMIT SWITCH
8 BLOWER CONTACTOR

BR BLOV/ER RELAY

COMP COMPRESSOR

oM CONDENSER MOTOR

cc CONPRESSOR CONTACTOR

ceH GRANK CASE HEATER

corR GRANK CASE HEATER RELAY
cor COMPRESSOR CONTACTOR RELAY
EM EVAPORATOR HOTOR

F ruse

e FANCAPACITOR

s FLAME SENSOR

enD EQUIPMENT GROUND

av GASVALVE

HeS HIGH PRESSURE SWITGH

1BR INDOOR BLOWER RELAY

ne INTEGRATED IGNITION CONTROL
[ IGNITOR

ps LOW PRESSURE SWITGH

Ls UMIT SWITCH

PLF FEMALE PLUGICONNECTOR

S PRESSURE SWITCH

RS ROLLOUT SWITGH

T8l TERMINAL BLOGK 24V SIGNAL)
B2 TERMINAL BLOCK (L1)

® TRANSFORMER

M VENTMOTOR

VMR VENT MOTOR RELAY

2l

NoTES

1. REPLACEVENT WIRE MUST BE THE SAME
SIZE AND TYPE OF INSULATION AS ORIGINAL,
(USE COPPER CONDUCTOR ONLY).

2 ACCESSORY ECONOMIZER PLUG ADJACENT
TOBLS INRETURN AIR

TO THERMOSTAT **

COMPARIMEN. REMOVE MALE PLUG AND
ATTACH FEMALE PLUG TO THE ECONOMIZER
ACCESSORY.

3.L1 AND L2 ON IIG CONTROL IS 24V INPUT.

4.USE COPPER CONDUCTORS ONLY.

+ -+ UsE NECCLASS 2WIRE.
5. FOR TV/O STAGE OPERATION REMOVE

W1TO W2 WIRE JUMPER.

INSTALLER/SERVICEMAN

THE STATUS LIGHT ON THE FURNACE CONTROL MAY BE USED AS A GUIDE TO

TROUBLESHOOTING THIS APPLIANCE. STATUS LIGHT CODES ARE AS FOLLOWS:

STATUS LIGHT EQUIPMENT STATUS CHECK
oN NORMAL OPERATION —
CHECK INPUT POWER
NO POWER OR
oFF ‘GHECK FUSE ON GONTROL
INTERNAL CONTROL
REPLACE CONTROL
TGNITION FAILURE Ghs FLOW
5AS PRESSURE
OPEN ROLLOUT GASVALVE
1BUNK switcH FLAME SENSOR
FLAME ROLLOUT
OPEN AUX. LIMIT BAD SWITCH
switcH AUX. LIMIT OPEN
PRESSURE SWITCH THECK
2BLINKS
opEN PRESSURE SWITCH
PRESSURE SWITGH CLOSED CHECK
3BLINKS
WITHOUT INDUCER ON PRESSURE SWITCH
4BLINKS OPEN LIMIT swiTCI! MAINLIMIT OPEN
BAD SWITCH
SBLINKS TALSE FLAME SENSED STIGKING GAS VALVE
COMPRESSOR SMIN. COMP.
6 BLINKS
OUIPUT DELAY ANTLCYCLE TIMER

'SEE UNIT RATING PLATE FOR TYPE AND SIZE
OF OVER CURRENT PROTECTION

FACTORY WIRING

m— = VOLTAGE
OW VOLTAGE

FIELD WIRING

HIGH VOLTAGE

WIRE GODE
BK  BLACK

BL  BLUE

BR  BROWN

GR  GREEN

OR  ORANGE

PK PINK

PU  PURPLE o

o o4

WH  WHITE e‘

- o

YLIPK YELLOW WITH
PINK STRIP

e o gq

FINK STRIP

THERMOSIAI

FIELD WIRING

WITH ECONOMIZER GPTION

— —WH
—_—cr
— —RD

—_—

2o =

0140L02916-A

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS

DCG180-240XXX(4,7)V**AB

SUPPLY VOLTAGE
45057513760

‘._
@ ——--

Low sPEED

N oo

HICH SPEED

Nl lo 502

o offot

INPUT. 450575
SUTEUT. 2300

it

COMPONENT LEGEND

ns ApLLARY LT SwTCH
ac sLowen conTAcTon

o siowen neiar

comntsson

o convensen woros

cen camichse weATe

cen CONPRES SOR CONTACTOR #ELAY
e san caraciTon

' FLawe seson

ao cauPenT sromo

s W pressuRe swrci

on NOOOR BLOWER RELAY N
o ionron

cow sressure swic

" v swren

FeMALE PLUGKONNECTOR

' Roviour swircs

™ TERMNAL BLOCK (30 SGNAL
™ Taavsronwe

w venr woron

i VeNT woron ReLaY

NOTES

1. REPLACEMENT WIRE MUST BE THE SAME
SIZE AND TYPE OF INSULATION AS ORIGINAL.
(USE COPPER CONDUCTOR ONLY).

2 ACCESSORY ECONOMIZER PLUG ADIACENT
TO BLOWER HOUSING IN RETURN AIR
COMPARTMENT. REMOVE MALE PLUG AND
ATTACH FEMALE PLUG TO THE ECONOMIZER
ACCESSORY.

3, L1AND L2 ON IIC CONTROL IS 24V INPUT.

4.USE COPPER CONDUCTORS ONLY.

+ 1 UsE NECCLASS 2WIRE.
5 FORTWO STAGE OPERATION REMOVE

WTTDOVY W IRGBEMRERP E R

THERMOSTAT

FIELD WIRING

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

o}
. MOOON
e 2

suonas|—7 |

TO THERMOSTAT *++

INSTALLER/SERVICEMAN

THE STATUS LIGHT ON THE FURNACE CONTROL MAY BE USED AS A GUIDE TO

TROUBLESHOOTING THIS APPLIANCE. STATUS LIGHT CODES ARE AS FOLLOWS

STRTSSICIGHT EQUIRRERITATAS US chaaK
on NORWAIOBFEAANON —
“CHECRINPPT PORGRYE R
NOFENEEBROR
oFF CHEZK SECNQUNOBAT ROL
INTERECOOROR 0L
REREAEETNIRTEOL
ICHTIDNY KRRIR E GASECON
GASPRESSHRDRE
opmeROALTUT GASVBLYE
1 BuMK SwTen FLRRESSTSWO0R
FUAWERBOLLOUT
opvAMKLTIT BADSWICK H
SwirTenH AURLMEDEREN
PRESGRERE/SENT C 1 CHEEK
2mumss
open PRESSUWENHT CH
PRES SUISH/SSHTLASED0S £ D =0
3mumss
WITHDI INNOTIONON PRISSURIRGHTCH
aBumsS OPENLVTISWICRC H MAIN LIMIT OPEN
BADSAWaE H
SRS FAISHUABE SIS £ O ST GASARVALVE
CommRSSROR 3 M coomP.
6 BuNES
OUFRTDBRRAY ANTIGCCLENBAER

SEE UNIT RATING PLATE FOR TYPE AND SIZE
OF OVER CURRENT PROTECTION

.
— s <
LOW VOLTAGE - _—
I Z
.
(14
.
<
EIELD WIRING
R =
NO ECONCMIZER
o —
Zlalll
Zle i,
WIRE CODE
v e
- o
e cncen —-r -
PU  PURPLE G — —wh — —w
o o o D
- Sl v .
W vow I

YLPK YELLOW WITH
PINK STRIP
BLPK BLUE WITH -0

PINK STRIP STAT

01401037698

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCG300XXX(4,7)B**AA

POWER D|AGRAM IIC DIAGNOSTIC BLINK CODES
DCG300. 460/575V ST | EoueT S
’ ON 'NORMAL OPERATION —
- prp—
F Tevorce 1 INTERNAL CONTROL REPLACE CONTROL
I
| BAD SWITCH
| 26UNKS | PRESSURESWITCHOPEN |  CHECK PRESSURE
L — PRESSURE SWITCH CLOSED|  GHECK PRESSURE
r é 3BUNKS WITHOUT INDUCER ON SWITCH
‘g oND 6BLINKS DELAY ANTI-CYCLE TIMER
BK L GY_ BK| -
it T
| X BK_o U1 T1] o 8K f CCH1 <
B PG PR DR W IPo
cease = WX
o F,H o _ o zZ5>
| EIS BK g fL1 11 g BK 1 Ll 00
- oole L olew T 4=
e 12 cowpz I <2
Py Py [13 3| ey \ N SR '<_( )
il z
z5 4
owo
BK BK — BK O wn
o, o
o = Z0a
= . =
- [1 ouwa
N 2o u
- : Fx9
BR] E& | Lu
& 2 n=g
e
L >
Mo
- SUQ
24V CNTL a_ O
D VOLTAGE g Ll
- wn
— Jduw>
U
Foox
=N o Tt — <
— 3zZ2%
oK e e 9z=
_ Smoume o .0
BK = SIS TOKL WO
yccone QuZo
roa IaoSAa
VMR GR  GREEN
w0 & e
x o
2
W §
SR GY  GRAY
BK_ BK. wm G 2AY Z
—t
- P
S iomam
w S oo
— ;
= oo e B g
[] —| <
RD RD. 1 RD BL YL (13) FS FLAME SENSOR
= F1, F2, F3 CMICCHTR FUSES
OR OR. 1 OR_ OR o YL(12) F4, F5, F6 EM
F6 F7 IIC 24V POWER FUSE
YL BK(1) s LIMIT SWI
BL BK (3) PRESSURE SWITCH
NOTES
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).
@THE CONTROL TRANSFORMER HAS MULTIPLE HIGH VOLTAGE TAPS.
ENSURE WIRE CONNECTIONS ARE CORRECT FOR UNIT SUPPLY VOLTAGE RATING
D 'SEE CONTROL DIAGRAM 0140L04724/25 FOR CONTROL TRANSFORMER LOW VOLTAGE CONNECTIONS
[4)OPTIONAL; BC2 IS PRESENT ONLY WITH 2-SPEED EVAPORATOR MOTOR.
5. USE COPPER CONDUCTORS ONLY. UNIT TERMINALS ARE NOT DESIGNED FOR OTHER CONDUCTORS.
THE USE OF OTHER TYPE CONDUCTORS MAY CAUSE DAMAGE TO THE UNIT,
E}SEE ACCESSORY KIT LITERATURE FOR OPTIONAL CONVENIENCE OUTLET WIRING DIAGRAM.
o

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCG300XXX(3,4,7)B**AA

CONTROLS DIAGRAM
DCG300, 1 SPD EM
83
SUPPLY (LINE) 888
VOLTAGE ?
™ or
T o A o |
N [ st
, @ RD
< T
I o= | [ )
\ 0 X \
o= R | senson % Beew | |
o 30 = S
Bavxa |
0 0
@ GR PK B ™ ™
I senson? sene | |
- © D R
® o Higwe © D ||
rap | = | Vel
® RD | O 2vacoc(@HFE ‘ =
L,,,,:‘,,,J on
cuss2
I [a)
=F
owd
> @
=D >
CeR1 - 1
THERMOSTAT WIRING o=
wl 2 e =)
2STAGE cooLiNG (0 ps1 Lrst '<_( E 2
—w - —w w| &2 0, =
D 200 [y v S z E 3
® — R — R o w <ZE
OF —n —=n O m (@)
o cere
QF —n --- — o2
—8 ——c
- 59 4
IS £ 0 QWa
D Foial LR K IIPSL.E PO o NN o—ggl E >
w9
n= <§i
wwn e
o w a
o0
pes
2
mQ %
o god
- =HQ
@
O=n
e o 8 w
-
[0To}E 524
2§13 | g <a<g
o e T T T T T o 20 % g
ITe e ECON MODULE | [T z
o) M g 5Z2Ss
‘ A ‘ OZE
® B e Ay S
ECON ECON SHRT ‘ @ EXH‘ ‘ O . O
=GON €00 Hilo sy TOK®
“folok O] e \ 0as o
micllelim Q- Hiage \ =229
“ Q|0 12 Tl ‘
I @ s
3|3 | L© | o
OO L J Z
[0JIO) —
P4
R0
olo n:
av
IoNeNTL Mo STG ;
s |2
ALs RS
1STSTG coM
" 20v ole N PU OE/Q PU O$/¢ PU s
5
. 24V COM @ @ —t— ‘ s
GV @ @ Wl
botlolE w 03/?
LT sw @ @ RO RO
eressuresw | (8 | ® [ =
| OO e w0 &6
w
S—— =
R @ ® {Ro |
wiN I,
w| @@ ke
comorr | @ | @ [
R0
28 S o
20
oo | LD
R WR
NOTES
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).
[[2F OPTIONAL ECONOMIZER IS INSTALLED, REMOVE ECON SHRT PLM AND CONNECT ECON PLM TO ECON PLF.
[[5>7B3 Low VOLTAGE TERMINAL BLOCK. FOUR TERMINALS FOR 24VAC PWR (RED WIRE) AND SIX TERMINALS FOR 24VAC COM (BLUE WIRE). %
[C4,> CONNECTIONS SHOWN ARE FOR 1-STAGE GAS HEAT OPERATION. WHEN 2-STAGE OPERATION IS REQIRED REMOVE iy
JUMPER WIRE CONNECTING W2 TO W1 TERMINAL ON TB1
[C5)1F OPTIONAL SMOKE DETECTOR IS INSTALLED, REMOVE JUMPER WIRE CONNECTING $1TO S2 ON TB1 0140L04766-A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS DCG300XXX3(B,V)**AB

POWER DIAGRAM IIC DIAGNOSTIC BLINK CODES
DCG300***3 STATUSLIGHT | EQUIPMENT STATUS CHECK
o NORMAL OPERATION =
CHECK INPUT POWER
R NO POWER OR
oFF GHECK FUSE ON CONTROL|
| iy | INTERNAL CONTROL £ On conTY
GAS PRESSURE
IGNITION FAILURE GAS VALVE
1BUNK OPEN ROLLOUT SWITCH FLAME SENSER
OPEN AUX LIMIT SWITCH FLAME ROLLOUT
| | BAD
AUXLIMIT OPEN
| | 2BLINKS PRESSURE SWITCH OPEN [ CHECK PRESSURE
[ - — PRESSURE SWITCH CLOSED|  CHECK PRESSURE
r é 3 BLINKS WITHOUT INDUCER ON switch
MAIN LIMIT OPEN
. 5 BLNKS FALSE FLAME SENSED | _ STICKING GAS VALVE
COMPRESSOR OUTPUT N, CO
[g] o 6 BLINKS DbELay ANTI-CYGLE TIMER
ccast
cc1
K e gl 1 ml g e 8K
1} 7 i . 8K W oy .
L [E R | ] D 2 comp1 T
" g P T P W T
1r oY g BK or <
° i
=
" v iy alew  ( m Hwk
" P P D = oo QO
b by s nl| e \, L4 Z35 >
cenz Y
PU__ BK or - < D
U <
Ew 2
z5 4
BR = <
FB1 cMc 1 & (L}-l) Z
\§ PLF PLM @) o)
o e N, e wQ
BR BR — BR BR_|i2 12l g R BR [ONd
= > Zo X
PU Py =1 Py L3 13lg Yt Y < w
— O Iald a
pu exeu] o w < 2
Lo >
b3
8R x D L
Py W o
; SWg
[, S o0=n
TR1 o
COMPONENT LEGEND j ]
> as AR LTS —JwD
BC BLOWER CONTACTOR w<< 3 <
BR BLOWER RELAY
CB CIRCUIT BREAKER @ = & O
e COMPRESSOR CONTACTOR <O =
ccAs CC AUX SWITCH o5 >
ccH CRANK CASE HEATER 0 <
COMPRESSOR CONTACTOR RELAY 2D
COMP  COMPRESSON O >
CONDENSER MOTO! zZsS
GMC  CONDENSER MOTOR CONTACTOR >
VR CONDENSER MOTOR RELAY (@] (@]
s0) ECON  ECONOM :
o N e woron IOFE®
FB1 CMICCHITRI FUSE BLOCK (O] o)
FB2  EMFUSEBL =2
e M EVAPORATOR FREEZE STAT TO>DAQ
MODULE
VR Fs FLAVE SENSOR
RO F1,F2,F3 CMCCHITRI FUSES
N F4,F5,F6 EMFUSES
F7 IIC 24V POWER FU
L] WH GND EQUPIMENT GROUND
i SR Gv
BK BK
HPS HIGH PRESSURE SwIT
c TEGRATED GNITION CONTROL
IGN —
oR Sve W aveienT conpENsER MOTOR
= CONTACTOR Z
LAM OW AMBIENT MODULE
AMBIENT R
LAT LOW AMBIENT TIMER m
LPs LOW PRESSURE SWITCH
LIMIT SWITCH
PB POWER DISTRIBUTIONBLOCK
PLE FEMALE PLUG / CONNECTOR
PLM VALE PLUG CONNECTOR
RS ROLLOUT SWI
8L LOW VoL TAGE TERMINAL BLOCK 1
83 LOW VOLTAGE TERMINAL BLOCK 3
FB2 TRL CONTROL TRANSFORMER
BK BK 1 (LINE VOLTAGER4VAC)
T TR VENT MOTOR TRANSFORMER
RO ED. I~} (LINE VOLTAGE/230VAC)
ek ™ VENT MOTOR
o8 =1 VMR VENT MOTOR RELAY
FACTORY WIRING
INE VOLTAGE
—— LOW VOLTAGE
—— CPTIONAL
HGHVOLTAGE
FIELD WIRING
— — HIGHVOLTAGE
— — LOW VOLTAGE
WIRE CODE
BK
BL  BLUE
BR  BROWN
GR GREEN
GY GRAY
CRANGE
PK PINK
PU  PURPLE
RD  RED
WH  WHITE
YL YELLOW
NOTES:
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).
[2)THE CONTROL TRANSFORMER HAS MULTIPLE HIGH VOLTAGE TAPS.
ENSURE WIRE CONNECTIONS ARE CORRECT FOR UNIT SUPPLY VOLTAGE RATING
[2)208/230V SUPPLY POWER UNITS ARE FACTORY CONNECTED TO THE CONTROL TRANSFORMER 240V TAP.
MOVE WIRE CONNECTION FROM 240V TAP TO 208V TAP WHEN 208V POWER SUPPLY IS USED
[2)SEE CONTROL DIAGRAM FOR CONTROL TRANSFORMER LOW VOLTAGE CONNECTIONS.
[5.)OPTIONAL; CB1,CB2,BC2 AND ASSOCIATED WIRING IS PRESENT ONLY WITH 2-SPEED EVAPORATOR MOTOR
5/ USE COPPER CONDUCTORS ONLY. UNIT TERMINALS ARE NOT DESIGNED FOR OTHER CONDUCTORS.
THE USE OF OTHER TYPE CONDUCTORS MAY CAUSE DAMAGE TO THE UNIT.
[)SEE ACCESSORY KIT LITERATURE FOR OPTIONAL CONVENIENCE OUTLET WIRING DIAGRAM
[B)IF LOW AMBIENT KIT INSTALLED, DISCONNECT CONDENSER MOTOR WIRES (BK BR,YL) FROM CMC1 (T1,72,T3)
AND CONNECT TO CORRESPONDING BK,BR, YL WIRES ON LOW AMBIENT HARNESS (INSULATED MALE QUICK CONNECT).
ALSO CONNECT LOW AMBIENT HARNESS WIRES (BK,BR,YL) (INSULATED FEMALE QUICK CONNECT) TO T1,T2,T3 ON CMCL. 014004897 -A

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS

POWER DIAGRAM

IIC DIAGNOSTIC BLINK CODES

DCG300***(4,7)

STATUS LIGHT

EQUIPMENT STATUS CHECK

T TNe voLTace

5t [ERENE)

[}
6 & )

|

|

|

| |
L

oN NORMAL OPERATION
CHECK INPUT FOWER
oFF ‘CHECK FUSE ON CONTROL|
INTERNAL CONTROL o o
FL
GAS PRESSURE
IGNITION FAILURE GAS VALVE
1BUNK OPEN ROLLOUT SWITCH FLAME SENSER
OPEN AUX LIMIT SWITCH FLAME ROLLOUT
BAD SWITCH
AUXLIMIT OPEN
CHECK PRESSURE
2BLINKS PRESSURE SWITCH OPEN s
3BLNKS | PRESSURE SWITCH CLOSED|  CHECK PRESSURE
WITHOUT INDUCER ON SwiTcH
MAIN LIMIT OPEN
4BLINKS OPEN LIMIT SWITCH wion
5 BLINKS. FALSE FLAME SENSED | _ STICKING GAS VALVE
COMPRESSOR OUTPUT IN. COf
6 BLINKS ANTI-CYCLE TIMER

ccast
BK w oY g BK
ce1 BK Ly
ex} [ ) Tl e 0 ceHL
oY o BK] or
ccasz
8K W BR_ 8K
ok e I Tl e 0 7
o [ conz
[ I [E3 2| o RD 2 cours
Pu__ Bk
1
B 1
8K
8K 5K ey 8K
Ll
BR 8 = 8R
L2l
U Py = Py
=

2av CNTL
VOLTAGE o

FB8 2

£
o

NOTES:
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY)
[2)THE CONTROL TRANSFORMER HAS MULTIPLE HIGH VOLTAGE TAPS.
ENSURE WIRE CONNECTIONS ARE CORRECT FOR UNIT SUPPLY VOLTAGE RATING
[3)SEE CONTROL DIAGRAM FOR CONTROL TRANSFORMER LOW VOLTAGE CONNECTIONS
[290PTIONAL; CB1,CB2,BC2 AND ASSOCIATED WIRING IS PRESENT ONLY WITH 2-SPEED EVAPORATOR MOTOR.
5. USE COPPER CONDUCTORS ONLY. UNIT TERMINALS ARE NOT DESIGNED FOR OTHER CONDUCTORS.
THE USE OF OTHER TYPE CONDUCTORS MAY CAUSE DAMAGE TO THE UNIT.
SEE ACCESSORY KIT LITERATURE FOR OPTIONAL CONVENIENCE OUTLET WIRING DIAGRAM.
[)/F LOW AMBIENT KIT INSTALLED, DISCONNECT CONDENSER MOTOR WIRES (BK,BR,YL) FROM CMC1 (T1,T2,T3)
AND CONNECT TO CORRESPO NDING BK,BR,YL WIRES ON LOW AMBIENT HARNESS (INSULATED MALE QUICK CONNECT).
ALSO CONNECT LOW AMBIENT HARNESS WIRES (BKBR,YL) (INSULATED FEMALE QUICK CONNECT) TO T1,72T3 ON CMCL.

DCG300XXX(4,7)(B,V)***AB

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING

COMPONENT LEGEND
AS AUXILLARY LIMIT SWITCH
BC BLOWER CONTACTOR
BR BLOWERRELAY |
cB CIRCUIT BREAKE
cc COVPRESSOR CONTACTOR
CCAS  CCAUXSWITCH
ceH CRANK CASE HEATE
cer COMPRESSOR CONTACTOR RELAY
covp OMPRESSOR
M EONCENSER MOTO
cve GONDENSER MOTOR CONTACTOR
VR CONDENSER MOTORRELAY
ECON  ECOf
EM APORATORNOTO
FBL CMICOHTR FUSE BLOCK
B2 EM FUSE BLOCK
FM EVAPORATOR PREEZE STAT
HE SeNsoR
FL,F2,F3 CMCCHTR1 FUSES
F4,F5,F6 EM FUSES
7 IIC 24V POWER FUSE
GND EQUPIMENT GROUND
s HIGH PRESSURE SWITCH
Iic INTEGRATED IGNITION CONTROL
IGN IGNITOR
LACMC  LOW AMBIENT CONDENSER MOTOR]
CONTACTOR
LAM LOW AMEIENT MoDULE
LAR LOW AMBIENT R
T LoV AVBIENT TR
Ps RESSURE SWITCH
s LIMIT SWITCH
PB POWER DISTRIBUTIONBLOCK
PLE FENALE PLUG | CONNECTOR
PLM MALE PLUG | CONNECTOS
RS ROLLOUT )
81 OLTAGE TERMINAL BLOGK 1
83 oW VOLTAGETERMINAL BLOCK 3
TRL
(LINE VOLTAGERAVAC)
R2 VENT MOTOR TRANSFORMER
(LINE VOLTAGE/230VAC)
W VENT MOTOR
VMR VENT MOTOR RELAY
FACTORY WIRING
—— LINEVOLTAGE
—— LOW VOLTAGE
—— CPTIONAL
HIGHVOLTAGE
EIELD WIRING
— — HIGHVOLTAGE
— — LOW VOLT/AGE
BK BLACK
BL  BLU
BR  BROWN
GR GREEN
GY GRAY
OR  ORANGE
PK  PINK
PU  PURPLE
RD  RED
WH  WHITE
YL YELLOW
e

=
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.
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UNIT WIRING DIAGRAMS
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NOTES:
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF
INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).

@ IF OPTIONAL ECONOMIZER IS INSTALLED, REMOVE ECON SHRT
PLM AND CONNECT ECON PLM TO ECON PLF.

[[3>>TB3 LOW VOLTAGE TERMINAL BLOCK.4 TERMINALS FOR 24VAC

IF LOW AMBIENT KIT IS INSTALLED, CONNECT GY WIRE FROM LAM2-3
TO CMR-4. ALSO CONNECT BL COM WIRES FROM LAT-T6 AND LAM2 -2

TO TB3 (24V COM).

[7>> LAT ON/OFF TIME SETTINGS

PWR (RD,BK,BR WIRE) AND 6 TERMINALS FOR 24VAC COM (BL WIRE).

[[4> CONNECTIONS SHOWN ARE FOR 1-STAGE HEAT OPERATION.

WHEN 2-STAGE OPERATION IS REQUIRED REMOVE WH JUMPER WIRE

CONNECTING W2 TO W1 ON TB1.

IF OPTIONAL SMOKE DETECTOR IS INSTALLED, REMOVE RD JUMPER
WIRE CONNECTING S1 TO S2 ON TB1 AND MAKE THE FOLLOWING WIRE
CONNECTIONS: RD WIRE TO S1,BR WIRE TO TB3 (24V/PWR),BL WIRE

TO TB3 (24V/COM).

ON - TIME (LEFT COLUMN): 2,8 = ON
N

OFF - TIME (RIGHT COLUMN):

ALL OTHER DIP SWITCHES = OFF

CONTROLS DIAGRAM
DCG300***(3,4,7) B
1SPD EM

0140L04896-A

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

&) WARNING

Wiring is subject to change. Always refer to the wiring diagram on the unit for the most up-to-date wiring.




UNIT WIRING DIAGRAMS
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DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

NOTES:
1. REPLACEMENT WIRE MUST BE SAME SIZE AND TYPE OF

INSULATION AS ORIGINAL (USE COPPER CONDUCTORS ONLY).

[2> IF OPTIONAL ECONOMIZER IS INSTALLED, REMOVE ECON SHRT

PLM AND CONNECT ECON PLM TO ECON PLF.

[[3>> 7183 LOW VOLTAGE TERMINAL BLOCK.4 TERMINALS FOR 24VAC

PWR (RD,BK,BR WIRE) AND 6 TERMINALS FOR 24VAC COM (BL WIRE).

[ CONNECTIONS SHOWN ARE FOR 1-STAGE HEAT OPERATION.

WHEN 2-STAGE OPERATION 1S REQUIRED REMOVE WH JUMPER WIRE
CONNECTING W2 TO W1 ON TB1.

(5> IF OPTIONAL SMOKE DETECTOR IS INSTALLED, REMOVE RD JUMPER

WIRE CONNECTING S1 TO S2 ON TB1 AND MAKE THE FOLLOWING WIRE
CONNECTIONS: RD WIRE TO S1,BR WIRE TO TB3 (24V/PWR),BL WIRE
TO TB3 (24V/COM).

[[6> IF LOW AMBIENT KIT IS INSTALLED, CONNECT GY WIRE FROM LAM2-3
TO CMR-4. ALSO CONNECT BL COM WIRES FROM LAT-T6 AND LAM2 -2

TO

TB3 (24V COM).

[72> LAT ONIOFF TIME SETTINGS :
ON - TIME (LEFT COLUMN) : 2,8 = ON

OFF - TIME (RIGHT COLUMN) ol
ALL - OTHER DIP SWITCHES = OFF
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Wiring is subject to change. Always refer to the wiring diagram on the unit for the

most up-to-date wiring.

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

HIGH VOLTAGE!

&) WARNING
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