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PRODUCT SPECIFICATIONS

Goodman
Air Conitioning& Heating GMSS/GDS{;/GHS:}

B SeriEs
80% AFUE

Mutni-Position,
SinGLe-Stace/ Mutti-Speep
Gas FurNAcEs

Hearine Input:
45,000-140,000 BTU/u
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The Goodman®GMS8 / GHS8 / GDS8 80% AFUE Single-Stage, Multi-Speed Gas Furnaces feature a patented aluminized-steel tubular
heat exchanger and energy-efficient Hot Surface Ignition system. This furnace is run-tested for heating or combination heating/
cooling applications. With a heavy-gauge, reinforced steel cabinet and durable baked enamel finish, this unit can be installed in
a variety of locations.

Standard Features (abinet Features
 Patented TuffTube™ dual-diameter tubular * Foil-faced insulation lines the heat exchanger compartment
heat exchanger * Designed for multi-position installation:
* Single-stage combination redundant gas valve GMS8 and GHS8: upflow, horizontal left or right
« Hot surface igniter and patented adaptive GDS8: dedicated downflow
learning control for maximum igniter life * Coil and furnace fit flush for most installations
. E.nergy-savmg, quiet four-speed direct-drive Contents
circulator blower motor
. i ) NOMENCIATUTE ..o 2
* Furnace control board with self-diagnostics and low- Product Specifications ............ccocoevvveveeieieeeeeeeeee 3
voltage terminal block DIMENSIONS ..o 5
* Quiet single-speed, induced-draft blower Blower Performance Specifications............cccoovvceevevecennen. 7
WiIring DIAGIamsS .........c.oviiieveieeiiceeeeeeeeeeee e, 10
SChEMALICS ..o 11
ACCESSOTIES ..o 12
*  For full warranty details, visit www.goodmanmfg.com.
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PRrODUCT SPECIFICATIONS

NOMENCLATURE

Brand

G Goodman® Brand
or Distinctions™

Airflow Direction

C Downflow/Horizontal
Dedicated Downflow
High Airflow
Dedicated Upflow
Upflow/Horizontal

==X IT O

Description

V  Two-Stage/Variable-speed
H Two-Stage/Multi-speed
S Single-Stage/Multi-speed
E Two-Stage/X-13 Motor

AFUE

95 95%
9 90%+
8 80%

45 678 9 10

11

12

Revisions
A Initial Release
B 1st Revision
C 2nd Revision

NOx
N Natural Gas
X Low NOx

Cabinet Width
A 14
B 17%"
Cc 21"
D 24"

Maximum CFM @ 0.5" ESP

3 1200 5 2000
4 1600

MBTU/h
045: 45,000 115: 115,000
070: 70,000 140: 140,000
090: 90,000

www.goodmanmfg.com
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ProbuCT SPECIFICATIONS

GMS8 Seeaipications
GMS8 GMS8 GMS8 GMS8 GMS8 GMS8 GMS8

0453ANB* [ 0703ANB* | 0704BNB* [ 0904BNB* | 0905CNB* | 1155CNB* | 1405DNB
Heating Capacity
Input* 45,000 70,000 70,000 90,000 90,000 115,000 140,000
Natural Gas Output! 36,000 56,000 56,000 72,000 72,000 92,000 112,000
LP Gas Outputt 32,000 48,000 48,000 64,000 64,000 80,000 96,000
AFUE?2 80 80 80 80 80 80 80
Temperature Rise Range (°F) 25-55 25-55 20 - 50 35-65 35-65 35-65 40-70
Available AC @ 0.5” ESP 3 3 4 4 5 5 5
Circulator Blower
Size (D x W) 10" x 6” 10" x 6” 10" x 8” 10" x 8" 10" x 10" | 10"x 10" | 10" x 10"
Horsepower @ 1750 RPM VA V) Yo Yo Y Yo Y
Speed 4 4 4 4 4 4 4
Vent Diameter3 4" 4 4" 4 4" 4" 4"
No. of Burners 2 3 3 4 4 5 6
Filter Size (in?)
Permanent 290 290 385 385 480 480 480
Disposable 580 580 770 770 960 960 960
Electrical Data
Min. Circuit Ampacity* 8.5 8.5 12.9 12.9 12.9 12.9 15.2
Max. Overcurrent Device (amps)® 15 15 15 15 15 15 15
Ship Weight (Ibs) 120 130 143 153 163 163 183

* Low NOx model available.

1- Natural Gas BTU/h. For altitudes above 2,000, reduce input rating 4% for each 1,000’ above sea level.

2— DOE AFUE based upon Isolated Combustion System (ICS)

3—Vent and combustion air diameters may vary depending upon vent length. Refer to the latest editions of the National Fuel Gas Code NFPA
54/ANSI 7223.1 (in the USA) and the Canada National Standard of Canada, CAN/CSA B149.1 and CAN/CSA B142.2 (in Canada).

4— Minimum Circuit Ampacity = (1.25 x Circulator Blower Amps) + ID Blower amps. Wire size should be determined in accordance with Na-
tional Electrical Codes. Extensive wire runs will require larger wire sizes.

5— Maximum Overcurrent Protection Device refers to maximum recommended fuse or circuit breaker size. May use fuses or HACR-type circuit

breakers of the same size as noted.

Notes:

« All furnaces are manufactured for use on 115 VAC, 60 Hz, single-phase electrical supply.

e Gas Service Connection 2" FPT

« Important: Size fuses and wires properly and make electrical connections in accordance with the National Electrical Code and/or all existing

local codes.

SS-GMS8-B
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Probuct SPECIFICATIONS

GD$S8/GHSS Seearications

GDS8 GDS8 GDsS8 GDS8 GHS8 GHS8 GHS8
0453AXB | 0703AXB | 0904BXB | 1155CXB | 0453AXB | 0704BXB | 0905CXB

Heating Capacity
Input* 45,000 70,000 90,000 115,000 45,000 70,000 90,000
Natural Gas Output? 36,000 56,000 72,000 92,000 36,000 56,000 72,000
LP Gas Output* 32,000 48,000 64,000 80,000 32,000 48,000 64,000
AFUE? 80 80 80 80 80 80 80
Temperature Rise Range (°F) 20 - 50 30 - 60 35-65 40 - 70 15- 45 20 - 50 35-65
Available AC @ 0.5" ESP 3 3 4 5 3 4 5
Circulator Blower
Size (D xW) 10" x 6” 10" x 6” 10" x 8” 10" x 10" 10" x 6” 10" x 8" 11" x 10"
Horsepower @ 1750 RPM Ya Ya R ) 1 Y Ya
Speed 4 4 4 4 4 3 3
Vent Diameter3 4" 4" 4” 4" 4” 4" 4"
No. of Burners 2 3 4 5 2 3 4
Filter Size (in?)
Permanent 290 290 385 480 290 385 480
Disposable 580 580 770 960 580 770 960
Electrical Data
Min. Circuit Ampacity* 8.5 8.5 12.9 12.9 12.9 12.2 12.2
Max. Overcurrent Device (amps)® 15 15 15 15 15 15 15
Ship Weight (Ibs) 120 130 153 175 120 130 153

1- Natural Gas BTU/h. For altitudes above 2,000’, reduce input rating 4% for each 1,000’ above sea level.

2— DOE AFUE based upon Isolated Combustion System (ICS)

3- Vent and combustion air diameters may vary depending upon vent length. Refer to the latest editions of the National Fuel Gas Code NFPA
54/ANSI 7223.1 (in the USA) and the Canada National Standard of Canada, CAN/CSA B149.1 and CAN/CSA B142.2 (in Canada).

4— Minimum Circuit Ampacity = (1.25 x Circulator Blower Amps) + ID Blower amps. Wire size should be determined in accordance with Na-
tional Electrical Codes. Extensive wire runs will require larger wire sizes.

5— Maximum Overcurrent Protection Device refers to maximum recommended fuse or circuit breaker size. May use fuses or HACR-type circuit

breakers of the same size as noted.

Notes:

» All furnaces are manufactured for use on 115 VAC, 60 Hz, single-phase electrical supply.

¢ Gas Service Connection 2" FPT

» Important: Size fuses and wires properly and make electrical connections in accordance with the National Electrical Code and/or all exist-

ing local codes.

www.goodmanmfg.com
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ProDuCT SPECIFICATIONS

GMS3/GHSS Dimensions

ALT.VENT LOCATION

ALT.VENT

—re A TEEE e el
v y —— 9
‘ ‘\‘ ! 1 = 398 AT
=y al 12 3/18" = 2 dhe . -
B — :
“——ALT. GAS INLET
— F P a 39" | _
- k i \
GAS LOCATION 26 1/2" o 27 118" ALT. HIGH VOLTAGE
HIGH VOLTAGE
LOW\::::iGE L 14 3/16" ALT. LOW VOLTAGE
w H ] A
- ~ 13" 1 3/3"J o=
Model A B Model A B
GMS80453ANB* 14” 12v%" GHS80453AXB 14 12v5"
GMS80703ANB* 14” 12v%" GHS80704BXB 17%" 16"
GMS80704BNB* 175" 16” GHS80905CXB 21" 19%%”
GMS80904BNB* 172" 16”
GMS80905CNB* 21" 192"
GMS81155CNB* 21" 192"
GMS81405DNB 245" 23"
* Low NOx model available.
Minimum Ceearances 1o CompusTiBLe MATERIALS
Sides Rear Front* vent® Top
SW B
1’ 0” 3’ 6" 17 17

1 24" clearance for serviceability recommended.
2 Single Wall Vent (SW) to be used only as a connector. Refer to the latest editions of the National Fuel Gas Code NFPA 54/ ANSI
Z223.1 (in the USA) and the Canada National Standard of Canada, CAN/CSA B149.1 and CAN/CSA B142.2 (in Canada).

Note: GMS8 and GHS8 models approved for line contact in the horizontal position.

SS-GMS8-B
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PRrODUCT SPECIFICATIONS

GDSS Dimensions

]

e

| LOW VOLTAGE
.

—
[ HIGH VOLTAGE

™~ ALT GAS INLET

11 3%
GAS INLET—" | E
1 1 1 |
s [IIE—= b
Model A B Non-Combustible
Floor Base
GDS80453AXB* 14" 122" SBT14
GDS80703AXB* 14" 122" SBT14
GDS80904BXB* 17v2" 16" SBT17
GDS81155CXB* 21" 19" SBT21
* Low NOx model available.
Minimum Cuearances 10 CompusTiBLe MATERIALS
. Vent?
Sides Rear Front! Top
SW B
1 o 3 6" 1 17

1
2

24" clearance for serviceability recommended.
Single Wall Vent (SW) to be used only as a connector. Refer to the latest editions of the National Fuel Gas Code NFPA 54/ ANSI Z223.1

(in the USA) and the Canada National Standard of Canada, CAN/CSA B149.1 and CAN/CSA B142.2 (in Canada).

www.goodmanmfg.com
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ProbuCT SPECIFICATIONS

Brower PERFORMANCE SPECIFICATIONS

(CFM & Temperature Rise vs. External Static Pressure)

External Static Pressure, (Inches Water Column)

Motor | Tons

Model Speed | AC 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8
CFM | Rise | CFM | Rise | CFM | Rise | CFM | Rise | CFM | Rise | CFM | CFM | CFM
GMS8 High 30 |1555| - [1511)| - |1459| --- [1392| --- |1344] 25 [1,279]1,201 1,120

Med 25 [1,165| 28 [1,123) 30 |1,100| 30 |1,090| 30 [1,048| 32 |1,017| 970 903

Otﬁ’eAd';'ZB* Med-Lo| 2.0 | 927 | 36 | 907 | 37 | 889 | 37 | 863 | 38 | 853 | 39 | 822 | 800 | 746
Low | 15 | 699 | 47 | 694 | 48 | 668 | 50 | 645 | 51 | 636 | 52 | 592 | 566 | 524
High | 3.0 | 1,437 | 36 | 1,310 | 39 | 1,295 ] 40 | 1,310 | 39 | 1,273 | 41 | 1,202 | 1,129 | 1,039
07%2”:’58* Med | 25 | 1,127 | 46 | 1,100 | 47 | 1,095| 47 | 1,075| 48 | 1,050 | 49 |1,018| 967 | 904
(Mod): |Med-Lo| 20 | 895 | — [ 017 | - [a78 [ - | @67 | — | 853 | -— | 830 | 786 | 743
Low | 15 | 694 | — | 681 | — | 663 | — | 640 | — | 625 | — | 591 | 562 | 522
High | 4.0 | 2.234 | 23 | 2.151| 24 | 2,076 ] 25 | 1,990 | 26 | 1,897 | 27 | 1,803 | 1,710 | 1,569
07602"85'\?8* Med | 35 | 1,676 | 31 | 1,653 | 31 | 1,648 | 31 | 1,581 | 33 | 1,555 | 33 | 1,492 | 1,414 | 1,352
(Mod): |Med-Lo| 30 [1,342| 38 [1,335] 39 [1321] 39 [1313[ 39 1,201 ] 40 |1,2611,2151,149

Low 25 |1,089| 47 [1,085| 48 |1,078| 48 |1,071| 48 | 1,057 | 49 [1,040| 986 932

High 40 | 2,182 | --- |2127| 31 |2,056| 32 |1974| 33 |1,895| 35 |1,809 1,715 | 1,588

GMS8 Med | 35 |1,645| 40 | 1,628 40 |[1,615| 40 | 1,597 | 41 [ 1,541 43 [ 1,491 [ 1,440 | 1,350

*
09((,:;‘;';'28 Med-Lo| 3.0 | 1,320 | 49 | 1,305| 49 | 1,310| 49 |1,310] 50 | 1,295| 51 | 1,267 | 1,217 | 1,139
Low | 25 | 1,063| 60 | 1,061| 60 | 1,057 | 61 | 1,056 | 61 | 1,039 | 61 | 1,025 | 1,005 | 948
High | 50 | 2.334 | — |2.334| — |2.284| — |2.135| — |2,051] 35 | 1,910 | 1,748 | 1,605
oo [ Med |40 [17541 39 [1735] 39 [1,728] 40 [1685] 40 | 1,628 42 | 1555114601346
Medy: |Med-Lo| 35 | 1,367 | 47 |1,380] 47 [1371] 47 [1,374] 48 [1,335| 50 | 1,081,246 [1.165
Low | 3.0 | 1,098 | 58 | 1,109 | 59 | 1,109 | 59 | 1,088 | 60 | 1,066 | 62 | 1,050 | 998 | 916
High | 50 | 2481 | — |2,395] 35 | 2.288| 37 | 2,217 | 38 | 2,076 | 41 | 1,999 | 1,858 | 1,732
11§2ACSI\?B* Med | 4.0 | 1,738 | 49 | 1,732 | 49 | 1,709 | 50 | 1,686 | 50 | 1,639 | 52 | 1,585 | 1,492 | 1,385
o) |Med-Lo| 35 | 1,364 62 |1.378] 62 [1372] 62 [1372] 62 | 1350 | 63 | 1,818 1,261 1,125
Low | 30 | 1,137 | — |1142| — |1,140| — |1,114| — | 1,090 | — |1,056| 954 | 860
High | 50 | 2.554 | 41 | 2,435 | 43 | 2.375| 44 | 2,240 | 47 | 2,152 | 49 | 2,002 | 1,883 | 1,744
14%\5/'335 Med | 4.0 | 1,846 | 57 | 1,773| 59 | 1,762 | 60 | 1,712 | 61 | 1.672 | 63 | 1,583 | 1,526 | 1,442
(Medy: |Med-Lo| 35 |1,520| 69 |1500] 70 [1483| - [1470| - |[1435] -~ |1,878 1,308 1,245
Low | 30 | 1,301 | — |1,274| — |1,260| — |1,231| — |1,207| — | 1,077 | 1,093 | 931

*

1

2

Low NOx model available.
at 0.5" ESP
Heating speed as shipped

Notes:

CFM in chart is without filter(s). Filters do not ship with this furnace, but must be provided by the installer. If the furnace requires two return
filters, this chart assumes both filters are installed.

All furnaces ship as high-speed cooling and medium-speed heating. Installer must adjust blower cooling and heating speed as needed.
For most jobs, about 400 CFM per ton when cooling is desirable.
INSTALLATION IS TO BE ADJUSTED TO OBTAIN TEMPERATURE RISE WITHIN THE RANGE SPECIFIED ON THE RATING PLATE.

This chart is for information only. For satisfactory operation, external static pressure must not exceed value shown on the rating plate.
The shaded area indicates ranges in excess of maximum static pressure allowed when heating.

The dashed (----) areas indicate a temperature rise not recommended for this model.

The above chart is for U.S. furnaces installed at 0-2000 feet. At higher altitudes, a properly derated unit will have approximately the same
temperature rise at a particular CFM, while ESP at the CFM will be lower.

SS-GMS8-B www.goodmanmfg.com 7




Probuct SPECIFICATIONS

Brower PerroRMANCE SPECIFICATIONS ((CONT.)

(CFM & Temperature Rise vs. External Static Pressure)

External Static Pressure, (Inches Water Column)
Model g"poég; o [ o1 0.2 0.3 0.4 05 06 | 07 | 08
CFM |Rise | CFM | Rise | CFM [Rise | CFM | Rise | CFM [Rise | CFM | CFM | CFM
High | 3.0 |1435| — |1421| — [1,380| — |1,322| 25 |1,262| 26 |1,200] 1,144 | 1,064
oﬁsgiis Med | 25 |1,140| 29 | 1,114 | 30 [1,084| 31 |1,063| 31 |1,039| 32 | 1,002 | 943 | 897
(Medy: |Med-Lo | 20 | 899 | 37 | 889 | 37 | 875 | 38 | 871 | 38 [ 857 | 39 | 821 | 780 | 745
Llow | 1.5 | 691 | 48 | 674 | 49 | 665 | 50 | 651 | 51 | 637 | 52 | 618 | 562 | 525
High | 3.0 | 1,406 | 37 |1,393| 37 |1,379| 37 [1,307| 39 |1,262| 41 |1,208] 1,145 | 1,070
07%22?(5 Med | 25 | 1,153 | 45 [1,101| 47 | 1,077 | 48 [1,039| 50 [1,028] 50 | 987 | 947 | 885
(Medy | Med-Lo| 2.0 | 890 | 58 | 896 | 58 | 873 | 59 | 862 | 60 | 834 | - | 798 | 772 | 727
Low | 15 | 690 | — | 682 | — | 664 | — | 631 | - | 616 | — | 583 | 549 | 509
High | 4.0 |2007| — [1,993] — [1,975| — [1,940| — |[1.844| 36 |1,770| 1,668 | 1,559
osg)?tgis Med | 35 |1,612| 41 [1606| 41 |1,570| 42 [1533| 43 [1501| 44 [1,448]1,373] 1,301
(Medy | Med-Lo| 30 [1,325] 50 [1,209] 51 [1,280| 52 [1,244] 53 [1,222| 54 [1,1861,140 1,079
Low | 25 |1,043| 64 |1,040]| 64 | 1,032 64 1002 — | 981 | — | 955 | 915 | 869
High | 50 [2381] — |2312] — [2312| — [2219] — [2134| 40 |2,024 1,930 1,839
11%23?(8 Med | 40 |1,801] 47 [1667| 51 |1,667| 51 |1638| 52 |1,613| 53 |1,513] 1,441 [ 1,369
(Medye | Med-Lo| 35 | 969 | - [1,062| - [1,140| — [1,223] 69 [1,269| 67 [1,202]1,322 1,358
Low | 30 |1,100| — |1,004| — |1060| — [1031]| — [z2001| — | 953 | 937 | 874
(CFM & Temperature Rise vs. External Static Pressure)
Motor [Tons External Static Pressure, (Inches Water Column)
Model | & 00 [acs| 0L 02 03 04 05 06 07_ 08_
CFM [Rise| CFM |Rise| CFM [Rise| CFM [Rise| CFM |Rise| CFM |Rise| CFM |Rise| CFM | Rise
High | 3.0 [1,654] — [1,647| — [1,605] — [1,537| — [1,499| — [1,493] — [1,406] — [1,307] 25
ofsgiis Med | 2.5 |1,489| — [1,463| — |1,456| — [1,416] — [1,403] — [1,346] 25 [1,271] 26 [1,185| 28
(Medye |Med-Lo| 2.0 [1,349] 25 [1282] 26 [1,246] 27 [1,235] 27 [1,218[ 27 [1,187] 28 [1,128] 29 [1,051[ 32
Low | 1.5 |1,088] 30 [1,086| 31 [1,082] 31 [1,069] 31 [1,045| 32 [1,013] 33 | 968 | 34 | 908 | 37
Guss | High | 4.0 [2,040] 25 [1,901 26 [1,942] 27 [1,912] 27 [1,801] 27 [1,850] 28 [1,828] 28 [1,785] 29
0704BXB| Med | 3.5 |1,563| 33 [1,527] 34 1,490 35 |1,461| 35 [1,444| 36 [1,423| 36 [1,401] 37 [1370] 38
(Med? [ Low |3.0[1165]| 44 [1149 45 | 1133 46 | 1122 | 46 [1,111| 46 [1,080| 47 [1,048] 49 | 994 | 52
GHss | High | 5.0 [2402] - [2,321] - [2,265] - [2,103] - [2,134] - [2,057] - [1,962] - [1,895] 35
0905CXB| Med | 4.0 [1,754] 38 [1,718] 39 [1,661] 40 [1,622 41 [1,581| 42 [1,519] 44 [1,433| 46 [1,387| 48
(Med? | Low |35 [1,266] 52 [1,234] 54 [1,177| 56 |1,143| 58 |1,071| 62 [1,024| 65 | 964 | — | 878 | -
1 at0.5" ESP
2 Heating speed as shipped
« See Notes on previous page.
8 www.goodmanmfg.com SS-GMS8-B




ProDuCT SPECIFICATIONS

Brower PerrormaNce SPEciFicaTIONS (cCONT. )

0001 X ¥H/N1g LNd1NO

05k OyL  0ek 02k  OLL 00l 06 08 0L 09 0$ o 0€
e 0L
80'L \\\\\““‘m
19 +._.Dn_._.DO niLd - A \\“\\\“\m 0c
F | 3SIX80L X N4 = LNdLNO N18 \“““\“\ \\\
: SY1NAYOS »m \\\\\\““ -~ A x\ A o
| BESE= s ar e 7
W49 ooMMMo \\“\ \\\\ \\ \\\\\\\ \\ \m oy
| T L A AN AN AN
m A T LT el LT T AN ANA,
T L T A AN
S I \\\83 \\\\\ A |4 \\ | @
T T | el AN S L]
\ — e o 2l = - \\\\\\ 000 \\ \\ \\ \ 04
w\\\ \\\ \\ o ~ \\\ o0 / \\ \\
\\ \\ \ \\ \\ 008 / /| Mom
s | \\ \\\ \\ \\ \\ OE\ \ :
: - 4 \\ \\ \\ \\ \\ \\ 1 06
il pd / /] / A BT -

L1HVHO 3SI1d 39NLVE3IdNTL SA LNdLNO N1d

3SIH FHNLVYHIdINTL

www.goodmanmfg.com

SS-GMS8-B



PRrODUCT SPECIFICATIONS

WiriNG DiacrAM

HIGH VOLTAGE!

4\ WARNING

DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO
DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

\ WARN ING 1T SCONNECT POWER BE FORE
SERVICING.WIRING TO UNIT MUIST BE
PROPERLY POLARIZED SND GROUNDED.

INTEGRATED
CONTROL WIDULE

XAIR 16)

——&-®

ROLLOUT LIMITS
CSTHGLE CONTEDL ON SONE MODE LS}

e T 115 WA/ 104042

POMER SUPPLY WITH
OVERCURRENT PROTECTION
DEVICE
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cﬂ ] T
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oR LENIT CONTROLE SHLTCH
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@ O %(‘ FRINARY
al) [ 5 RaZ (11 Lo o
L HMUXILARY fel CONTROL
INTEGRATED £ =
CONTROL WOOLLE - H Aol (50 e
z WANUAL RESET AOLLOUT
i LINLT CONTROLLSY
2 (SINGLE CONTROL M SOME NODELS)
3 i 80} 4 vac
= FRFR 0
ey TSR
MFHR-H 115 vac KRN
| FLANE SENSTR
=
2 PR (21
OT SURFACE
i IGNITER
~ = LI =
2 o | - g 3
n e E
I 540 g £
£ g ]
il RE 21 =it 5
83 2 o
o g
Haz 3
] | o g L E
2 " B z F ?
a
7l : z c
115¢ F E m
e ] = sz
q 15 PIN PLUC
[ SDHE MIDELS
BLINER_COMFARTHENT LINE-H LINE-N
BAURNER COMPARTHENT JUNCTION KOX
24 vaC aoR
0ODR SRITCH R SuLTCH
SAITCH LOCATED TN BLOMER o] @ T
CONPARTHENT DN SIME WIDELS
v
i @ \ wasnzng:
FRESSURE b | LESCERNECT POAER OTSCONNECT
= _ 3 JRise v || eeFore ServicIng.
2 PRIMARY LIWIT WIRING TO UNLIT
MUST BE
PROPERLY
POLARIZED AL,
= K AND GROUNDED . =
£ BE LG N
" ER TO 115vac/ 1 @ /60 HZ POWER SUPPLY WITH
B 1 OVERCURRENT PROTECTION DEVICE
b
L8
= & ==, HCTIOH
nar ML Q2 iy
f‘é:;;: FLAME LINE-N
; GAS VALVE Slih [=—=1"
o LINE H
TMOUCED DRAFT

[0} STEADY 0N = NDRMAL OPERATION LOW VOLTAGE (24V) TR )
[} oFF = CONTROL FAILURE e s
[} 1 FLASH = SYSTEM LOCKOUT (RETRIES/RECYCLES EXCEEDED) =
M Vv, f—
[} 2 FLASHES = PHESSURE SWLTCH STUCK CLOSED & VOLFAGE ALLY) FIELD SPLICE 'y
[i} 3 FLASHES = PRESSURE SWITCH STUCK OPEN HL VOLTAGE FIELD —T——
ol SWITGH (TEW.)  e—gv
[1} 4 FLASHES = OPEN HIGH LIMLIT sumerton &
[} 5 FLASHES = FLAME SENSE WITHOUT GAS VALVE TERMINAL  —OF R
[} 6 FLASHES =  OPEN ROLLOUT
¢ ey SWITEH (PRESS.)  o-5H®
[} 7 FLASHES = LOW FLAME SIGNAL INTEGRATED CONTROL ~— —— OVERCU RRENT =
[} RAPID FLASHES = REVERSED 115 WAC POLARITY/VERIFY GND PLUG CONNECTION -1 PROT. DEVICE
: NOTES:
oL EIDES] PRERTILE 1. SET HEAT ANTLCLPATOR ON ROCM THERMOSTAT AT 0.7 AMPS.
YL YELLOW BR: EROWN 2. MANUFACTURER'S SPECIFIED REPLACEMENT PARTS MUST BE USED WHEN SERVICING.
OR  DRANGE WH  WHITE 3. IF ANY OF THE ORLGINAL WIRE AS SUPFLIED WITH THE FURNACE MUST BE
PU PURPLE BL BLUE HEPLACED, LT MUST BE REPLACED WLTH WIRING MATERLAL HAVING A TEMPERATURE
i Eitash o ik RATING OF AT LEAST 105 €. USE COPPER CONDUCTORS DNLY.
4. BLOWER SPEEDS SHOULD BE ADJUSTED BY INSTALLER TO MATCH THE INSTALLATION
BK BLACK RO RED REQUIREMENTS SO AS TO PROVIDE THE CORRECT HEATING TEMPERATURE RISE AND THE
CORRECT CODLING CFM. (SEE SPEC SHEET FOR AIR FLOW CHART)
0140F00119 REV.00 5. UNIT MUST BE PERMANENTLY GROUNDED AND CONFORM TO N.E.C. AND LOCAL CODES.

Wiring is subject to change, always refer to the wiring diagram on the unit for the most up-to-date wiring.
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Propuct SPECIFICATIONS

SCHEMATICS

4\ WARNING

HIGH VOLTAGE!
DISCONNECT ALL POWER BEFORE SERVICING OR INSTALLING THIS
UNIT. MULTIPLE POWER SOURCES MAY BE PRESENT. FAILURE TO

DO SO MAY CAUSE PROPERTY DAMAGE, PERSONAL INJURY OR DEATH.

CIRCULATOR
RLOWER ELECTRONIC
AIR CLEANER INDUCER
HI Lo CIR EAC
COOL | HEAT HEAT PARK INEU [EAC [ NEU
R
K2| K2 g o
T K3 ROZ ROLLOUT
3 ‘ - RO1 SWITCH
|
] P L B
o K7 XFMR
LINE HOT Kl e
120 VAC T ko
SiE 5 = i . © = XFMR
LINE NEU = S NEU ‘ COMPRESSOR
3M FACTORY| 5 N CONTACTOR
JUMPER S COIL R
7} oo | —————
FACTORY % % moale
JUMPER o —
 — —H—o*”o—
&} |8 (8] &
IGN GND PS
Fp My | MLV HLO HLI PSO THERMOSTAT
FLAME o
SENSOR % = /77 com
PROBE \
| | HIGH AUX
IGNITORC? o PM LIMIT LIMIT
‘ 2-STAGE 0/0
Ga% VALVE PRESSURE
SWITCH
TYPICAL SCHEMATIC
GMS8*& GHS8 ___ **MODEL FURNACES

WR 50M56-289 INTEGRATED IGNITION CONTROL

This schematic is for reference only. Not all wiring is as shown above. Always refer fo the appropriate wiring diagram for the unit being serviced.

SS-GMS8-B

www.goodmanmfg.com
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Probuct SPECIFICATIONS

ACCESSORIES
Vodel Descrintion GMs8 | GMs8 | GMs8 | omss | GMS8 | GMs8 | GMss
P 0453ANB*|0703ANB*|0704BNB*|0904BNB*|0905CNB*| 1155CNB*|1405DNB*
LPT-00A | Propane (L) v v v v v v v
Conversion Kit
HAO2 High-Altitude N N N N y N N

Natural Gas Kit

AFE18-60A | Fossil Fuel Kit

FTK-03A Twinning Kit

Downflow Sub-base for:

SBT14 14” Furnace
SBT17 17%2" Furnace
SBT21 21" Furnace

* Low NOx model available.

GDS8 GDS8 GDS8 GDS8 GHS8 GHS8 GHS8

Model DS 0453AXB | 0703AXB | 0904BXB | 1155CXB | 0453AXB | 0704BXB | 0905CXB
LPT-00A Propane_ (LP)_ N N N N N N N
Conversion Kit
HAO2 High-Altitude N N N N N N N

Natural Gas Kit

AFE18-60A | Fossil Fuel Kit

FTK-03A Twinning Kit

Downflow Sub-base for:

SBT14 14” Furnace \ \
SBT17 17%" Furnace v
SBT21 21" Furnace N

* Low NOx model available.

THERMOSTATS
Model Description
CHT18-60 Cooling/Heating, Mechanical
CH70TG Cooling/Heating, Digital, Non-programmable
CHSATG Cooling/Heating, Mechanical
H20TWR Heating Only, Mechanical

I Goodman Manufacturing Company, L.P., reserves the right to discontinue, or change at any time,
(Goodman)| facturing Company ; ge at any

specifications or designs without notice or without incurring obligations.
Air conditioning & Heating Copyright © 2008 + Goodman Manufacturing Company, L.P. * Houston, Texas * Printed in the USA.
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